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			 Related Part Number
	
					PART	Description	Maker
	AMS431L AMS431LA AMS431LAL AMS431LAM AMS431LAM1 AM	MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:40V; Continuous Drain Current, Id:30A; On-Resistance, Rds(on):0.014ohm; Rds(on) Test Voltage, Vgs:10V; Package/Case:TO-252; Leaded Process Compatible:No .2V并联稳压
MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:150V; Continuous Drain Current, Id:25A; On-Resistance, Rds(on):0.06ohm; Rds(on) Test Voltage, Vgs:10V; Package/Case:TO-252; Leaded Process Compatible:Yes .2V并联稳压
MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:150V; Continuous Drain Current, Id:25A; On-Resistance, Rds(on):0.06ohm; Rds(on) Test Voltage, Vgs:10V; Package/Case:TO-252; Leaded Process Compatible:No RoHS Compliant: No .2V并联稳压
MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:60V; Continuous Drain Current, Id:25A; On-Resistance, Rds(on):0.045ohm; Rds(on) Test Voltage, Vgs:10V; Package/Case:TO-252; Leaded Process Compatible:No RoHS Compliant: No
1.2V SHUNT REGULATOR
	Advanced Monolithic Systems, Inc.
ADMOS[Advanced Monolithic Systems]

	ST26C32 ST26C32CF16 ST26C32CP16 ST26C32IF16 ST26C3	QUAD RS-422, RS-423 CMOS Differential Line Receiver LINE RECEIVER, PDSO16
MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:20V; Continuous Drain Current, Id:13.4A; On-Resistance, Rds(on):0.0065ohm; Rds(on) Test Voltage, Vgs:4.5V; Package/Case:8-SOIC; Leaded Process Compatible:No
	Exar, Corp.
EXAR[Exar Corporation]

	HCF4000 HCF4000B HCF4001 HCF4001B HCF4002 HCF4002B	   NOR GATE
(289.19 k)
TRANSISTOR,MOSFET,N-CHANNEL,800V V(BR)DSS,6A I(D),TO-3 RoHS Compliant: Yes
T-PNP-SI-AF PO- .75W
T-NPN- SI-PO & SW-PD 40 W 或非
MOSFET-PWR N-CH HI SPEED 或非
MOSFET; Transistor Polarity:P Channel; Continuous Drain Current, Id:10.5A; On-Resistance, Rds(on):0.3ohm; Package/Case:3-TO-220; Continuous Drain Current - 100 Deg C:7.5A; Continuous Drain Current - 25 Deg C:10.5A 或非
MOSFET-PWR 800V 4A 或非
NOR GATE 或非
MOSFET-PWR 500V 8A
	ST Microelectronics
SGS Thomson Microelectronics
STMICROELECTRONICS[STMicroelectronics]
意法半导
STMicroelectronics N.V.

	ADM3491 ADM3491AR ADM3491AN ADM3491ARU 	3.3 V/ Full Duplex/ 840 uA 20 Mbps/ EIA RS-485 Transceiver
3.3 V, Full Duplex, 840 uA 20 Mbps, EIA RS-485 Transceiver
MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:90V; Continuous Drain Current, Id:0.86A; On-Resistance, Rds(on):4ohm; Rds(on) Test Voltage, Vgs:10V; Package/Case:TO-205AD; Drain-Source Breakdown Voltage:90V RoHS Compliant: No
3.3V, Full Duplex, 840uA, 20Mbps, EIA RS-485 Transceiver
	Analog Devices, Inc.

	AP1702 AP1702AW AP1702AWL AP1702BW AP1702BWL AP170	4.63 V, 3-pin microprocessor reset circuit
4.38 V, 3-pin microprocessor reset circuit
3.08 V, 3-pin microprocessor reset circuit
TRANSISTOR, JFET N TO-18
RECTIFIER SBR SINGLE 2A 30V 75A-ifsm 0.45Vf 0.2mA-ir PowerDI-123 3K/REEL
JFET; Transistor Polarity:N Channel; Breakdown Voltage, V(br)gss:-25V; Zero Gate Voltage Drain Current Min, Idss:12mA; Zero Gate Voltage Drain Current Max, Idss:30mA; Gate-Source Cutoff Voltage Max, Vgs(off):-4V; Package/Case:TO-78
3-Pin Microprocessor Reset Circuits 3引脚微处理器复位电路
JFET; Transistor Polarity:Dual N Channel; Breakdown Voltage, V(br)gss:-25V; Zero Gate Voltage Drain Current Min, Idss:12mA; Zero Gate Voltage Drain Current Max, Idss:30mA; Gate-Source Cutoff Voltage Max, Vgs(off):-4V 3引脚微处理器复位电路
2.93 V, 3-pin microprocessor reset circuit
2.63 V, 3-pin microprocessor reset circuit
4.00 V, 3-pin microprocessor reset circuit
	ANACHIP[Anachip Corp]
ETC[ETC]
复位半导
NEC, Corp.
Kingbright, Corp.

	STP5NK65Z STP5NK65ZFP 	N-CHANNEL 650V 1.5 OHM 5A TO-220 ZENER-PROTECTED SUPERMESH POWER MOSFET
N-CHANNEL 650V 1.5  OHM 5A TO-220 ZENER-PROTECTED SUPERMESH POWER MOSFET
JFET; Breakdown Voltage, V(br)gss:-25V; Zero Gate Voltage Drain Current Min, Idss:100mA; Gate-Source Cutoff Voltage Max, Vgs(off):-9V; Continuous Drain Current, Id:100mA; Current Rating:100mA; Gate-Source Breakdown Voltage:-25V RoHS Compliant: No
N-CHANNEL 650V - 1.5ohm - 5A TO-220 Zener-Protected SuperMESHPower MOSFET
N-CHANNEL 650V - 1.5ohm - 5A TO-220 Zener-Protected SuperMESH⑩Power MOSFET
N-CHANNEL 650V - 1.5ohm - 5A TO-220 Zener-Protected SuperMESH?Power MOSFET
	ST Microelectronics
意法半导
STMICROELECTRONICS[STMicroelectronics]

	SP8830 SP8830ADG SP8830BDG DES9157201 DES9157201AC	1.5GHz ÷ 10 Prescaler
1.5GHz  10 Prescaler
1.5GHz ± 10 Prescaler
MOSFET; Transistor Polarity:P Channel; Drain Source Voltage, Vds:-30V; Continuous Drain Current, Id:13A; On-Resistance, Rds(on):15mohm; Rds(on) Test
	Mitel Semiconductor
MITEL[Mitel Networks Corporation]

	PNP3055E 	PowerMOS transistor. Drain-source voltage 60 V. Drain current(DC) 12 A.
	Philips

	PS7112-1A PS7112L PS7112L-1A PS7112L-1A-E3 PS7112L	6-PIN DIP, 200 mA CONTINUOUS LOAD CURRENT 1-ch Optical Coupled MOS FET 6引脚DIP00毫安的连续负载电1通道光学耦合场效应晶体管
Coaxial Cable; Coaxial RG/U Type:174; Impedance:50ohm; Conductor Size AWG:26; No. Strands x Strand Size:7 x 34; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Solid State Relay(固态继电器)
6-PIN DIP / 200 mA CONTINUOUS LOAD CURRENT 1-ch Optical Coupled MOS FET
6-PIN DIP 200 mA CONTINUOUS LOAD CURRENT 1-ch Optical Coupled MOS FET
	NEC, Corp.
NEC Corp.
NEC[NEC]

	KI4920DY 	Drain-Source Voltage Vds 30V Gate-Source Voltage Vgs  -20V
	TY Semiconductor Co., Ltd
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