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			FSW-0503 - Provides flexibility of 4 x 10/100BASE-TX PoE ports IEEE 802.3af PoE compliant to simplify deployment and installation 
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			 Related Part Number
	
					PART	Description	Maker
	PTMBL1B 	Contributing to set design flexibility with compact and lightweight mechanisms.
	ALPS ELECTRIC CO.,LTD.

	L1IZ-0940000000000 	High power infrared emitters enabling the next level of design flexibility
	Lumileds Lighting Compa...

	1837200 	Maximum flexibility when it comes to device design ?one header for connectors with different connection technologies
	PHOENIX CONTACT

	1837174 	Maximum flexibility when it comes to device design ?one header for connectors with different connection technologies
	PHOENIX CONTACT

	NTHS0402 NTHS0805 NTHS0603 NTHS1206N06N2201JE 	Extended resistance values available in standard sizes, Allows design flexibility for use with hybrid circuitry
	Vishay Siliconix

	LXZ1-PH01 LXZ1-PH02 	High power color LEDs in a micro footprint package for ultimate design flexibility
	Lumileds Lighting Compa...

	ESP-9110-F0AF0E ESP-9110-F0AS0E ESP-9110-14 ESP-91	1U Rackmount Enterprise-Class Switch with combo port flexibility:16 x 1000BASE-T/TX, 24 x GbE SFP &4 x 10GbE SFP 
	Advantech Co., Ltd.

	FSW-0511 	Provides flexibility of 5x 10/100BASE-TX ports 10/100Mbps-Full/Half-duplex, Auto-Negotiation, Auto-MDI/MDIX
	Level One

	FSW-0503 	Provides flexibility of 4 x 10/100BASE-TX PoE ports IEEE 802.3af PoE compliant to simplify deployment and installation
	Level One

	LXF2-4080100000000 LXF2-4070100000000 LXF2-5070100	   Chip-scale packages for maximum design flexibility
	Lumileds Lighting Compa...

	Q38-U24-XZ Q38-U48-XZ 	   Versatile mechanical design maximizes design flexibility
	List of Unclassifed Man...
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