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			 Related Part Number
	
					PART	Description	Maker
	ECQU2A125L ECQU2A394L ECQU2A392L ECQU2A103L ECQU2A	In accordance with UL/CSA and European safety regulation class X2 or class Y2/X2
	Panasonic Semiconductor

	SMD1210 SMD1210P150TS SMD1210P005TF SMD1210P005TS 	UL 1434 1st Edition CSA C22.2 No. 0 CSA TIL No. CA-3A
	Electronic Theatre Controls, Inc.
N.A.
ETC[ETC]
List of Unclassifed Manufacturers

	1344184 	Made in accordance with the performance requirements of Federal Spec
	List of Unclassifed Man...

	PEH534 	IEC 60384-4 Long Life Grade 40/105/56, in accordance with CECC 30 301-809
	Kemet Corporation

	RFFM8250QTR7 RFFM8250QSQ RFFM8250QSB RFFM8250QSR R	WiFi Switch   LNA Module 2.4GHz to 2.5GHz Tested in Accordance with AEC-Q100
	RF Micro Devices

	HT7130-1 HT7133-1 HT7136-1 HT7144-1 HT7150-1 HT71X	30mA Voltage Regulator 30mA的电压调节器
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:Yellow; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes 30mA的电压调节器
	http://
HOLTEK[Holtek Semiconductor Inc]
Holtek Semiconductor Inc.
Holtek Semiconductor, Inc.

	BYX133G 	Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:16 x 30; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 3173; CSA Type CL1251; Conductor Material:Copper; Conductor Plating:Tin RoHS Compliant: Yes
High-voltage car ignition diode
	NXP Semiconductors N.V.
Philips Semiconductors

	YSS901 	Stereo Dipole System(SD)( 立体声偶极系 立体声偶极子系统（特别职务）（立体声偶极系统
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:26 x 30; Jacket Color:White; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes
SD Stereo dipole
	Yamaha, Corp.
Electronic Theatre Controls, Inc.
ETC
List of Unclassifed Manufacturers

	GAL26CLV12 GAL26CLV12D-5LJ GAL26CLV12D-7LJ 	Low Voltage E2CMOS PLD Generic Array Logic EE PLD, 7.5 ns, PQCC28
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:26 x 30; Jacket Color:Green; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1015, CSA Type TEW, JQA-F-, Passes VW-1 Flame Test; Conductor Material:Copper RoHS Compliant: Yes
	Lattice Semiconductor, Corp.
Lattice Semiconductor Corporation
LATTICE[Lattice Semiconductor]

	CRIMPFOX-UD-6-6 	Crimping pliers, hexagonal compression, for ferrules 0.25 - 6 mm2 in accordance with DIN 46228-1: 1992-08 and DIN 46228-4: 1990-09
	PHOENIX CONTACT
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