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			 Related Part Number
	
					PART	Description	Maker
	ISPLSI2128VL-100LB100 ISPLSI2128VL-100LB208 ISPLSI	2.5V In-System Programmable SuperFAST⑩ High Density PLD
2.5V In-System Programmable SuperFAST High Density PLD
2.5VIn-SystemProgrammableSuperFASTHighDensityPLD
Linear Motion Control; Series:LCL; Track Resistance:5kohm; Resistance Tolerance:20%; Power Rating:3W; Operating Temperature Range:-30 C to  C; Resistor Element Material:Conductive Plastic RoHS Compliant: Yes
Linear Motion Control; Series:LCP8; Track Resistance:10kohm; Resistance Tolerance: /-15%; Power Rating:0.2W; Operating Temperature Range:-30 C to  105 C; Resistor Element Material:Conductive Plastic RoHS Compliant: Yes EE PLD, 13 ns, PBGA208
Resistors, Variable sliding; Series:LCP15; Track Resistance:10kohm; Resistance Tolerance: /-10%; Power Rating:0.5W; Operating Temperature Range:-30 C to  105 C; Resistor Element Material:Conductive Plastic RoHS Compliant: Yes EE PLD, 13 ns, PBGA100
2.5V In-System Programmable SuperFASTHigh Density PLD EE PLD, 10 ns, PBGA100
2.5V In-System Programmable SuperFASTHigh Density PLD EE PLD, 8.5 ns, PBGA208
2.5V In-System Programmable SuperFASTHigh Density PLD EE PLD, 10 ns, PQFP176
2.5V In-System Programmable SuperFASTHigh Density PLD EE PLD, 8.5 ns, PQFP100
2.5V In-System Programmable SuperFASTHigh Density PLD EE PLD, 8.5 ns, PBGA100
	LATTICE[Lattice Semiconductor]
LatticeSemiconductor
Lattice Semiconductor Corporation
Lattice Semiconductor, Corp.

	IDT72V273L6PF IDT72V243 IDT72V223 IDT72V253 IDT72V	3.3 VOLT HIGH-DENSITY SUPERSYNC NARROW BUS FIFO 2K X 18 OTHER FIFO, 6.5 ns, PQFP80
3.3 VOLT HIGH-DENSITY SUPERSYNC NARROW BUS FIFO 4K X 18 OTHER FIFO, 10 ns, PQFP80
3.3 VOLT HIGH-DENSITY SUPERSYNC NARROW BUS FIFO 3.3伏高密度SUPERSYNC窄总线先进先出
RECEPTACLE, EMI, BACKSHELL, 360DEG; Gender:Receptacle; Ways, No. of:1; Series:RJF TV RoHS Compliant: No
PLUG ASSEMBLY, 360DEG, EMI, BACKSHELL; Gender:Plug; Ways, No. of:1; Series:RJF TV RoHS Compliant: No
	Integrated Device Technology, Inc.
Integrated Device Technolog...
Integrated Device Techn...

	ISPLSI1024 ISPLSI1024EA-200LT100 1024EA ISPLSI1024	200 MHz in-system prommable high density PLD
Shielded Paired Cable; Number of Conductors:8; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Material:Polyethylene; Number of Pairs:4; Features:Alumunium Foil Polyester/Tinned Copper Braid; Impedance:120ohm RoHS Compliant: Yes
In-System Programmable High Density PLD
100 MHz in-system prommable high density PLD
	Lattice Semiconductor Corporation
LATTICE[Lattice Semiconductor]
http://

	ATL35 	The ATL35 series ASIC family is fabricated on a 0.35 micron CMOS process with up to four levels of metal. This family features arrays with up to 2.7 million routable gates and 976 pins. The high density and high pin count capabilities of t
	Atmel

	51565-3 	Multiple Coaxial Contacts ( COAXICON ); SUBMIN SOCKET ( AMP )
	Tyco Electronics

	1024-60LH_883 ISPLSI1024-60LH_883 1024 1024-60LH/8	60 MHz in-system prommable high density PLD
In-System Programmable High Density PLD EE PLD, 25 ns, PQCC68
:4; Features:Alumunium Foil Polyester/Tinned Copper Braid; Impedance:120ohm RoHS Compliant: Yes
	Lattice Semiconductor, Corp.
Lattice Semiconductor Corporation
LATTICE[Lattice Semiconductor]
http://

	811-003-01 	Series 811 Mighty Mouse High Density (HD) Pre-Wired In-Line Receptacle Connectors 811-003-01
	Glenair, Inc.

	SCF10000 SCF5000 SCF7500 SCF12500 SCF2500 	High Voltage,High Density Fast Recovery Rectifier(反向电压2500V，温5℃时平均整流电流0.5A,高压，高密度，快速恢复整流器)
High Voltage,High Density Fast Recovery Rectifier(反向电压12500V，温5℃时平均整流电流0.5A,高压，高密度，快速恢复整流器)
High Voltage,High Density Fast Recovery Rectifier(反向电压7500V，温5℃时平均整流电流0.5A,高压，高密度，快速恢复整流器)
High Voltage,High Density Fast Recovery Rectifier(反向电压10000V，温5℃时平均整流电流0.5A,高压，高密度，快速恢复整流器)
High Voltage,High Density Fast Recovery Rectifier(反向电压5000V，温5℃时平均整流电流0.5A,高压，高密度，快速恢复整流器)
FAST RECOVERY HIGH VOLTAGE RECTIFIER ASSEMBLY
	Semtech Corporation

	809-190 	Series 811 Mighty Mouse High Density (HD) Rubber Protective Cover Dimensions and Attachments 809-190 and 809-191
	Glenair, Inc.
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