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			 Related Part Number
	
					PART	Description	Maker
	HL1PL-AC120V HL1PL-AC240V HL1PL-DC110V HL2H-AC120V	HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V, 10 A 250 V AC. Coil voltage 120 V AC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V, 10 A 250 V AC. Coil voltage 240 V AC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V, 10 A 250 V AC. Coil voltage 110 V DC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Plug-in. Coil voltage 120 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Plug-in. Coil voltage 110 V DC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Plug-in. Coil voltage 240 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  PC board. Coil voltage 120 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  PC board. Coil voltage 110 V DC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  PC board. Coil voltage 240 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Top mounting. Coil voltage 120 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Top mounting. Coil voltage 240 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 120 V AC. Light emitting diode wired, plug-in.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC.  Top mounting. Coil voltage 110 V DC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 110 V DC. Light emitting diode wired, plug-in.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 240 V AC. Light emitting diode wired, plug-in.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 120 V AC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 240 V AC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V AC, 10 A 250 V AC.  PC board. Coil voltage 120 V AC.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15 A 125 V AC, 10 A 250 V AC.  Plug-in. Coil voltage 120 V AC.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15 A 125 V AC, 10 A 250 V AC.  Plug-in. Coil voltage 110 V DC.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15 A 125 V AC, 10 A 250 V AC.  Plug-in. Coil voltage 240 V AC.
HL-relay. Space saving power relay. 2 form C. Nominal switching capacity: 10 A 250 V AC. Coil voltage 110 V DC. Light emitting diode wired, PC board.
HL-relay. Space saving power relay. 1 form C. Nominal switching capacity: 15A 125V AC, 10 A 250 V AC. Coil voltage 120 V AC. Light emitting diode wired, plug-in.
	Matsushita Electric Works(Nais)

	ASX20009 ASX20012 ASX2001H ASX20003 ASX20006 ASX22	SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tube packing. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 4.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 6 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. Single side stable. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 6 V DC.
HIGH SENSITIVITY RELAY WITH GUARANTEED LOW LEVEL SWITCHING CAPACITY 高灵敏度继电器低级交换机容量有保
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 24 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 9 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tube packing. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 3 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. 1 coil latching. Tape and reel packing. Coil rating 12 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Standard PC board terminal. 1 coil latching. Coil rating 1.5 V DC.
SX-relay. High sensitivity relay with guaranteed low level switching capacity. 2 form C. Surface-mount terminal. Single side stable. Tape and reel packing. Coil rating 4.5 V DC.
	Matsushita Electric Works(Nais)
AME, Inc.
Panasonic, Corp.
NAIS[Nais(Matsushita Electric Works)]
Nais(Matsushita Electric Wo...

	JW1AFSN-DC18V 	Compact Power Relay, 1 Form A, 10A 250VAC 10A 30VDC
	PANASONIC CORP

	TX2SA-L-XX TX2SA-L2-XX 	(TX Series) 2A Capacity Relay
	NAIS

	OMI-SH-112L OMIH-SS-112LM OMI-SS-112LM OMI-SS-105D	16A Miniature Power PC Board Relay
POWER/SIGNAL RELAY, SPDT, MOMENTARY, 0.022A (COIL), 24VDC (COIL), 540mW (COIL), 10A (CONTACT), 30VDC (CONTACT), THROUGH HOLE-STRAIGHT MOUNT
POWER/SIGNAL RELAY, SPDT, MOMENTARY, 0.015A (COIL), 48VDC (COIL), 720mW (COIL), 10A (CONTACT), 30VDC (CONTACT), THROUGH HOLE-STRAIGHT MOUNT
POWER/SIGNAL RELAY, SPDT, MOMENTARY, 0.011A (COIL), 48VDC (COIL), 540mW (COIL), 10A (CONTACT), 30VDC (CONTACT), THROUGH HOLE-STRAIGHT MOUNT
POWER/SIGNAL RELAY, SPDT, MOMENTARY, 0.044A (COIL), 12VDC (COIL), 540mW (COIL), 10A (CONTACT), 30VDC (CONTACT), THROUGH HOLE-STRAIGHT MOUNT
	Tyco Electronics
Vishay Intertechnology, Inc.

	TX2-12V-1 	Electromechanical Relay: 2 AMP: HIGH CAPACITY RELAY WITH HIGH SURGE VOLTAGE & HIGH BREAKDOWN VOLTAGE
	Panasonic

	NVFAS15DC12VB NVFAZ15DC12VBD NVFAZ15DC12VB NVFBS15	Switching capacity up to 20A
	DBLECTRO[DB Lectro Inc]

	NVFMAS25DC6V1.2BNIL NVFMAS25DC6V1.2BR NVFMAS25DC6V	Switching capacity up to 25A
	DB Lectro Inc.
DBLECTRO[DB Lectro Inc]

	J114FL2AS125VDC.41 J114FL2AS1212VDC.41 J114FL2AS12	Switching capacity 16A
	CIT Relay & Switch

	AQZ264 AQZ262 	Power photoMOS relay (high capacity type). AC/DC type. Output rating: load voltage 400 V, load current 1.0 A.
Power photoMOS relay (high capacity type). AC/DC type. Output rating: load voltage 60 V, load current 6.0 A.
	Matsushita Electric Works(Nais)
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