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			 Related Part Number
	
					PART	Description	Maker
	LBS08030 	80MHz SAW Filter 3MHz Bandwidth
	SIPAT Co,Ltd

	LBN08011 	80MHz SAW Filter 10MHz Bandwidth
	SIPAT Co,Ltd

	LBN08028 	80MHz Low-loss SAW Filter 10MHz Bandwidth
	SIPAT Co,Ltd

	LT1800CS5PBF LT1800-15 	80MHz, 25V/&#181;s Low Power Rail-to-Rail Input and Output Precision Op Amp; Package: SOT; No of Pins: 5; Temperature Range: 0&deg;C to  70&deg;C OP-AMP, 5000 uV OFFSET-MAX, 70 MHz BAND WIDTH, PDSO5
80MHz, 25V/s Low Power Rail-to-Rail Input and Output Precision Op Amp
	Linear Technology, Corp.

	LT1801CMS8PBF LT1801IS8PBF LT1801CS8TRPBF LT1801CD	Dual 80MHz, 25V/&#181;s Low Power Rail-to-Rail Input and Output Precision Op Amps; Package: MSOP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C 2 CHANNEL, VIDEO AMPLIFIER, PDSO8
Dual 80MHz, 25V/&#181;s Low Power Rail-to-Rail Input and Output Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C 2 CHANNEL, VIDEO AMPLIFIER, PDSO8
Dual 80MHz, 25V/&#181;s Low Power Rail-to-Rail Input and Output Precision Op Amps; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C
Dual 80MHz, 25V/&#181;s Low Power Rail-to-Rail Input and Output Precision Op Amps; Package: DFN; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C
Dual/Quad 80MHz, 25V/s Low Power Rail-to-Rail Input and Output Precision Op Amps
	Linear Technology, Corp.
LINEAR TECHNOLOGY CORP

	2SC4132 	High breakdown voltage Low collector output capacitance High transition frequency Ft=80MHz)
	TY Semiconductor Co., Ltd

	LT1800CS5TRMPBF 	80MHz, 25V/&#181;s Low Power Rail-to-Rail Input and Output Precision Op Amp; Package: SOT; No of Pins: 5; Temperature Range: 0&deg;C to  70&deg;C OP-AMP, 5000 uV OFFSET-MAX, 70 MHz BAND WIDTH, PDSO5
	Linear Technology, Corp.

	XPC850ZT50B XPC850ZT66B XPC850ZT80B XPC850SRZT50B 	50MHz; V(ddh): -0.3 to  4V; communication controller
66MHz; V(ddh): -0.3 to  4V; communication controller
80MHz; V(ddh): -0.3 to  4V; communication controller
1 Chip Integrated Microprocessor
	Motorola
Freescale (Motorola)

	ISL59292IN ISL5929EVAL1 ISL5929IN 	Dual 14-Bit/  3.3V/ 130/210MSPS/ CommLink TM High Speed D/A Converter
210MHz; 3.6V; 24mA; dual 12-bit,  3.3V, 130/210 MSPS, commLink high speed D/A converter. For quadrature transmit with IF range 0-80MHz, medical/test instrumentation and equipment, wireless communication systems, BWA infrastructure
	Intersil Corporation

	XPC850ZT50BU XPC850ZT66BU XPC850ZT80BU XPC850DSLCZ	50MHz; V(ddh): -0.3 to  4V; communication controller
66MHz; V(ddh): -0.3 to  4V; communication controller
80MHz; V(ddh): -0.3 to  4V; communication controller
	Motorola

	ISL58292IN ISL5829EVAL1 ISL5829IN 	Dual 12-bit,  3.3V, 130/210MSPS, CommLink TM High Speed D/A Converter
Dual 12-bit/  3.3V/ 130/210MSPS/ CommLink TM High Speed D/A Converter
210MHz; 3.6V; 24mA; dual 12-bit,  3.3V, 130/210 MSPS, commLink high speed D/A converter. For quadrature transmit with IF range 0-80MHz, medical/test instrumentation and equipment, wireless communication systems, BWA infrastructure
	http://
Intersil Corporation

	S3LP507L S3LP807L S3LP156L S3HP807L S3HP156L S3HP1	Surface Mount LC Filters
High reliability part. For price, availability and ordering contact Coilcraft Critical Products, cp@coilcraft.com 30 MHz, HIGH PASS FILTER
LC filter, high pass, SMT, RoHS 800 MHz, HIGH PASS FILTER
LC filter, high pass, SMT, RoHS 300 MHz, HIGH PASS FILTER
LC filter, high pass, SMT, RoHS 60 MHz, HIGH PASS FILTER
LC filter, high pass, SMT, RoHS 500 MHz, HIGH PASS FILTER
LC filter, high pass, SMT, RoHS 15 MHz, HIGH PASS FILTER
LC filter, low pass, SMT, RoHS 1000 MHz, LOW PASS FILTER
	Coilcraft lnc.
http://
Coilcraft, Inc.
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