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			 Related Part Number
	
					PART	Description	Maker
	NR3312TA-CC NR3312TA-EC NR3312TF NR3312TG 	InGaAs PIN-PD RECEIVER WITH INTERNAL PRE-AMPLIFIER FOR 10 Gb/s APPLICATIONS
	Renesas Electronics Corporation

	1345TAPC 1345TMPC 1345TNPC 1345 1345CAPC 1345CBPC 	1345-type receiver with clock recovery and data remiting. OC-3/STM-1 receiver versions. Pin 10 requirements: no internal connections. Connector SC.
1345-type receiver with clock recovery and data remiting. OC-12/STM-4 receiver versions. Pin 10 requirements: requires  5V or -5V. Connector FC-PC.
1345-type receiver with clock recovery and data remiting. OC-3/STM-1 receiver versions. Pin 10 requirements: no internal connections. Connector FC-PC.
1345-type receiver with clock recovery and data remiting. OC-3/STM-1 receiver versions. Pin 10 requirements: requires  5V or -5V. Connector ST.
1345-type receiver with clock recovery and data remiting. OC-12/STM-4 receiver versions. Pin 10 requirements: no internal connections. Connector FC-PC.
1345-type receiver with clock recovery and data remiting. OC-12/STM-4 receiver versions. Pin 10 requirements: requires  5V or -5V. Connector SC.
1345-type receiver with clock recovery and data remiting. OC-3/STM-1 receiver versions. Pin 10 requirements: requires  5V or -5V. Connector SC.
Coaxial Cable; Coaxial RG/U Type:8; Impedance:50ohm; Conductor Size AWG:10; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Approval Categories:Low Loss UL AWM Style 1354; Capacitance:24.80pF RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:8; Impedance:50ohm; Conductor Size AWG:10; No. Strands x Strand Size:7 x 19; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:Matte Black RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:26 x 30; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:16; No. Strands x Strand Size:26 x 30; Jacket Color:Orange; Approval Bodies:UL, CSA; Approval Categories:UL AWM Styles 1007, 1565; CSA Types TR-64, TRSR-64; JQA-F; Passes VW-1 Flame Test RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:8; Impedance:50ohm; Conductor Size AWG:10; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:Black; Leaded Process Compatible:Yes RoHS Compliant: Yes
1345-Type Receiver with Clock Recovery and Data Retiming
1345-type receiver with clock recovery and data remiting. OC-3/STM-1 receiver versions. Pin 10 requirements: no internal connections. Connector ST.
1345-type receiver with clock recovery and data remiting. OC-12/STM-4 receiver versions. Pin 10 requirements: no internal connections. Connector SC.
1345-type receiver with clock recovery and data remiting. OC-3/STM-1 receiver versions. Pin 10 requirements: requires  5V or -5V. Connector FC-PC.
1345-type receiver with clock recovery and data remiting. OC-12/STM-4 receiver versions. Pin 10 requirements: requires  5V or -5V. Connector ST.
1345-type receiver with clock recovery and data remiting. OC-12/STM-4 receiver versions. Pin 10 requirements: no internal connections. Connector ST.
	AGERE[Agere Systems]

	NB4N527SMNR2 NB4N527SMNR2G NB4N527SMNG NB4N527S NB	3.3V, 2.5Gb/s Dual AnyLevel to LVDS Receiver/Driver/Buffer/Translator with Internal Input Termination
3.3V, 2.5Gb/s Dual AnyLevel⑩ to LVDS Receiver/Driver/Buffer/Translator with Internal Input Termination
	ONSEMI[ON Semiconductor]

	T-11-2500A-P3-SFC-APC T-11-2500A-P3-SSC-APC T-11-1	FIBER OPTIC RECEIVER, 1100-1650nm, 2500Mbps, THROUGH HOLE MOUNT, FC/APC CONNECTOR
2.5Gbps PIN-TIA Receiver Modules (3.3V)
	Panasonic, Corp.
Source Photonics, Inc.

	NR4210TX-AZ NR4210 NR4210TF-AZ NR4210TG-AZ NR4210T	InAlAs APD RECEIVER WITH INTERNAL PRE-AMPLIFIER FOR 10 Gb/s APPLICATIONS
	CEL[California Eastern Labs]

	NR4211TH 	InAlAs APD RECEIVER WITH INTERNAL PRE-AMPLIFIER FOR 10 Gb/s APPLICATIONS
	California Eastern Labs

	NR4510US NR4510US-AZ NR4510UT NR4510UT-AZ 	InGaAs APD RECEIVER FOR 2.5 Gb/s ROSA WITH INTERNAL PRE-AMPLIFIER
	California Eastern Labs

	SY58602U SY58601U SY58600U 	ULTRA-PRECISION DIFFERENTIAL CML LINE DRIVER/RECEIVER WITH INTERNAL TERMINATION
	MICREL[Micrel Semiconductor]

	MC100EP16VT MC100EP16VTD MC100EP16VTDR2 MC100EP16V	3.3V / 5V ECL Differential Receiver/Driver with Variable Output Swing and Internal Input Termination
	ONSEMI[ON Semiconductor]

	SY58602UMGTR SY58602UMITR SY58602U07 SY58602U 	ULTRA-PRECISION DIFFERENTIAL 400mV LVPECL LINE DRIVER/RECEIVER WITH INTERNAL TERMINATION
	MICREL[Micrel Semiconductor]

	NR4210 NR4210TF-AZ NR4210TG-AZ NR4210TK-AZ NR4210T	InAlAs APD RECEIVER WITH INTERNAL PRE-AMPLIFIER FOR 10 Gb/s APPLICATIONS InAlAs APD的接收机内部前置放大0 Gb / s的应
	California Eastern Laboratories, Inc.

	MZO.5GE75V AED12K48N-S SMAJ22C AZ762-1C-24AEF EP98	ZENER DIODE
Single Output 16th Brick: 60Watts
400W Peak Power Surface Mount TVS
16 A SPDT MINIATURE POWER RELAY
14 Pin DIL 5 Tap TTL Compatible Active Delay Lines
Chip LED(0.8mm Herght)
3.3V / 1.25 Gbps InGaAs PIN-TIA Receiver InGaAs PIN-TIA WITH PIGTAIL
	MIC GROUP RECTIFIERS
Astec America, Inc
SeCoS Halbleitertechnologie GmbH
American Zettler, Inc.
PCA ELECTRONICS INC.
Everlight Electronics Co., Ltd
http://
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