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			 Related Part Number
	
					PART	Description	Maker
	MBR7100 MBR790 	Plastic material used carries Underwriters Laboratory Classifications 94V-0
	Kersemi Electronic Co., Ltd.

	RS1AF-THR-RS1MF 	The plastic package carries Underwriters Laboratory Flammability Classification 94V-0
	List of Unclassifed Man...

	FFB0612EHE FFB0612GHE FFB0612HHE FFB0624VHE FFB061	Material Impeller & Frame : Plastic (UL 94V-0)
	List of Unclassifed Manufacturers
List of Unclassifed Man...

	13PD150-ST 	Modular Connector; No. of Contacts:8; Approval Categories:Fire-Retardant UL 94V-0 Rated; Body Material:Plastic; Color:Red; Contact Material:Phosphor Bronze; Contact Termination:Punchdown RoHS Compliant: Yes
The 13PD150-ST, -SMA, -FC, -SC, an InGaAs photodiode with a 150µm-diameter photosensitive region packaged in a TO-46 header ...
High Performance InGaAs p-i-n Photodiode
	Anadigics Inc
ANADIGICS, Inc

	1286 5405 	Connector; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes INTERCONNECTION DEVICE
Connector Adapter; Convert From:Double Banana Jack; Convert To:Binding Posts; Contact Material:Brass; Features:Attach wires, spade lugs and pin tip plugs by means of insulated knurl thumb knob; Insulator Material:ABS Plastic RoHS Compliant: Yes
	Pomona Electronics

	EF25-K-H-14P-SW 	BOBBIN MATERIAL: PET PIN MATERIAL: CP WIRE UL REC. UL 94V-0
PHOSPHOR BRONZE
	FERYSTER Inductive Components Manufacturer
FERYSTER Inductive Componen...

	PCC-2 	PC Board Fuse; Current Rating:3A; Voltage Rating:250V; Fuse Terminals:Radial Lead; Leaded Process Compatible:No; Body Material:Plastic; Diameter:8.12mm; Fuse Size/Group:8.89 x 8.12 mm; Fuse Type:Fast Acting; Length:8.89mm
	COOPER INDUSTRIES

	52271-2279 	PC Board Connector; No. of Contacts:22; Pitch Spacing:1mm; No. of Rows:1; Mounting Type:PCB SMT; Body Material:PA Polyamide (Nylon) 4/6; Contact Material:Phosphor Bronze; Gender:Receptacle; Series:52271 RoHS Compliant: Yes
	MOLEX INC

	PEEL18CV8ZTI-25 PEEL18CV8ZT-25 PEEL18CV8ZP-25L PEE	Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:14-18 的CMOS电可擦除可编程逻辑器件
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; Number of Contacts:30; Connector Shell Size:18; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight CMOS电可擦除可编程逻辑器件
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:30; Connector Shell Size:18; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:18-30 的CMOS电可擦除可编程逻辑器件
EE PLD, 25 ns, PDSO20 0.170 INCH, TSSOP-20
CMOS Programmable Electrically Erasable Logic Device 的CMOS电可擦除可编程逻辑器件
EE PLD, 25 ns, PDSO20 0.170 INCH, LEAD FREE, TSSOP-20
EE PLD, 25 ns, PQCC20 LEAD FREE, PLASTIC, LCC-20
EE PLD, 25 ns, PQCC20 PLASTIC, LCC-20
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:14-18
	Motorola Mobility Holdings, Inc.
Vicor, Corp.
Diodes, Inc.
Integrated Circuit Technology Corp
ANACHIP[Anachip Corp]

	BYW81P BYW81P200 BYW81P-200 BYW81PI BYW81PI200 BYW	   HIGH EFFICIENCY FAST RECOVERY RECTIFIER DIODES
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:FEP; Capacitance:16.1pF/ft; Conductor Material:Copper; Leaded Process Compatible:Yes RoHS Compliant: Yes
; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:FEP; Capacitance:55pF/ft; Conductor Material:Copper; Outer Diameter:0.131" RoHS Compliant: Yes 高效快速恢复整流二极管
	http://
STMICROELECTRONICS[STMicroelectronics]
意法半导
STMicroelectronics N.V.
ST Microelectronics

	MURF805 MURF810 MURF840 MURF860 MURF820 	Circular Connector; Gender:Male; No. of Contacts:12; Series:Trident Neptune; Body Length:1.527"; Body Material:Plastic; Connector Shell Size:14; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
8 Amp Isolation Super Fast Recovery Rectifier 50 to 400 Volts
	MCC[Micro Commercial Components]
http://
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