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			 Related Part Number
	
					PART	Description	Maker
	HDP10A20 	Plastic Material used Carries Underwriters Laboratory
	SemiHow Co.,Ltd.

	MBRF20150CT MBRF2090CT 	Plastic material used carries Underwriters Laboratory Classifications 94V-0
   Plastic material used carries Underwriters Laboratory Classifications 94V-0
	Kersemi Electronic Co.,...

	FFB0412VHN FFB0424HHN FFB0424HN FFB0424VHN FFB0412	DIMENSIONS DRAWING
Material Impeller & Pillow : Plastic(UL 94V-0)
	List of Unclassifed Man...
AEL Crystals Ltd

	BD52XXG BD5247 BD5257 BD5256 BD5344 BD5241 BD5243 	Static Monitor Jack; Features:Allows an operator to disconnect a ground cord from the wrist band and leave the workstation without deactivating
Polarizing post; For Use With:N2500 series, 4-wall headers; Body Material:Glass-filled Polyester; Color:Beige; Features:Hi-temperature plastic RoHS
Polarizing post; For Use With:N2500 series, 4-wall headers; Body Material:Glass-filled Polyester; Color:Black; Features:Low-temperature plastic RoHS
Color Coded Flat Cable, 3302/25 28 AWG, .050 (1.27)
ECONOLINE: RI - Custom Solutions Available- 1kVDC Isolation- No Extern. Components Required- UL94V-0 Package Material- No Heatsink Required- Efficiency to 87%
Color Coded Flat Cable, 3302/10 28 AWG, .050 (1.27) 电压检测器IC
VOLTAGE DETECTOR IC 电压检测器IC
Insulating Tape; Tape Backing Material:PVC; Width:0.75"; Roll Length:20ft; Adhesive Material:Rubber RoHS Compliant: Yes 电压检测器IC
Color Coded Flat Cable, 3302/34 28 AWG, .050 (1.27) 电压检测器IC
Color Coded Flat Cable, 3302/09 28 AWG, .050 (1.27) 电压检测器IC
Color Coded Flat Cable, 3302/18 28 AWG, .050 (1.27) 电压检测器IC
	Rohm CO.,LTD.
Electronic Theatre Controls, Inc.
Microsemi, Corp.

	PEEL18LV8Z PEEL18LV8Z-15 PEEL18LV8ZI-15 PEEL18LV8Z	Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; No. of Contacts:30; Connector Shell Size:18; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight 的CMOS电可擦除可编程逻辑器件
EE PLD, 15 ns, PDSO20 0.300 INCH, LEAD FREE, SOIC-20
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT01; Number of Contacts:8; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Cable Receptacle 的CMOS电可擦除可编程逻辑器件
EE PLD, 15 ns, PDIP20 0.300 INCH, LEAD FREE, PLASTIC, DIP-20
EE PLD, 15 ns, PDSO20 0.300 INCH, SOIC-20
EE PLD, 15 ns, PDIP20 0.300 INCH, PLASTIC, DIP-20
EE PLD, 15 ns, PQCC20 LEAD FREE, PLASTIC, LCC-20
CMOS Programmable Electrically Erasable Logic Device 的CMOS电可擦除可编程逻辑器件
EE PLD, 15 ns, PQCC20 PLASTIC, LCC-20
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:15; Connector Shell Size:14; Connecting Termination:Crimp; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket; Insert Arrangement:14-15
10 inputs 8 I/Os 8 registers 12 configurable macro cells 20 pins 2.7-3.6V zero power SPLD
	Cypress Semiconductor, Corp.
Diodes, Inc.
Bourns, Inc.
Integrated Circuit Technology Corp
ANACHIP[Anachip Corp]

	EE16-K-H-10P-SW-AW 	BOBBIN MATERIAL: PHENOLIC PIN MATERIAL: CP WIRE UL REC. UL 94V-0
	FERYSTER Inductive Components Manufacturer

	OBUD-TOR-V-14X17.5-TBI 	BOBBIN MATERIAL: PPS PIN MATERIAL: CP WIRE
	FERYSTER Inductive Components Manufacturer

	ISPLSI2128VL-100LB100 ISPLSI2128VL-100LB208 ISPLSI	2.5V In-System Programmable SuperFAST⑩ High Density PLD
2.5V In-System Programmable SuperFAST High Density PLD
2.5VIn-SystemProgrammableSuperFASTHighDensityPLD
Linear Motion Control; Series:LCL; Track Resistance:5kohm; Resistance Tolerance:20%; Power Rating:3W; Operating Temperature Range:-30 C to  C; Resistor Element Material:Conductive Plastic RoHS Compliant: Yes
Linear Motion Control; Series:LCP8; Track Resistance:10kohm; Resistance Tolerance: /-15%; Power Rating:0.2W; Operating Temperature Range:-30 C to  105 C; Resistor Element Material:Conductive Plastic RoHS Compliant: Yes EE PLD, 13 ns, PBGA208
Resistors, Variable sliding; Series:LCP15; Track Resistance:10kohm; Resistance Tolerance: /-10%; Power Rating:0.5W; Operating Temperature Range:-30 C to  105 C; Resistor Element Material:Conductive Plastic RoHS Compliant: Yes EE PLD, 13 ns, PBGA100
2.5V In-System Programmable SuperFASTHigh Density PLD EE PLD, 10 ns, PBGA100
2.5V In-System Programmable SuperFASTHigh Density PLD EE PLD, 8.5 ns, PBGA208
2.5V In-System Programmable SuperFASTHigh Density PLD EE PLD, 10 ns, PQFP176
2.5V In-System Programmable SuperFASTHigh Density PLD EE PLD, 8.5 ns, PQFP100
2.5V In-System Programmable SuperFASTHigh Density PLD EE PLD, 8.5 ns, PBGA100
	LATTICE[Lattice Semiconductor]
LatticeSemiconductor
Lattice Semiconductor Corporation
Lattice Semiconductor, Corp.

	PCC-2 	PC Board Fuse; Current Rating:3A; Voltage Rating:250V; Fuse Terminals:Radial Lead; Leaded Process Compatible:No; Body Material:Plastic; Diameter:8.12mm; Fuse Size/Group:8.89 x 8.12 mm; Fuse Type:Fast Acting; Length:8.89mm
	COOPER INDUSTRIES

	HCPL-788J500 	Circular Connector; Gender:Female; No. of Contacts:48; Series:Trident Neptune; Body Length:1.645"; Body Material:Plastic; Connector Shell Size:24; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes 隔离放大器短路和过载检
	Linear Technology, Corp.

	4119 4119-93 4119-600 	BNC Feed-Thru Termination; Impedance:600ohm; Body Style:Straight Terminator; Body Material:Brass; Dielectric Material:Teflon; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
	Pomona Electronics
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