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			 Related Part Number
	
					PART	Description	Maker
	Z402L Z403L Z404 Z403LR 	FUSE CLIP, FOR 3AG FUSES W/O STOP, PCB MNT., TIN PLATED
Fuse Holder; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
TRANSFORMER VARIABLE OPEN 3A
Fuse Holder; Mounting Type:PC Board; Body Material:Thermoplastic; Contact Material:Copper Alloy; Current Rating:15A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Voltage Rating:32V
Fuse Holder; Fuse Size/Group:Mini; Mounting Type:In-Line; Body Material:Thermoplastic; Contact Material:Copper Alloy; Contact Plating:Tin; Current Rating:30A; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
	保险丝支架，夹子&硬件

	SNAP-IT-RM-UADS 	Controllers; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
	Opto 22

	122506A 	Connector assemblies, Test; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes INTERCONNECTION DEVICE
	Pomona Electronics

	227 	Flat Phone Plug; For Use With:11; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Number of Contacts:2; Terminal Type:Solder
	SWITCHCRAFT INC

	50-25SN-12 	Card Edge Connector; No. of Contacts:50; Pitch Spacing:0.1"; Contact Termination:Solder; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
	CINCH CONNECTORS

	54C 	Terminal Block; No. of Positions:5; Pitch Spacing:0.375"; Color:Chocolate Brown; Leaded Process Compatible:No; No. of Contacts:5; Peak Reflow Compatible (260 C):No RoHS Compliant: No
	CINCH CONNECTORS

	SST89C54-33-AC-NJ SST89C58-33-AC-NJ SST89C54-33-AI	Voltage Regulator IC; Output Current:150mA; Output Voltage:3.3V; Package/Case:5-SOT-23; Supply Voltage Max:6V; Current Rating:150mA; Leaded Process Compatible:No; Output Current Max:150mA; Output Voltage Max:3.3V
Linear Voltage Regulator IC; Output Current Max:150mA; Supply Voltage Max:6V; Package/Case:5-SOT-23; Current Rating:150mA; Leaded Process Compatible:No; Output Voltage Max:5V; Peak Reflow Compatible (260 C):No
Replaced by PT78ST133 : 3.3Vout 1.5A Wide Input Positive Step-Down ISR 3-SIP MODULE -40 to 85
Voltage Regulator IC; Output Current:150mA; Output Voltage:2.6V; Package/Case:5-SOT-23; Supply Voltage Max:6V; Current Rating:150mA; Leaded Process Compatible:No; Output Current Max:150mA; Output Voltage Max:2.6V
Linear Voltage Regulator IC; Package/Case:5-SOT-23; Current Rating:150mA; Leaded Process Compatible:No; Output Voltage Max:5V; Peak Reflow Compatible (260 C):No; Reel Quantity:3000; Voltage Regulator Type:Low Dropout (LDO) RoHS Compliant: No
Linear Voltage Regulator IC; Output Current Max:150mA; Supply Voltage Max:6V; Package/Case:5-SOT-23; Current Rating:150mA; Leaded Process Compatible:No; Output Voltage Max:2.85V; Peak Reflow Compatible (260 C):No
Linear Voltage Regulator IC; Output Current Max:150mA; Supply Voltage Max:6V; Package/Case:5-SOT-23; Current Rating:150mA; Leaded Process Compatible:No; Output Voltage Max:3V; Peak Reflow Compatible (260 C):No
Linear Voltage Regulator IC; Output Current Max:150mA; Supply Voltage Max:6V; Package/Case:5-SOT-23; Current Rating:150mA; Leaded Process Compatible:No; Output Voltage Max:1.8V; Peak Reflow Compatible (260 C):No
Voltage Regulator IC; Output Current:500mA; Output Voltage:1.215V; Package/Case:8-MLP33; Supply Voltage Max:6V; Current Rating:500mA; Leaded Process Compatible:No; Output Current Max:500mA; Output Voltage Max:1.215V
FlashFlex51 MCU FlashFlex51单片
	Silicon Storage Technology, Inc.
SILICON STORAGE TECHNOLOGY INC

	0033.4501 	Rotary Cam Switch; No. of Switch Positions:2; Contact Current Max:6.3A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
	SCHURTER INC

	P50E-100S-TG 	Connector; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No 100 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, IDC, SOCKET
	Integrated Device Technology, Inc.
ROBINSON NUGENT INC

	2-2W5I-AT636S18 2-2W5I-AT636 	WATER COOLED A.C. SWITCH
WATERCOOLEDA.C.SWITCH
Computer Keyboard; No. of Keys:104; Color:Charcoal Black; Leaded Process Compatible:No; Output Type:PS/2; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Computer Keyboard; No. of Keys:104; Color:Black; Leaded Process Compatible:No; Output Type:USB; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
	POSEICO[Power Semiconductors]
PowerSemiconductors
POSEICO SPA

	1581-2 	Banana Jack; Current Rating:15A; Body Material:Brass; Color:Red; Contact Plating:Tin Over Nickel; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes INTERCONNECTION DEVICE
	Pomona Electronics

	MSA-0286 MSA-0286-BLK MSA-0286-TR1 	Cascadable Silicon Bipolar MMIC Amplifier 级联硅双极MMIC放大
Buffer / Driver / Receiver Logic IC; Package/Case:28-PLCC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Mounting Type:Surface Mount
	Agilent Technologies, Inc.
HP[Agilent(Hewlett-Packard)]
Agilent (Hewlett-Packard)
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