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			 Related Part Number
	
					PART	Description	Maker
	X24022 X24022P X24022P-2.7 X24022P-3 X24022PI X240	Jack Screw; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 串行E2PROM
Controller IC; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Serial E2PROM
	XICOR[Xicor Inc.]

	SSTU32865EG SSTU32865ET SSTU32865 	1.8 V 28-bit 1:2 registered buffer with parity for DDR2 RDIMM
Linear Voltage Regulator IC; Package/Case:8-MSOP; Current Rating:250mA; Leaded Process Compatible:No; Output Voltage Max:1.5V; Peak Reflow Compatible (260 C):No; Reel Quantity:2500; Voltage Regulator Type:Low Dropout (LDO)
Linear Voltage Regulator IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
	NXP Semiconductors
Philips Semiconductors

	TC55V1001F-10L TC55V1001F-85L TC55V1001FT-10L TC55	Circular Connector; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes 131072 Word位静态RAM
131,072 WORD BY 8 BIT STATIC RAM
	Skyworks Solutions, Inc.
Toshiba Corporation
Toshiba Semiconductor

	CDB4272 CS4272-CZZ 	24-Bit / 192 kHz Stereo Audio CODEC
A/D Converter (A-D) IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No SPECIALTY CONSUMER CIRCUIT, PDSO28
	Cirrus Logic, Inc.

	54C 	Terminal Block; No. of Positions:5; Pitch Spacing:0.375"; Color:Chocolate Brown; Leaded Process Compatible:No; No. of Contacts:5; Peak Reflow Compatible (260 C):No RoHS Compliant: No
	CINCH CONNECTORS

	2MBI100NB-120 	NTC Thermistor; Resistance:1Mohm; Thermistor Tolerance: /- 5%; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
IGBT MODULE ( N series )
	FUJI ELECTRIC HOLDINGS CO., LTD.

	STK12C68-IM STK12C68-L45IM STK12C68-L35IM STK12C68	NVRAM (EEPROM Based) NVRAM中（EEPROM的基础
Fuse Holder; Mounting Type:PC Board; Body Material:Thermoplastic; Contact Material:Beryllium Copper; Contact Plating:Tin; Current Rating:3.5A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:154
Fuse Holder; Mounting Type:PC Board; Body Material:Thermoplastic; Contact Material:Beryllium Copper; Contact Plating:Tin; Current Rating:1.5A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:154
Fuse Holder; Mounting Type:PC Board Surface Mount; Body Material:Thermoplastic; Contact Material:Beryllium Copper; Contact Plating:Tin; Current Rating:1.5A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Fuse Holder; Body Material:Thermoplastic; Current Rating:3A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:154; Contact Material:Beryllium Copper; Contact Plating:Tin; Mounting Type:PC Board RoHS Compliant: Yes
Fuse Holder; Body Material:Thermoplastic; Current Rating:5A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:154; Contact Material:Beryllium Copper; Contact Plating:Tin; Mounting Type:PC Board RoHS Compliant: Yes
FUSE 5A LITTLEFUSE 154005
CMOS nvSRAM 8K x 8 AutoStore Nonvolatile Static RAM Industrial Temperature/Military Screen
	N.A.
ETC[ETC]
List of Unclassifed Manufacturers

	29.401.1253.0 	Terminal Block; No. of Positions:12; Pitch Spacing:0.213"; Wire Size (AWG):22-12; Mounting Type:Panel; Leaded Process Compatible:Yes; No. of Contacts:12; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
	WIELAND ELECTRIC INC

	0467.375 0467.750 04671.25 046702.5 0467.250 04671	SlimLine Lead-Free 0603 Very Fast-Acting Fuse 467 Series 超薄无铅0603非常快速保险丝467系列
; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 超薄无铅0603非常快速保险丝467系列
	http://
Littelfuse, Inc.

	MSA-0286 MSA-0286-BLK MSA-0286-TR1 	Cascadable Silicon Bipolar MMIC Amplifier 级联硅双极MMIC放大
Buffer / Driver / Receiver Logic IC; Package/Case:28-PLCC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Mounting Type:Surface Mount
	Agilent Technologies, Inc.
HP[Agilent(Hewlett-Packard)]
Agilent (Hewlett-Packard)

	A43E06161V-75 A43E06161V-75UF A43E06161V-75F A43E0	Switch Guard; For Use With:2 Position Toggle Switches; Features:Flush Mount; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Accessory Type:Switch Guard RoHS Compliant: No
Switch Guard; For Use With:2 Position Toggle Switches; Features:MIL-G-7703 Approved, MS25224-1; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Accessory Type:Switch Guard RoHS Compliant: No 12k × 16位2银行同步DRAM
512K X 16 Bit X 2 Banks Synchronous DRAM 12k × 16位2银行同步DRAM
	AMIC Technology Corporation
AMIC Technology, Corp.

	Q62702-C689-V4 Q62702-C690-V2 Q62702-C690-V1 Q6270	Photoelectric Sensor; Sensor Input Type:Fiber-Optic; Sensor Output:PNP; Switch Terminals:Connector; Leaded Process Compatible:No; Output Type:Transistor; Peak Reflow Compatible (260 C):No; Contact Current Max:150mA
; Sensor Input Type:Fiber Optic; Sensing Range Max:0.1mm; Sensor Output:PNP; Switch Terminals:Quick Connect; Leaded Process Compatible:No; Mounting Type:DIN Rail; Peak Reflow Compatible (260 C):No; Sensing Range Min:100mm
NPN Silicon Transistors NPN硅晶体管
	http://
SIEMENS[Siemens Semiconductor Group]
SIEMENS AG
Siemens Semiconductor G...
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