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			 Related Part Number
	
					PART	Description	Maker
	V23990-P825-F10-P2-19 	Typical average static loss as a function of output current
	Vincotech

	RJ45-6LC1-B RJ45-6LC1-S RJ45-6LC2-B RJ45-6LC2-S RJ	TYPICAL INSERTION LOSS IN DB LINE-TO-GROUND (STOP BAND) IN A 50 OHM CIRCUIT 典型插入损耗在DB线对地（阻带）在一50欧姆电路
TYPICAL INSERTION LOSS IN DB LINE-TO-GROUND (STOP BAND) IN A 50 OHM CIRCUIT 典型插入损耗在DB线对地（阻带）在一0欧姆电路
	Electronic Theatre Controls, Inc.
List of Unclassifed Manufacturers
ETC[ETC]

	CY62128EV30LL-45ZAXI 	1-Mbit (128 K × 8) Static RAM Typical standby current: 1 μA
	Cypress Semiconductor

	BGA318 Q62702-G0043 	From old datasheet system
Silicon Bipolar MMIC-Amplifier (Cascadable 50 W-gain block 16 dB typical gain at 1.0 GHz 12 dBm typical P-1dB at 1.0 GHz) 硅双极单片放大器（级0瓦，增益模块十六分贝典型增益.0 GHz2 dBm典型的P - 1dB的在1.0千兆赫）
Silicon Bipolar MMIC-Amplifier (Cascadable 50 W-gain block 16 dB typical gain at 1.0 GHz 12 dBm typical P-1dB at 1.0 GHz) 0 MHz - 1200 MHz RF/MICROWAVE WIDE BAND LOW POWER AMPLIFIER
	SIEMENS[Siemens Semiconductor Group]
SIEMENS AG

	KTS1C1S250 	Typical RDS(on) (N-Channel)=0.9 Typical RDS(on) (N-Channel)=2.1 Gate-source zener diode
	TY Semiconductor Co., Ltd

	HPQ-09W HPQ-06 HPQ-10 HPQ-10W HPQ-04 HPQ-07 HPQ-08	POWER SPLITTERS/COMBINERS 690 MHz - 830 MHz RF/MICROWAVE COMBINER, 0.4 dB INSERTION LOSS
POWER SPLITTERS/COMBINERS 510 MHz - 570 MHz RF/MICROWAVE COMBINER, 0.4 dB INSERTION LOSS
POWER SPLITTERS/COMBINERS 900 MHz - 970 MHz RF/MICROWAVE COMBINER, 0.45 dB INSERTION LOSS
POWER SPLITTERS/COMBINERS 880 MHz - 1030 MHz RF/MICROWAVE COMBINER, 0.5 dB INSERTION LOSS
POWER SPLITTERS/COMBINERS 730 MHz - 800 MHz RF/MICROWAVE COMBINER, 0.4 dB INSERTION LOSS
POWER SPLITTERS/COMBINERS 315 MHz - 395 MHz RF/MICROWAVE COMBINER, 0.45 dB INSERTION LOSS
POWER SPLITTERS/COMBINERS 580 MHz - 690 MHz RF/MICROWAVE COMBINER, 0.4 dB INSERTION LOSS
POWER SPLITTERS/COMBINERS 680 MHz - 790 MHz RF/MICROWAVE COMBINER, 0.4 dB INSERTION LOSS
POWER SPLITTERS/COMBINERS 480 MHz - 600 MHz RF/MICROWAVE COMBINER, 0.4 dB INSERTION LOSS
POWER SPLITTERS/COMBINERS 380 MHz - 490 MHz RF/MICROWAVE COMBINER, 0.4 dB INSERTION LOSS
POWER SPLITTERS/COMBINERS 410 MHz - 455 MHz RF/MICROWAVE COMBINER, 0.35 dB INSERTION LOSS
POWER SPLITTERS/COMBINERS 1700 MHz - 2400 MHz RF/MICROWAVE SPLITTER AND COMBINER, 0.71 dB INSERTION LOSS
POWER SPLITTERS/COMBINERS 990 MHz - 1100 MHz RF/MICROWAVE COMBINER, 0.45 dB INSERTION LOSS
	Mini-Circuits

	MCP60104 MCP604T MCP601 MCP601-E_CH MCP601-E_OT MC	MCP601 operational amplifier (op amp) has a gain bandwidth product of 2.8 MHz with low typical operating current of 230 and an offset ...
The MCP602 dual operational amplifier (op amp) has a gain bandwidth product of 2.8 MHz with low typical operating current of 230 ...
MCP603 operational amplifier (op amp) has a gain bandwidth product of 2.8 MHz with low typical operating current of 230 and an offset ...
The MCP604 quad operational amplifier (op amp) has a gain bandwidth product of 2.8 MHz with low typical operating current of 230. ...
2.7V to 5.5V Single-Supply CMOS Op Amps
	MICROCHIP[Microchip Technology]

	ADN2820 ADN2820ACHIPS ADN2820S21 	10.7 Gbps, 3.3V, Low Noise, TIA with Average Power Moniter 10.7 Gbps的，3.3，低噪声，与平均功率监视器行业协
10.7 Gbps, 3.3V, Low Noise, TIA with Average Power Moniter SPECIALTY TELECOM CIRCUIT, UUC14
10.7 Gbps Low Noise, High Gain Transimpedance Amplifier IC with Performance Monitor
	Analog Devices, Inc.
Avago Technologies, Ltd.
AD[Analog Devices]

	28C04A-25/L 28C04A-25/P 28C04A-20/L 28C04AF-20/L 2	Dual-Phase, Parallelable, Average-Current-Mode Controllers
Quad, 8-Bit DAC with Rail-to-Rail Outputs
4A, 20ns, Dual MOSFET Drivers
Dual-Phase, Parallelable, Average Current-Mode Controllers x8的EEPROM
Voltage-Tracking Controllers for PowerPC, DSPs, and ASICs x8的EEPROM
	Jameco Electronics

	MCP619-I/P MCP619-I/SL MCP619-I/ST MCP617-I/MS MCP	The MCP619 quad operational amplifier (op amp) has a gain bandwidth product of 190 kHz with a low typical operating current of 19 ...
The MCP617 dual operational amplifier (op amp) has a gain bandwidth product of 190 kHz with a low typical operating current of 19 ...
The MCP618 operational amplifier (op amp) has a gain bandwidth product of 190 kHz with a low typical operating current of 19 µA ...
The MCP616 operational amplifier (op amp) has a gain bandwidth product of 190 kHz with a low typical operating current of 19 µA ...
	Microchip

	MAX5037EMH MAX5037ETH 	4.75 to 5.5 V or 8 to 28 V, VRM 9.0, dual-phase, parallelable, average current-mode controller
VRM 9.0, Dual-Phase, Parallelable, Average Current-Mode Controller 4 A SWITCHING CONTROLLER, 525 kHz SWITCHING FREQ-MAX, PQFP44
	MAXIM - Dallas Semiconductor
Maxim Integrated Products, Inc.

	MCP6547 MCP6549 MCP6546 MCP6548 MCP6547-I/MS MCP65	The MCP6549 is an Open Drain, quad comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current of 600 nA and a maximum of 1 microamp and is 10V output capable. This device is offered in the sixteen lead
The MCP6546 is an Open-Drain, single comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current ...
The MCP6549 is an Open Drain, quad comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current ...
The MCP6547 is an Open Drain, dual comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current of 600 nA and a maximum of 1 microamp and is 10V output capable. This device is offered in the eight lead PD
The MCP6546 is an Open-Drain, single comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current of 600 nA and a maximum of 1 microamp and is 10V output capable. This device is offered in the eight lead
The MCP6548 is an Open Drain, single comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current ...
The MCP6547 is an Open Drain, dual comparator. This single-ended device operates from 1.6V to 5.5V, with typical quiescent current ...
OPEN-DRAIN OUTPUT SUB-MICROAMP COMPARATORS
	MICROCHIP[Microchip Technology]
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