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			 Related Part Number
	
					PART	Description	Maker
	D3800E 	High voltage ratings up to 5500V
	Nell Semiconductor Co.,...

	FTD110C 	DIODE TRIO WAI TYPE Low forward voltage drop High reliability
MAXIMUM RATINGS AND ELECTRICAL CHARACTERISTICS
	First Components International
FCI connector

	GBL210 GBL208 	Maximum Ratings & Thermal Characteristics Ratings at 25ambient temperature unless otherwise specified.
	乐山无线电股份有限公

	TC4432EPA TC4431_03 TC4431CJA TC4431COA TC4431COA7	The TC4431/4432 are 30V CMOS buffer/drivers suitable for use in high-side driver applications. They will not latch up under any conditions within their power and voltage ratings. They can accept, without damage or logic upset, up to 300mA
1.5A High-Speed 30V MOSFET Drivers
	MICROCHIP[Microchip Technology]

	D25SB10 D25SB20 D25SB40 D25SB60 	Maximum Ratings & Thermal Characteristics Ratings at 25ambient temperature unless otherwise specified.
Maximum Ratings & Thermal Characteristics Ratings at 25ambient temperature unless otherwise specified. 最大额定
	乐山无线电股份有限公
Leshan Radio Company, Ltd.

	MJE16204 ON2016 	From old datasheet system
POWER TRANSISTORS 6.0 AMPERES 550 VOLTS-. VCES 45 AND 80 WATTS
High and Very High Resolution Monitors
	MOTOROLA[Motorola, Inc]
ON Semi

	WS512K32V WS512K32V-20H1MA WS512K32NV-15G1UC WS512	512Kx32 SRAM 3.3V MODULE 512Kx32 SRAM.3模块
512Kx32 SRAM 3.3V MODULE 512Kx32 SRAM3.3模块
GIGATRUE 550 CAT6 PATCH  2 FT, NON BOOT, GREEN
GIGATRUE 6 PATCH CBL     CHANNEL, RED, 16 FT
GIGATRUE 550 CAT6 PATCH  100 FT, NON BOOT, BLUE
GIGATRUE 550 CAT6 PATCH  CBL NO BOOT 100F BL 25 PK
GIGATRUE 550 CAT6 PATCH  CBL NO BOOT 3FT BL 25 PK
GIGATRUE 550 CAT6 PATCH  CBL NO BOOT 15FT BL 25 PK
TVS Diode; Stand-Off Voltage, VRWM:5V; Breakdown Voltage, Vbr:6V; Peak Pulse Power PPK @ 8x20uS:300W; Capacitance, Cd:1.5pF; Package/Case:SOT-23-6; Breakdown Voltage Min:6V; Junction Capacitance:3pF; Leaded Process Compatible:Yes
TVS Diode; Stand-Off Voltage, VRWM:5V; Breakdown Voltage, Vbr:6V; Peak Pulse Power PPK @ 8x20uS:500W; Capacitance, Cd:3pF; Package/Case:SOT-143; Breakdown Voltage Min:6V; Junction Capacitance:10pF; Leaded Process Compatible:No
TVS Diode; Stand-Off Voltage, VRWM:5V; Breakdown Voltage, Vbr:6V; Peak Pulse Power PPK @ 8x20uS:300W; Capacitance, Cd:1.5pF; Package/Case:SOT-23-6; Breakdown Voltage Min:6V; Junction Capacitance:3pF; Leaded Process Compatible:No
TRANSIENT SUPPRESSOR DIODE ARRAY, UNIDIRECTIONAL, 3.3V V(RWM), SO
	Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers

	S6B0717X01-B0CZ S6B0717X01-B0CY S6B0717X01-XXX0 S6	GIGATRUE 550 CAT6 ORANGE STRANDED BULK 500FT
GIGATRUE 550 CAT6 ORANGE STRANDED BULK 250FT
CAT5 SHLD, PVC PATCH CBL STRGHT PIN, 100MHZ-YELLOW
GIGATRUE 550 CAT6 ORANGE STRANDED BULK 1000FT
55 COM / 100 SEG DRIVER & CONTROLLER FOR STN LCD
	SAMSUNG SEMICONDUCTOR CO. LTD.

	MC145181 	Dual 550/60 MHz PLL Frequency Synthesizer with DACs and Voltage Multiplier
	Motorola, Inc

	TVS-P4KE P4KE530A 	   Glass Passivated Junction Transient Voltage Suppressor Voltage - 6.8 to 550 Volts 400 Watt Peak Power/1.0Watt Steady State
	StarHope

	GRHI-2011 	ASSEMBLY DRAWING HIGH IMPACT ROCKER SWITCH 1.124 x .550 PANEL
	CW Industries
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