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			 Related Part Number
	
					PART	Description	Maker
	S103Z63Y5VS83K7. S682M69Z5US83K0. S103M84Z5US83K0.	Ceramic Disc Capacitors Safety, Class X1/Y2 400/250 V (AC) Series DN
	Vishay Siliconix

	CF-301 AF-251 	300:5 A, 1 % ACCURACY CLASS, CURRENT TRANSFORMER
250:5 A, 1 % ACCURACY CLASS, CURRENT TRANSFORMER
	GE INDUSTRIAL SYSTEMS

	LR600 LLNRK LR250 LLNRK100 LLSRK100 LLNRK600 LLSRK	POWR-PRO dual-element, time-delay class RK1 fuse. 450 A. Voltage rating: 250 VAC 125 VDC. Interrupting rating: AC: 200,000 A rms symmetrical, 300,000 A rms symmetrical (littelfuse self-certified), DC: 20,000 A.
POWR-PRO dual-element, time-delay class RK1 fuse. 500 A. Voltage rating: 250 VAC 125 VDC. Interrupting rating: AC: 200,000 A rms symmetrical, 300,000 A rms symmetrical (littelfuse self-certified), DC: 20,000 A.
POWR-PRO dual-element, time-delay class RK1 fuse. 250 A. Voltage rating: 250 VAC 125 VDC. Interrupting rating: AC: 200,000 A rms symmetrical, 300,000 A rms symmetrical (littelfuse self-certified), DC: 20,000 A.
POWR-PRO dual-element, time-delay class RK1 fuse. 200 A. Voltage rating: 250 VAC 125 VDC. Interrupting rating: AC: 200,000 A rms symmetrical, 300,000 A rms symmetrical (littelfuse self-certified), DC: 20,000 A.
POWR-PRO dual-element, time-delay class RK1 fuse. 17 1/2 A. Voltage rating: 250 VAC 125 VDC. Interrupting rating: AC: 200,000 A rms symmetrical, 300,000 A rms symmetrical (littelfuse self-certified), DC: 20,000 A.
POWR-PRO dual-element, time-delay class RK1 fuse. 150 A. Voltage rating: 250 VAC 125 VDC. Interrupting rating: AC: 200,000 A rms symmetrical, 300,000 A rms symmetrical (littelfuse self-certified), DC: 20,000 A.
POWR-PRO dual-element, time-delay class RK1 fuse. 110 A. Voltage rating: 250 VAC 125 VDC. Interrupting rating: AC: 200,000 A rms symmetrical, 300,000 A rms symmetrical (littelfuse self-certified), DC: 20,000 A.
POWR-PRO dual-element, time-delay class RK1 fuse. 400 A. Voltage rating: 600 VAC, 300 VDC. Interrupting rating: AC: 200,000 A rms symmetrical, 300,000 A rms symmetrical (littelfuse self-certified), DC: 20,000 A.
POWR-PRO dual-element, time-delay class RK1 fuse. 150 A. Voltage rating: 600 VAC, 300 VDC. Interrupting rating: AC: 200,000 A rms symmetrical, 300,000 A rms symmetrical (littelfuse self-certified), DC: 20,000 A.
   LLNRK/LLSRK Series POWR-PRO Class RK1
POWR-PRO dual-element, time-delay class RK1 fuse. 300 A. Voltage rating: 600 VAC, 300 VDC. Interrupting rating: AC: 200,000 A rms symmetrical, 300,000 A rms symmetrical (littelfuse self-certified), DC: 20,000 A.
POWR-PRO dual-element, time-delay class RK1 fuse. 300 A. Voltage rating: 250 VAC 125 VDC. Interrupting rating: AC: 200,000 A rms symmetrical, 300,000 A rms symmetrical (littelfuse self-certified), DC: 20,000 A.
POWR-PRO dual-element, time-delay class RK1 fuse. 600 A. Voltage rating: 250 VAC 125 VDC. Interrupting rating: AC: 200,000 A rms symmetrical, 300,000 A rms symmetrical (littelfuse self-certified), DC: 20,000 A.
POWR-PRO dual-element, time-delay class RK1 fuse. 100 A. Voltage rating: 250 VAC 125 VDC. Interrupting rating: AC: 200,000 A rms symmetrical, 300,000 A rms symmetrical (littelfuse self-certified), DC: 20,000 A.
POWR-PRO dual-element, time-delay class RK1 fuse. 100 A. Voltage rating: 600 VAC, 300 VDC. Interrupting rating: AC: 200,000 A rms symmetrical, 300,000 A rms symmetrical (littelfuse self-certified), DC: 20,000 A.
POWR-PRO dual-element, time-delay class RK1 fuse. 600 A. Voltage rating: 600 VAC, 300 VDC. Interrupting rating: AC: 200,000 A rms symmetrical, 300,000 A rms symmetrical (littelfuse self-certified), DC: 20,000 A.
POWR-PRO dual-element, time-delay class RK1 fuse. 350 A. Voltage rating: 250 VAC 125 VDC. Interrupting rating: AC: 200,000 A rms symmetrical, 300,000 A rms symmetrical (littelfuse self-certified), DC: 20,000 A.
POWR-PRO dual-element, time-delay class RK1 fuse. 350 A. Voltage rating: 600 VAC, 300 VDC. Interrupting rating: AC: 200,000 A rms symmetrical, 300,000 A rms symmetrical (littelfuse self-certified), DC: 20,000 A.
POWR-PRO dual-element, time-delay class RK1 fuse. 125 A. Voltage rating: 600 VAC, 300 VDC. Interrupting rating: AC: 200,000 A rms symmetrical, 300,000 A rms symmetrical (littelfuse self-certified), DC: 20,000 A.
POWR-PRO dual-element, time-delay class RK1 fuse. 225 A. Voltage rating: 600 VAC, 300 VDC. Interrupting rating: AC: 200,000 A rms symmetrical, 300,000 A rms symmetrical (littelfuse self-certified), DC: 20,000 A.
POWR-PRO dual-element, time-delay class RK1 fuse. 500 A. Voltage rating: 600 VAC, 300 VDC. Interrupting rating: AC: 200,000 A rms symmetrical, 300,000 A rms symmetrical (littelfuse self-certified), DC: 20,000 A.
POWR-PRO dual-element, time-delay class RK1 fuse. 250 A. Voltage rating: 600 VAC, 300 VDC. Interrupting rating: AC: 200,000 A rms symmetrical, 300,000 A rms symmetrical (littelfuse self-certified), DC: 20,000 A.
POWR-PRO dual-element, time-delay class RK1 fuse. 200 A. Voltage rating: 600 VAC, 300 VDC. Interrupting rating: AC: 200,000 A rms symmetrical, 300,000 A rms symmetrical (littelfuse self-certified), DC: 20,000 A.
POWR-PRO dual-element, time-delay class RK1 fuse. 175 A. Voltage rating: 600 VAC, 300 VDC. Interrupting rating: AC: 200,000 A rms symmetrical, 300,000 A rms symmetrical (littelfuse self-certified), DC: 20,000 A.
POWR-PRO dual-element, time-delay class RK1 fuse. 17 1/2 A. Voltage rating: 600 VAC, 300 VDC. Interrupting rating: AC: 200,000 A rms symmetrical, 300,000 A rms symmetrical (littelfuse self-certified), DC: 20,000 A.
POWR-PRO dual-element, time-delay class RK1 fuse. 15/100 A. Voltage rating: 600 VAC, 300 VDC. Interrupting rating: AC: 200,000 A rms symmetrical, 300,000 A rms symmetrical (littelfuse self-certified), DC: 20,000 A.
POWR-PRO dual-element, time-delay class RK1 fuse. 110 A. Voltage rating: 600 VAC, 300 VDC. Interrupting rating: AC: 200,000 A rms symmetrical, 300,000 A rms symmetrical (littelfuse self-certified), DC: 20,000 A.
POWR-PRO dual-element, time-delay class RK1 fuse. 125 A. Voltage rating: 250 VAC 125 VDC. Interrupting rating: AC: 200,000 A rms symmetrical, 300,000 A rms symmetrical (littelfuse self-certified), DC: 20,000 A.
POWR-PRO dual-element, time-delay class RK1 fuse. 15/100 A. Voltage rating: 250 VAC 125 VDC. Interrupting rating: AC: 200,000 A rms symmetrical, 300,000 A rms symmetrical (littelfuse self-certified), DC: 20,000 A.
POWR-PRO dual-element, time-delay class RK1 fuse. 175 A. Voltage rating: 250 VAC 125 VDC. Interrupting rating: AC: 200,000 A rms symmetrical, 300,000 A rms symmetrical (littelfuse self-certified), DC: 20,000 A.
POWR-PRO dual-element, time-delay class RK1 fuse. 225 A. Voltage rating: 250 VAC 125 VDC. Interrupting rating: AC: 200,000 A rms symmetrical, 300,000 A rms symmetrical (littelfuse self-certified), DC: 20,000 A.
POWR-PRO dual-element, time-delay class RK1 fuse. 400 A. Voltage rating: 250 VAC 125 VDC. Interrupting rating: AC: 200,000 A rms symmetrical, 300,000 A rms symmetrical (littelfuse self-certified), DC: 20,000 A.
	Littelfuse, Inc.
LITTELFUSE[Littelfuse]

	3404.2411.22 3404.2422.11 	Surface Mount Fuse with Clip, 4.2 x 11.1 mm, Time-Lag T, UMZ 250 = UMT 250 (Au)   UMC 250
	Schurter Inc.

	CBR06C180FAGAC 	CBR-SMD RF C0G, Ceramic, High Q, 18 pF, 1%, 250 V, 0603, C0G, SMD, Fixed, RF, Ultra High Q, Low ESR, Class I
	Kemet Corporation

	CBR06C130FAGAC 	CBR-SMD RF C0G, Ceramic, High Q, 13 pF, 1%, 250 V, 0603, C0G, SMD, Fixed, RF, Ultra High Q, Low ESR, Class I
	Kemet Corporation

	KLPC3500 KLPC6000 KLPC650 KLPC700 KLPC5000 KLPC100	KLPC series POWR-PRO class L fuse. Time-delay. 3500A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 350A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 6000A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 650A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 700A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 5000A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1000A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1200A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1100A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1300A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1350A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1400A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1500A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1800A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1600A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 1900A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 200A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 2000A, 600VAC, 480VDC.
KLPC series POWR-PRO class L fuse. Time-delay. 900A, 600VAC, 480VDC.
	Littelfuse

	C0603C101JAGACTU 	   SMD Comm C0G, Ceramic, 100 pF, 5%, 250 V, C0G, SMD, MLCC, Ultra-Stable, Low Loss, Class I, 0603
	Kemet Corporation

	APA2606NAI-TRG 	2.8W Stereo Class-D Audio Power Amplifier and Class AB Headphone Driver
	Anpec Electronics Corop...

	MPR7000 	EPC Class 0/1 and 0  in PCMCIA Type II Pkg. 的EPC Class 0 / 1和II型PCMCIA包装0
	Electronic Theatre Controls, Inc.

	JANS1N4959DUS JANS1N4966DUS CD74HC280MTE4 JANS1N66	Low Current Operation at 250??A???Low Reverse Leakage,Low Noise Zener Diode(250??A?・￥?????μ?μ?????°????????????μ?μ?????????a?￡°???é???o3?o???????) 50μA低电流操作，低反向漏，低噪声稳压二极管（250μA工作电流，小反向漏电流，低噪声，齐纳二极管）
Low Current Operation at 250??A???Low Reverse Leakage,Low Noise Zener Diode(250??A?・￥?????μ?μ?????°????????????μ?μ?????????a?￡°???é???o3?o???????) 4.3 V, 0.5 W, SILICON, UNIDIRECTIONAL VOLTAGE REGULATOR DIODE
Low Current Operation at 250?录A茂录?Low Reverse Leakage,Low Noise Zener Diode(250?录A氓路楼盲陆?莽?碌忙碌?茫??氓掳?氓??氓??忙录?莽?碌忙碌?茫??盲陆?氓?陋氓拢掳茫??茅陆?莽潞鲁盲潞?忙??莽庐隆)
	Microsemi Corporation
Microsemi, Corp.
MICROSEMI CORP-SCOTTSDALE
MICROSEMI CORP-LAWRENCE
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