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			 Related Part Number
	
					PART	Description	Maker
	G1A 	GPP SUR FACE MOUNT RECTIFIER
	Yea Shin Technology Co....

	MIC629 	Interface pour 5 entr殄s parall桁es sur liaison s轵ie
	Electronic Theatre Controls, Inc.

	RCBS1900324LG1 RCBS1900313BK1 RCBS1900313LG1 RCBS1	Armoire de table ou pour montage sur bati
   Armoire de table ou pour montage sur bati
	Hammond Manufacturing Ltd.
Hammond Manufacturing L...

	15854H7A1 1588H12C1 1588H12A1BK 1588T12A1 1588T12A	Barres d alimentation de 15 A pour montage vertical sur bati
   Barres d alimentation de 15 A pour montage vertical sur bati
	Hammond Manufacturing Ltd.
Hammond Manufacturing L...

	EL2227C EL2227CS EL2227CS-T13 EL2227CS-T7 EL2227CY	SUR ABSORB ZNR VF 27V 125A SMD 双极低噪声放大器
Dual Very Low Noise Amplifier
	Intersil, Corp.
ELANTEC[Elantec Semiconductor]

	RDRW1900312LG1 RDRW1900512LG1 RDRW1900812LG1 RDRW1	Tiroir de rangement, pour montage sur deux ou quatre montants
   Tiroir de rangement, pour montage sur deux ou quatre montants
	Hammond Manufacturing Ltd.
Hammond Manufacturing L...

	HCC240 	Sur face Mount Op ti cally Cou pled Iso la tor Types HCC240, HCC242, TX, TXV, ESA- XN
	OPTEK[OPTEK Technologies]

	RSKS19DOORBK1 RSKS19005BK1 	Tiroir pivotant pour clavier, pour montage sur quatre montants
	Hammond Manufacturing Ltd.

	RMS 	Etagere 3 en 1 avec tiroir pour clavier, pour montage sur deux ou quatre montants
	Hammond Manufacturing Ltd.

	MACH111SP MACH231-14JI/1 MACH131-14JI/1 MACH131-5J	EMITTER IR 880NM 5MM SMD RADIAL
SUR ABSORBER 7MM 430V 1250A ZNR
High-Performance EE CMOS Programmable Logic EE PLD, 14 ns, PQCC44
High-Performance EE CMOS Programmable Logic EE PLD, 7.5 ns, PQFP100
High-Performance EE CMOS Programmable Logic EE PLD, 14 ns, PQCC84
High-Performance EE CMOS Programmable Logic EE PLD, 12 ns, PQCC84
High-Performance EE CMOS Programmable Logic EE PLD, 12 ns, PQFP100
High-Performance EE CMOS Programmable Logic EE PLD, 12 ns, PQCC68
High-Performance EE CMOS Programmable Logic EE PLD, 10 ns, PQFP100
High-Performance EE CMOS Programmable Logic EE PLD, 7.5 ns, PQCC68
High-Performance EE CMOS Programmable Logic EE PLD, 12 ns, PQFP44
High-Performance EE CMOS Programmable Logic EE PLD, 10 ns, PQFP44
High-Performance EE CMOS Programmable Logic EE PLD, 12 ns, PQCC44
INDUSTRIAL TO RJ45 CAT5E PATCH CORD 15FT EE PLD, 18 ns, PQCC44
INDUSTRIAL TO INDUSTRIAL CAT6 PATCH CORD 5FT EE PLD, 18 ns, PQCC44
INDUSTRIAL TO RJ45 CAT6 PATCH CORD 20FT EE PLD, 15 ns, PQCC84
High-Performance EE CMOS Programmable Logic EE PLD, 15 ns, PQCC44
High-Performance EE CMOS Programmable Logic EE PLD, 15 ns, PQFP44
INDUSTRIAL TO RJ45 CAT5E PATCH CORD 20FT EE PLD, 18 ns, PQCC44
RES 3.32K-OHM 1% 0.1W 100PPM THICK-FILM SMD-0603 5K/REEL-7IN-PA
RJ45-DB9M (DTE)
Silver Mica Capacitor; Capacitance:62pF; Capacitance Tolerance: /- 5%; Series:CD15; Voltage Rating:500VDC; Capacitor Dielectric Material:Mica; Termination:Radial Leaded; Lead Pitch:5.9mm; Leaded Process Compatible:No RoHS Compliant: No
	Lattice Semiconductor, Corp.
Lattice Semiconductor Corporation

	BD-A402ND BD-A402ND-A BD-F40DRD BD-A401 BD-A401ND 	Connector 连接
3M VINYL INSULATED BLOCK FORK HIGHLAND TERMINALS, WIRE SIZE: 16-14 AWG, STUD SIZE: 10, FEATURES: PROVIDES A VARIETY OF UNIQUE DESIGN FEATURES WHICH ASSURE CONSISTENTLY EFFECTIVE AND RELIABLE PERFORMANCE, AND EASY INSTALLATION, QUANTI 双位数字的LED显示
GROUNDING SYSTEM WITH 15 CORDWRIST STRAP TABLE MAT 双位数字的LED显示
Shrink Tubing Assortment 双位数字的LED显示
3M SPB PRINTED WIRE MARKER BOOKS, CONTENTS INCLUDE: 10 EACH A-Z, 0-15, , -, /, FEATURES: CONTAINS PRINTED VINYL CLOTH WIRE AND TERMINAL MARKERS WITH CLEARLY PRINTED LETTERS, NUMBERS AND INDUSTRY-STANDARD LEGENDS, MINIMUM OF 450 MARKS 双位数字的LED显示
3M WRITE-ON WIRE MARKER DISPENSERS, INCLUDES: DISPENSER WITH 1 X 2.5 LABELS, A BLACK MARKER PEN AND 70 LABELS, FEATURES: LIGHTWEIGHT AND DURABLE WITH MARKER, USE TO MARK WIRE, MOTOR PANELS OR SUB-ASSEMBLIES 双位数字的LED显示
3M SNAP FASTENERS- 3050- 98-0798-0502-8 双位数字的LED显示
Computers 双位数字的LED显示
3M HEAT SHRINK TUBING, COLOR: BLACK, I.D.: 3/4 , FEATURES: DUAL WALL TUBING, 2:1 SHRINK RATIO IS IDEAL FOR CABLE SPLICES AND TERMINATIONS, LIGHTWEIGHT WIRE HARNESS COVERING, WIRE MARKING, COMPONENT PACKAGING AND FIRE RESISTANT COVERI 双位数字的LED显示
3M HEAT SHRINK TUBING, COLOR: YELLOW, I.D.: 3/8 , FEATURES: DUAL WALL TUBING, 2:1 SHRINK RATIO IS IDEAL FOR CABLE SPLICES AND TERMINATIONS, LIGHTWEIGHT WIRE HARNESS COVERING, WIRE MARKING, COMPONENT PACKAGING AND FIRE RESISTANT COVER 双位数字的LED显示
3M HEAT SHRINK TUBING, COLOR: WHITE, I.D.: 3/8 , FEATURES: DUAL WALL TUBING, 2:1 SHRINK RATIO IS IDEAL FOR CABLE SPLICES AND TERMINATIONS, LIGHTWEIGHT WIRE HARNESS COVERING, WIRE MARKING, COMPONENT PACKAGING AND FIRE RESISTANT COVERI 双位数字的LED显示
DUAL DIGIT LED DISPLAYS 双位数字的LED显示
3M HEAT SHRINK TUBING, COLOR: BLACK, I.D.: 1/8 , FEATURES: DUAL WALL TUBING, 2:1 SHRINK RATIO IS IDEAL FOR CABLE SPLICES AND TERMINATIONS, LIGHTWEIGHT WIRE HARNESS COVERING, WIRE MARKING, COMPONENT PACKAGING AND FIRE RESISTANT 双位数字的LED显示
3M HEAT SHRINK TUBING, COLOR: BLACK, I.D.: 3/16 , SHRINK RATIO: 2:1, LENGTH: 48 , FEATURES: DUAL WALL TUBING PROVIDES MAXIMUM ENVIRONMENTAL PROTECTION 双位数字的LED显示
3M HEAT SHRINK TUBING, COLOR: YELLOW, I.D.: 1/8 , FEATURES: DUAL WALL TUBING, 2:1 SHRINK RATIO IS IDEAL FOR CABLE SPLICES AND TERMINATIONS, LIGHTWEIGHT WIRE HARNESS COVERING, WIRE MARKING, COMPONENT PACKAGING AND FIRE RESISTANT COVER 双位数字的LED显示
3M HEAT SHRINK TUBING, I.D.: 1/2 , COLOR: BLACK, SHRINK RATIO: 2:1, LENGTH: 100 FEET, FEATURES: FLEXIBLE POLYOLEFIN TUBING IS PERFECT FOR ELECTRICAL INSULATION OVER CONNECTORS, SPLICES AND WIRE BUNDLING 双位数字的LED显示
3M HEAT SHRINK TUBING, I.D.: 1/4 , COLOR: BLACK, SHRINK RATIO: 2:1, LENGTH: 100 FEET, FEATURES: FLEXIBLE POLYOLEFIN TUBING IS PERFECT FOR ELECTRICAL INSULATION OVER CONNECTORS, SPLICES AND WIRE BUNDLING 双位数字的LED显示
3M HEAT SHRINK TUBING, I.D.: 3/16 , COLOR: BLACK, SHRINK RATIO: 2:1, LENGTH: 100 FEET, FEATURES: FLEXIBLE POLYOLEFIN TUBING IS PERFECT FOR ELECTRICAL INSULATION OVER CONNECTORS, SPLICES AND WIRE BUNDLING 双位数字的LED显示
3M UR IDC CONNECTORS, COLOR: RED, FEATURES: BUTT TYPE CONNECTOR ARE IDEAL FOR TELECOMMUNICATION APPLICATIONS AND EASILY CONNECT TWO OR THREE WIRES WITH GAUGES FROM 19-26 AWG, INSULATION DISPLACEMENT DESIGN ELIMINATES THE NEED TO STRI 双位数字的LED显示
3M EPS SERIES ADHESIVE LINED SHRINK TUBING, SIZE: 1/2 , TYPE: EPS-300 3:1 SHRINK RATIO, APPLICATIONS: AUTOMOTIVE, TRUCK AND MARINE ENVIRONMENTS 双位数字的LED显示
3M EPS SERIES ADHESIVE LINED SHRINK TUBING, SIZE: 3/8 , TYPE: EPS-300 3:1 SHRINK RATIO, APPLICATIONS: AUTOMOTIVE, TRUCK AND MARINE ENVIRONMENTS 双位数字的LED显示
3M EPS SERIES ADHESIVE LINED SHRINK TUBING, SIZE: 1/2 , TYPE: EPS-200 2:1 SHRINK RATIO, APPLICATIONS: AUTOMOTIVE, TRUCK AND MARINE ENVIRONMENTS 双位数字的LED显示
3M EPS SERIES ADHESIVE LINED SHRINK TUBING, SIZE: 1/4 , TYPE: EPS-200 2:1 SHRINK RATIO, APPLICATIONS: AUTOMOTIVE, TRUCK AND MARINE ENVIRONMENTS 双位数字的LED显示
3M EPS SERIES ADHESIVE LINED SHRINK TUBING, SIZE: 1/8 , TYPE: EPS-200 2:1 SHRINK RATIO, APPLICATIONS: AUTOMOTIVE, TRUCK AND MARINE ENVIRONMENTS 双位数字的LED显示
3M HEAT SHRINK TUBING, COLOR: BLACK, I.D.: 1/16 , FEATURES: DUAL WALL TUBING, 2:1 SHRINK RATIO IS IDEAL FOR CABLE SPLICES AND TERMINATIONS, LIGHTWEIGHT WIRE HARNESS COVERING, WIRE MARKING, COMPONENT PACKAGING AND FIRE RESISTANT COVER
3M HEAT SHRINK TUBING, COLOR: BLACK, I.D.: 1 , FEATURES: DUAL WALL TUBING, 2:1 SHRINK RATIO IS IDEAL FOR CABLE SPLICES AND TERMINATIONS, LIGHTWEIGHT WIRE HARNESS COVERING, WIRE MARKING, COMPONENT PACKAGING AND FIRE RESISTANT COVERING
3M HEAT SHRINK TUBING, COLOR: CLEAR, I.D.: 1/2 , FEATURES: DUAL WALL TUBING, 2:1 SHRINK RATIO IS IDEAL FOR CABLE SPLICES AND TERMINATIONS, LIGHTWEIGHT WIRE HARNESS COVERING, WIRE MARKING, COMPONENT PACKAGING AND FIRE RESISTANT COVERI
Heat Shrink Thin Wall Tubing Assort 6 inch  Pcs  6 Each of 5 Sizes RoHS Compliant: Yes
3M HEAT SHRINK TUBING, COLOR: RED, I.D.: 3/8 , FEATURES: DUAL WALL TUBING, 2:1 SHRINK RATIO IS IDEAL FOR CABLE SPLICES AND TERMINATIONS, LIGHTWEIGHT WIRE HARNESS COVERING, WIRE MARKING, COMPONENT PACKAGING AND FIRE RESISTANT COVERING
3M HEAT SHRINK TUBING, COLOR: CLEAR, I.D.: 3/8 , FEATURES: DUAL WALL TUBING, 2:1 SHRINK RATIO IS IDEAL FOR CABLE SPLICES AND TERMINATIONS, LIGHTWEIGHT WIRE HARNESS COVERING, WIRE MARKING, COMPONENT PACKAGING AND FIRE RESISTANT COVERI
3M HEAT SHRINK TUBING, COLOR: CLEAR, I.D.: 1/4 , FEATURES: DUAL WALL TUBING, 2:1 SHRINK RATIO IS IDEAL FOR CABLE SPLICES AND TERMINATIONS, LIGHTWEIGHT WIRE HARNESS COVERING, WIRE MARKING, COMPONENT PACKAGING AND FIRE RESISTANT COVERI
3M HEAT SHRINK TUBING, COLOR: RED, I.D.: 1/4 , FEATURES: DUAL WALL TUBING, 2:1 SHRINK RATIO IS IDEAL FOR CABLE SPLICES AND TERMINATIONS, LIGHTWEIGHT WIRE HARNESS COVERING, WIRE MARKING, COMPONENT PACKAGING AND FIRE RESISTANT COVERING
3M HEAT SHRINK TUBING, COLOR: BLUE, I.D.: 3/16 , FEATURES: DUAL WALL TUBING, 2:1 SHRINK RATIO IS IDEAL FOR CABLE SPLICES AND TERMINATIONS, LIGHTWEIGHT WIRE HARNESS COVERING, WIRE MARKING, COMPONENT PACKAGING AND FIRE RESISTANT COVERI
3M HEAT SHRINK TUBING, COLOR: CLEAR, I.D.: 1/8 , FEATURES: DUAL WALL TUBING, 2:1 SHRINK RATIO IS IDEAL FOR CABLE SPLICES AND TERMINATIONS, LIGHTWEIGHT WIRE HARNESS COVERING, WIRE MARKING, COMPONENT PACKAGING AND FIRE RESISTANT COVERI
ECONOLINE: RJ & RG - Dual Output from a Single Input Rail - 3kVDC & 4kVDC Isolation - Optional Continuous Short Circuit Protected - Custom Solutions Available - UL94V-0 Package Material - Efficiency to 84%
ELECTRONIC VACUUM
3M WRITE-ON WIRE MARKER DISPENSERS, INCLUDES: DISPENSER WITH 1  X 2.5  LABELS, A BLACK MARKER PEN AND 70 LABELS, FEATURES: LIGHTWEIGHT AND DURABLE WITH MARKER, USE TO MARK WIRE, MOTOR PANELS OR SUB-ASSEMBLIES
3M WRITE-ON WIRE MARKER DISPENSER-REFILL, FOR USE WITH: 3M WRITE-ON WIRE MARKER DISPENSERS 108-3223
3M PERFORMANCE PLUS WIRE CONNECTORS, WIRE SIZE: 2#18-2#8, 5#12 AWG, MAXIMUM VOLTAGE: 600 V, FEATURES: REPLACES BOTH RED AND YELLOW WING STYLE CONNECTORS, ROUNDED WINGS MAKES CONNECTOR EASY TO GRIP, FLEXIBLE SKIRT COVERS OVERSTRIPS FO
In Line T-Tap Splice
3M TEMFLEX 1755 FRICTION TAPE, ROLL SIZE: 3/4  X 60 FEET, THICKNESS: 15 MIL, TEMPERATURE RATING: 176 DEGREE FAHRENHEIT, COLOR: BLACK, FEATURES: OFFERS HIGH STRENGTH AND GOOD ABRASION RESISTANCE
3M SPB PRINTED WIRE MARKER BOOKS, CONTENTS INCLUDE: 45 EACH 0-9; 15 EACH L1, L2, L3, T1, T2, T3, FEATURES: CONTAINS PRINTED VINYL CLOTH WIRE AND TERMINAL MARKERS WITH CLEARLY PRINTED LETTERS, NUMBERS AND INDUSTRY-STANDARD LEGENDS, MI
3M SNAP FASTENERS- 3050-      98-0798-0502-8
3M 8501 STATIC-DISSIPATIVE PORTABLE FIELD SERVICE KIT, KIT CONTAINS: .021 X 22 X 24  STATIC-DISSIPATIVE WORK SURFACE, FEATURES: DESIGNED TO QUICKLY AND RELIABLY REMOVE ANY STATIC CHARGE ON THE TECHNICIAN AND PROVIDE A STATIC FREE SUR
3M SCOTCHCODE WIRE LABELER, TYPE: COLORED, FEATURES: PROVIDES FAST, CONVENIENT LABELING OF WIRE AND CABLE, RESISTANT TO FLAGGING, DIRT, OIL AND HEAT, QUANTITY: 10 ROLLS
3M WRITE-ON WIRE MARKER DISPENSERS, INCLUDES: DISPENSER WITH 3/4  X 1 3/8  LABELS, A BLACK MARKER PEN AND 250 LABELS, FEATURES: LIGHTWEIGHT AND DURABLE WITH MARKER, USE TO MARK WIRE, MOTOR PANELS OR SUB-ASSEMBLIES
3M EPS SERIES ADHESIVE LINED SHRINK TUBING, SIZE: 3/4 , TYPE: EPS-300 3:1 SHRINK RATIO, APPLICATIONS: AUTOMOTIVE, TRUCK AND MARINE ENVIRONMENTS
Fork Tongue Solderless Terminal;
3M VINYL INSULATED BLOCK FORK HIGHLAND TERMINALS, WIRE SIZE: 12-10 AWG, STUD SIZE: 8, FEATURES: PROVIDES A VARIETY OF UNIQUE DESIGN FEATURES WHICH ASSURE CONSISTENTLY EFFECTIVE AND RELIABLE PERFORMANCE, AND EASY INSTALLATION, QUANTIT
3M HEAT SHRINK TUBING, COLOR: CLEAR, I.D.: 1/16 , FEATURES: DUAL WALL TUBING, 2:1 SHRINK RATIO IS IDEAL FOR CABLE SPLICES AND TERMINATIONS, LIGHTWEIGHT WIRE HARNESS COVERING, WIRE MARKING, COMPONENT PACKAGING AND FIRE RESISTANT COVER
SCOTCH TEMFLE 1700 VINYL ELECTRICAL TAPE, ROLL SIZE: 3/4  X 60 FEET, THICKNESS: 7 MIL, INSULATION: PVC, FEATURES: UL LISTED, CSA CERTIFIED FOR 176 DEGREE FAHRENHEIT
In Line IDC Splice
3M HEAT SHRINK TUBING, COLOR: BLACK, I.D.: 3/32 , SHRINK RATIO: 2:1, LENGTH: 48 , FEATURES: DUAL WALL TUBING PROVIDES MAXIMUM ENVIRONMENTAL PROTECTION
3M Heat Shrink Tubing, Color: Red, I.D.: 3/32 , Features: Dual wall tubing, 2:1 shrink ratio is ideal for cable splices and terminations, lightweight wire harness covering, wire marking, component packaging and fire resistant
3M Heat Shrink Tubing, Color: Blue, I.D.: 1/16 , Features: Dual wall tubing, 2:1 shrink ratio is ideal for cable splices and terminations, lightweight wire harness covering, wire marking, component packaging and fire resistant
3M HEAT SHRINK TUBING, COLOR: YELLOW, I.D.: 1/16 , FEATURES: DUAL WALL TUBING, 2:1 SHRINK RATIO IS IDEAL FOR CABLE SPLICES AND TERMINATIONS, LIGHTWEIGHT WIRE HARNESS COVERING, WIRE MARKING, COMPONENT PACKAGING AND FIRE RESISTANT COVE
3M EPS SERIES ADHESIVE LINED SHRINK TUBING, SIZE: 1 , TYPE: EPS-300 3:1 SHRINK RATIO, APPLICATIONS: AUTOMOTIVE, TRUCK AND MARINE ENVIRONMENTS
	Electronic Theatre Controls, Inc.
Yellow Stone Corp
ETC[ETC]
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