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			 Related Part Number
	
					PART	Description	Maker
	EDI8C32512CA20EQ EDI8C32512CA20EI EDI8C32512CA20EM	270MHz Ultra-Accurate Amplifiers; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R
Integrated Buffers with VCOM; Temperature Range: -40°C to 85°C; Package: 14-HTSSOP T&R
500MHz Low Power Current Feedback Amplifier; Temperature Range: -40°C to 85°C; Package: 14-SOIC T&R
18-Channel TFT-LCD Reference Voltage Generator; Temperature Range: -40°C to 85°C; Package: 38-HTSSOP T&R
Multi-Channel Buffer; Temperature Range: -40°C to 85°C; Package: 16-TSSOP T&R
Integrated Buffers with VCOM; Temperature Range: -40&deg;C to 85&deg;C; Package: 28-HTSSOP T&amp;R X32号的SRAM模块
	Microchip Technology, Inc.

	PG-101 PG-104 PG-2BC 	3A, Fast Transient Response, Low Noise, LDO Regulators; Package: TO-220; No of Pins: 5; Temperature Range: -40°C to  125°C
High Power CCFL Controller for Wide Dimming Range and Maximum Lamp Lifetime; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
	Samsung Semiconductor Co., Ltd.

	LT6105 LTC2970 LTC2974 LTC2978 LTC4222 LTC2450 LTC	Wide Range I2C Power Monitor Rail-to-Rail Input Range: 0V to 80V
	Linear Technology

	PLRF15D PLRC9S PLRB24D PLRC48S PLRE9S PLRC5D PLRC9	10kHz to 150kHz Digitally Controlled Antialiasing Filter and 4-Bit P.G.A; Package: SSOP; No of Pins: 16; Temperature Range: 0°C to  70°C
Analog IC
Micropower, Regulated 5V Charge Pump DC/DC Converter; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Software-Selectable Multiprotocol Transceiver with Termination; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C
Active RC, 4th Order Lowpass Filter Family; Package: SSOP; No of Pins: 16; Temperature Range: 0&deg;C to  70&deg;C 模拟IC
Low Noise, Switched Capacitor-Regulated Voltage Inverters; Package: SSOP; No of Pins: 16; Temperature Range: 0&deg;C to  70&deg;C 模拟IC
Low Noise, Switched Capacitor-Regulated Voltage Inverters; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C
	ITT, Corp.
AVX, Corp.

	AM27C1024-300DIB AM27C1024-350/BUA AM27C1024-205DC	Constant Frequency Current Mode Step-Up DC/DC Controller in SOT-23; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  125°C
High Efficiency Monolithic Synchronous Step-Down Regulator; Package: MSOP; No of Pins: 8; Temperature Range: -40°C to  125°C
Single and Dual Micropower High Side Switch Controllers in SOT-23; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  125°C
Single and Dual Micropower High Side Switch Controllers in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  125°C
150mA, Micropower, Low Noise, VLDO Linear Regulator; Package: SOT; No of Pins: 5; Temperature Range: -40°C to  125°C
High Efficiency Thermoelectric Cooler Controller; Package: QFN; No of Pins: 32; Temperature Range: -40°C to  125°C
High Efficiency Thermoelectric Cooler Controller; Package: SSOP; No of Pins: 28; Temperature Range: -40°C to  125°C
Micropower, Regulated 3.3V/5V Charge Pump with Shutdown in SOT-23; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  125°C
8-Channel, 12-Bit, 1.25Msps Sampling ADCs; Package: SSOP; No of Pins: 48; Temperature Range: 0°C to  70°C
x16 EPROM x16存储
Single and Dual Micropower High Side Switch Controllers in SOT-23; Package: SOT; No of Pins: 5; Temperature Range: -40&deg;C to  125&deg;C
	OlympicControls, Corp.

	AM27C64-70LEB AM27C64-120LEB AM27C64-70/BXA AM27C6	Standalone Linear Li-Ion Battery Chargers with Thermal Regulation in DFN; Package: DFN; No of Pins: 8; Temperature Range: -40°C to  125°C
Standalone Li-Ion Switch Mode Battery Charger; Package: DFN; No of Pins: 10; Temperature Range: -40°C to  125°C
Coulomb Counter/Battery Gas Gauge; Package: MSOP; No of Pins: 10; Temperature Range: -40°C to  85°C
Hot Swap Controller in 6-Lead SOT-23 Package; Package: SOT; No of Pins: 6; Temperature Range: -40°C to  85°C
4A, High Efficiency, Standalone Li-Ion Battery Charger; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  125°C
x8 EPROM x8存储
	Ironwood Electronics

	AM27C020-120/BUA AM27C020-120/BXA AM27C020-255DE A	x8 EPROM
1, 2, 6 and 8 Channel, 10-Bit Serial I/O Data Acquisition Systems; Package: PDIP; No of Pins: 16; Temperature Range: 0°C to  70°C
Single Chip 12-Bit Data Acquisition System; Package: PDIP; No of Pins: 20; Temperature Range: -40°C to  85°C
12-Bit, 800ksps Sampling A/D Converter with Shutdown; Package: SSOP; No of Pins: 28; Temperature Range: -40°C to  85°C
Precision Zero-Drift Operational Amplifier with Internal Capacitors; Package: PDIP; No of Pins: 14; Temperature Range: 0&deg;C to  70&deg;C x8存储
	Samsung Semiconductor Co., Ltd.

	AM27C040-95DC AM27C040-95DI AM27C040-95EC AM27C040	x8 EPROM
Serial 16-Bit Multiplying DACs; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Serial 16-Bit Multiplying DACs; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Serial 16-Bit Multiplying DACs; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Serial 16-Bit Multiplying DACs; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
Active RC, 4th Order Lowpass Filter Family; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
Dual Serial 12-Bit Multiplying DAC; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
Serial 16-Bit Multiplying DACs; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C x8存储
	Amphenol, Corp.

	LTC1871IMS-7PBF 	Wide Input Range, No RSENSE Current Mode Boost, Flyback and SEPIC Controller; Package: MSOP; No of Pins: 10; Temperature Range: -40&deg;C to  85&deg;C
	LINEAR TECHNOLOGY CORP

	ISL89400ABZ-T 	100V, 1.25A Peak, High Frequency Half-Bridge Drivers; Temperature Range: Full-Range Ind; Package: 8-SOIC T&amp;R 1.25 A HALF BRDG BASED MOSFET DRIVER, PDSO8
	Intersil, Corp.

	AFL5005DW-CH AFL5005DW-ES AFL5005DW-HB AFL5005DX-C	   ADVANCED ANALOG HIGH RELIABILITY HYBRID DC/DC CONVERTERS
SIM Power Supplyand Level Translator; Package: SSOP; No of Pins: 16; Temperature Range: 0°C to  70°C
Micropower, Regulated 5V Charge Pump DC/DC Converter; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
SIM Power Supplyand Level Translator; Package: SSOP; No of Pins: 16; Temperature Range: -40°C to  85°C
Hi-Rel DC-DC Standard Single Converter in a AFL package
Software-Selectable Multiprotocol Transceiver with Termination; Package: SSOP; No of Pins: 28; Temperature Range: -40°C to  85°C
Software-Selectable Multiprotocol Transceiver with Termination; Package: SSOP; No of Pins: 28; Temperature Range: 0°C to  70°C
Dual Serial 12-Bit Multiplying DAC; Package: PDIP; No of Pins: 16; Temperature Range: 0°C to  70°C
Micropower, Regulated 5V Charge Pump DC/DC Converter; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
Precision Triple Supply Monitor for PCI Applications; Package: MSOP; No of Pins: 8; Temperature Range: 0°C to  70°C
Software-Selectable Multiprotocol Transceiver; Package: SSOP; No of Pins: 36; Temperature Range: 0°C to  70°C
Micropower, Regulated 5V Charge Pump DC/DC Converter; Package: SO; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C DC至DC转换
DC to DC Converter DC至DC转换
Software-Selectable Multiprotocol Transceiver; Package: SSOP; No of Pins: 36; Temperature Range: -40&deg;C to  85&deg;C DC至DC转换
SIM Power Supplyand Level Translator DC至DC转换
	http://
IRF[International Rectifier]
HIROSE ELECTRIC Co., Ltd.
International Rectifier, Corp.
Amphenol, Corp.
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