

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						CP0003			22R243			RF514			SI4721			RJH60D			MB96F			MC68701			MAX3010			

			
	
	Product Description

			
	
	Full Text Search




				


		









[image: ]


			BU26154MUV-E2 - 24bit Audio CODEC with Touch I/FADC 



		
			
					
						
						[image: BU26154MUV-E2_8749456.PDF Datasheet]



					
				
					 		
	Part No.	BU26154MUV-E2   

	Description	24bit Audio CODEC with Touch I/FADC 
 

	File Size	2,221.59K  / 
						89 Page	 
	

						Maker	
						[image: ]


						 ROHM 
  
						










	
						
						




						

	Homepage	
						http://www.rohm.com/
	Download	[ 
						BU26154MUV-E2  Datasheet PDF Downlaod from IC-ON-LINE.CN[image: ] ]

                                                 [ 
						BU26154MUV-E2  Datasheet PDF Downlaod from Datasheet.HK[image: ] ]

						[BU26154MUV-E2  Datasheet PDF Downlaod from Maxim4U.com[image: ] ] :-)


						

						[ View it Online ]
					  [ Search more for BU26154MUV-E2 ] 


					[ Price & Availability of BU26154MUV-E2 by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : 24bit Audio CODEC with Touch I/FADC   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	BU26154MUV-E2 	24bit Audio CODEC with Touch I/FADC
	ROHM

	AK452404 AK4524 	24-bit 96kHz 110dB codec with IPGA, DATT, soft mute
24Bit 96kHz Audio CODEC
	AKM
Asahi Kasei Microsystems

	SLD323V-3 SLD323V SLD323V-1 SLD323V-2 SLD323V-21 S	Audio CODEC IC; IC Function:Audio CODEC IC; Package/Case:24-TSSOP; IC Generic Number:4270; Leaded Process Compatible:No; Number of Bits:24; Number of Channels:1; Operating Temp. Max:70 C; Operating Temp. Min:-10 C 1W的高功率密度激光二极管
Stereo CODEC IC; IC Function:Stereo CODEC IC; Package/Case:28-TSSOP; Leaded Process Compatible:No; Operating Temp. Max:-40 C; Operating Temp. Min:85 C; Peak Reflow Compatible (260 C):No; Supply Voltage:3.1V RoHS Compliant: Yes
Audio CODEC IC; IC Function:Audio Codec; Package/Case:24-TSSOP; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:1; Operating Temp. Max:70 C; Operating Temp. Min:-10 C; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Audio CODEC IC; IC Function:Audio Codec; Package/Case:64-LQFP; Leaded Process Compatible:No; No. of Bits:24; No. of Channels:6; Operating Temp. Max:85 C; Operating Temp. Min:-40 C; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
24BIT CODEC AUDIO, 4271, TSSOP28; Resolution, Bits:24bit; Sample Rate:192kHz; DACs, No. of:2; Interface Type:Serial; Output Type:Differential; Voltage, Supply Min:2.37V; Voltage, Supply Max:5.25V; Termination Type:SMD;
A/D Converter (A-D) IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
High Power Density 1W Laser Diode
	Sony, Corp.
SONY[Sony Corporation]

	AK4556 	3V 192kHz 24Bit ツヒ CODEC
	Asahi Kasei Microsystems Co.,Ltd

	AKD4556 AK4556 AK4556VT 	3V 192kHz 24Bit ΔΣ CODEC
	Asahi Kasei Microsystems

	AKD458406 	the 24bit 96kHz CODEC
	Asahi Kasei Microsystems

	HMP9701EVAL2 HMP9701CN 	AC7 Audio Codec SPECIALTY CONSUMER CIRCUIT, PQFP48
AC?7 Audio Codec
	Intersil Corporation

	AKD4589-B 	gle chip 24bit CODEC that has two channels of ADC
	Asahi Kasei Microsystems

	MD-Z1 	providing for CD quality audio streaming of up to 16bit 48 kSPS audio, support up to 24bit 48kSPS input
	List of Unclassifed Manufacturers

	AD1984A AD1984AJCPZ AD1984AJCPZ-RL 	High Definition Audio SoundMAX Codec
HD Audio CODEC, 4DACs/4ADCs, exceeds Microsoft Vista Premium performance; Package: LFCSP 7x7mm (5.25EP); No of Pins: 48; Temperature Range: Commercial SPECIALTY CONSUMER CIRCUIT, QCC48
	Analog Devices, Inc.

	WM9705_06 WM9705 WM9705SEFL_V WM9705SEFT_RV WM9705	Multimedia AC’97 CODEC with Integrated Touch Screen Controller
	WOLFSON[Wolfson Microelectronics plc]
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