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			 Related Part Number
	
					PART	Description	Maker
	FS1UM-18A 	Standard Recovery Rectifier; Forward Current:15A; Forward Current Average:9.5A; Forward Current Avg Rectified, IF(AV):9.5A; Forward Surge Current Max, Ifsm:225A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
HIGH-SPEED SWITCHING USE
	Mitsubishi Electric Corporation
MITSUBISHI[Mitsubishi Electric Semiconductor]

	FS1UM-16A 	Standard Recovery Rectifier; Forward Current:15A; Forward Current Average:9.5A; Forward Current Avg Rectified, IF(AV):9.5A; Forward Surge Current Max, Ifsm:225A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
MITSUBISHI Nch POWER MOSFET HIGH-SPEED SWITCHING USE
	Powerex Power Semiconductors
Mitsubishi Electric Corporation

	FS1UM-18A 	Standard Recovery Rectifier; Forward Current:15A; Forward Current Average:9.5A; Forward Current Avg Rectified, IF(AV):9.5A; Forward Surge Current Max, Ifsm:225A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
MITSUBISHI Nch POWER MOSFET HIGH-SPEED SWITCHING USE
	POWEREX[Powerex Power Semiconductors]
Mitsubishi Electric Corporation

	XC6383C351PL XC6383A351ML XC6383A351MR XC6383A351P	Hall Effect IC; Peak Reflow Compatible (260 C):Yes RoHS Compliant: Yes
LEAD FREE EXT TEMP A2982 20L SOIC
XC6383
Standard Recovery Rectifier; Repetitive Reverse Voltage Max, Vrrm:50V; Forward Current Avg Rectified, IF(AV):1A; Non Repetitive Forward Surge Current Max, Ifsm:30A; Forward Voltage Max, VF:1.1V; Package/Case:DO-41; Current Rating:1A
50V 1A 1N4001 (DO-41)
	TOREX[Torex Semiconductor]
TOREX SEMICONDUCTOR LTD.

	WF512K32N-90H1M5A WF512K32 WF512K32F-120G1UC5 WF51	REED RELAY, 4PST, HG WET, 12V, DIODE RoHS Compliant: No
512Kx32 5V FLASH MODULE, SMD 5962-94612 512Kx32 5V的闪存盘，贴962-94612
RES 3K-OHM 5% 0.75W 250PPM THK-FILM SMD-2010 TR-7-PA 512Kx32 5V的闪存盘，贴962-94612
Reed Relay; Contacts:SPST; Switching Current Max:0.5A; Switching Voltage Max:200V; Contact Carry Current:1A; Coil Voltage DC Max:5V; Relay Terminals:DIP-14; Relay Mounting:PC Board; Contact Carrying Power:10W
Standard Recovery Rectifier; Forward Current:15A; Forward Current Average:9.5A; Forward Current Avg Rectified, IF(AV):9.5A; Forward Surge Current Max, Ifsm:225A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
Standard Recovery Rectifier; Forward Current:20A; Forward Current Average:12.7A; Forward Current Avg Rectified, IF(AV):12.7A; Forward Surge Current Max, Ifsm:300A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
Dry Reed Relay; Contacts:DPST-2NO; Contact Carry Current:1A; Coil Voltage DC Max:5V; Relay Terminals:Thru Hole; Switching Current Max:0.5A; Switching Voltage Max:200V; Contact Carrying Power:10W; Leaded Process Compatible:Yes RoHS Compliant: Yes
x32 Flash EEPROM Module
100ns; 5V power supply; 512K x 32 flash module, SMD 5962-94612
	Electronic Theatre Controls, Inc.
http://
List of Unclassifed Manufacturers
ETC[ETC]
White Electronic Designs

	1N4944GP 1N4946GP 1N4947GPE 1N4944GPE/4G 1N4942GP 	1 A, 400 V, SILICON, SIGNAL DIODE, DO-204AL PLASTIC, DO-41, 2 PIN
Diodes
Glass Passivated Junction Fast Switching Rectifier, Forward Current 1.0A, Reverse Voltage 600V
Glass Passivated Junction Fast Switching Rectifier, Forward Current 1.0A, Reverse Voltage 400V
Glass Passivated Junction Fast Switching Rectifier, Forward Current 1.0A, Reverse Voltage 200V
Glass Passivated Junction Fast Switching Rectifier, Forward Current 1.0A, Reverse Voltage 1000V
	Vishay Beyschlag

	CH35-0009-S 	LED Panel Indicator; LED Color:Red; Luminous Intensity:100foot lambert; Forward Current:40mA; Forward Voltage:24V; Operating Temperature Range:-25 C to C; Color:Red; Leaded Process Compatible:No RoHS Compliant: No 11分贝定向耦合0 - 500兆赫
11 dB Directional Coupler 10 - 500 MHz
	Bourns, Inc.
Tyco Electronics

	MBM29DL800TA-12 MBM29DL800BA MBM29DL800BA-12 MBM29	8M (1M X 8/512K X 16) BIT 800万（100万X 8/512K × 16）位
LED Lamp; Bulb Size:T-1 3/4; LED Color:Yellow; Luminous Intensity:2500ucd; Viewing Angle:15 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-40 C to  85 C; Color:Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes
	Fujitsu, Ltd.
Fujitsu Limited
Fujitsu Component Limited.

	AP1501 AP1501-50K AP1501-50K5 AP1501-33K5 AP1501-1	.018 UFD POLYPROPYLENE CAP 150 kHzA PWM降压DC / DC变换
150 KHZ 3A PWM BUCK DC/DC CONVERTER 150 kHzA PWM降压DC / DC变换
LED Lamp; Color:Red; Luminous Intensity (MSCP):10; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
LED Lamp; Color:Red; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Voltage Rating:2.4V; Forward Current:30mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm
LED Lamp; Color:Orange; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Orange; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3
LED Lamp; Color:Red; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:7mA; Forward Voltage:2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
Polyester Film Radial Lead Capacitor; Capacitance: 15000uF; Voltage: 100V; Packaging: Bulk
LED Lamp; Color:Yellow; Luminous Intensity (MSCP):2.5; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2.1V; LED Color:Yellow; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 3 x 2.8 x 1.65 mm; Lens Width:3mm
LED Lamp; Color:Green; Luminous Intensity (MSCP):1; Viewing Angle:60; Forward Current:30mA; Forward Voltage:2V; LED Color:Green; Leaded Process Compatible:Yes; Mounting Type:Surface Mount; Peak Reflow Compatible (260 C):No
LED Lamp; Color:Red; Luminous Intensity (MSCP):2100 mlm; Viewing Angle:30; Voltage Rating:2.2V; LED Color:Red; Leaded Process Compatible:Yes; Lens Style:(L x W x D) 7.62 x 7.62 x 3.05 mm; Lens Width:7.62mm
Adj, 150 Khz, 3 A PWM buck DC/DC converter
	TE Connectivity, Ltd.
Diodes, Inc.
Renesas Electronics, Corp.
ETC
ANACHIP[Anachip Corp]

	595-2101-002F 595-2701-007F 595-2701-013F 	LED Lamp; Bulb Size:2mm; LED Color:Red; Luminous Intensity:25ucd; Viewing Angle:40 ; Forward Current:20mA; Forward Voltage:1.7V; Operating Temperature Range:-30 C to C; Color:Red; LED Gas Type:AlGaAs RoHS Compliant: Yes SINGLE COLOR LED, RED, 1.8 mm
LED Lamp; Bulb Size:2mm; LED Color:Yellow; Luminous Intensity:41mcd; Forward Current:20mA; Forward Voltage:2.02V; Operating Temperature Range:-30 C to  85 C; Color:AllnGaP Yellow; Leaded Process Compatible:Yes RoHS Compliant: Yes
SINGLE COLOR LED, YELLOW, 1.8 mm
	Dialight PLC
DIALIGHT CORP

	610-3132-120 610-4132-120 	LED Lamp; LED Color:Red; Luminous Intensity:250ucd; Forward Current:15mA; Forward Voltage:6V; Operating Temperature Range:-25 C to  85 C; Color:Red; Leaded Process Compatible:No; Lens Style:(H x W) 36.83 x 15 mm; Lens Width:10 RoHS Compliant: No
SINGLE COLOR LED, RED, 11.94 mm
	Dialight Corporation
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