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			 Related Part Number
	
					PART	Description	Maker
	4613K-101-2222BAA 4614T-106-2222FCD 4604K-101-2222	Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:8; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:12-8
BNC PLUG TO PLUG ADAPTER
Circular Connector; No. of Contacts:41; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:22-41 4600T，硫，K系列-薄膜形园
DUAL ACCESS CAT5 KVM AND SERIAL EXTENDER W/ AUDIO 4600T，硫，K系列-薄膜形园
CAT5 KVM EXTENDER DUAL ACCESS W/BUILT-IN SWITCH 4600T，硫，K系列-薄膜形园
Circular Connector; No. of Contacts:3; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:8; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:8-3 4600T，硫，K系列-薄膜形园
ER 3C 3#16S SKT RECP LINE 4600T，硫，K系列-薄膜形园
Kits For Use With:NTQ123 4600T，硫，K系列-薄膜形园
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Metal; Series:PT06SE; Number of Contacts:41; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight 4600T，硫，K系列-薄膜形园
ER 3C 3#16S PIN PLUG 4600T，硫，K系列-薄膜形园
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; Number of Contacts:26; Connector Shell Size:17; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight 4600T，硫，K系列-薄膜形园
TV 19C 19#20 SKT RECP 4600T，硫，K系列-薄膜形园
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Twist On; Body Style:Right Angle Bulkhead Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes 4600T，硫，K系列-薄膜形园
BNC RT.ANGLE CRIMP PLUG/RG 316 4600T，硫，K系列-薄膜形园
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight; RG Cable Type:59, 62, Belden 8241, 8263, 8279, 9209 RoHS Compliant: Yes 4600T，硫，K系列-薄膜形园
4600T, S, K Series - Thin Film Conformal SIP 4600T，硫K系列-薄膜形园
ER 3C 3#4 PIN PLUG 4600T，硫，K系列-薄膜形园
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Twist On; Impedance:50ohm; Body Style:Right Angle Bulkhead Jack RoHS Compliant: Yes 4600T，硫，K系列-薄膜形园
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight; RG Cable Type:179, 187 RoHS Compliant: Yes 4600T，硫，K系列-薄膜形园
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVPS00; Number of Contacts:18; Connector Shell Size:15; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight 4600T，硫，K系列-薄膜形园
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVPS00; No. of Contacts:18; Connector Shell Size:15; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight 4600T，硫，K系列-薄膜形园
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVPS00; No. of Contacts:10; Connector Shell Size:13; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight 4600T，硫，K系列-薄膜形园
Circular Connector; No. of Contacts:21; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:22-21 4600T，硫，K系列-薄膜形园
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:21; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:22-21 4600T，硫，K系列-薄膜形园
TV 23C 21#20 2#16 PIN WALL REC 4600T，硫，K系列-薄膜形园
TV 23C 21#20 2#16 SKT WALL REC 4600T，硫，K系列-薄膜形园
TV 8C 8#16 PIN WALL RECP 4600T，硫，K系列-薄膜形园
TV 56C 48#20 8#16 PIN RECP 4600T，硫，K系列-薄膜形园
4600T, S, K Series - Thin Film Conformal SIP 4600T，硫，K系列-薄膜形园
ER 13C 3#8 3#12 7#16 SKT RECP
ER 20C 20#16 SKT PLUG
ER 22C 18#16 4#12 SKT PLUG
ER 13C 3#8 3#12 7#16 PIN PLUG
ER 4C 4#8 PIN PLUG
ER 7C 7#16S SKT PLUG
ER 16C 16#16 PIN PLUG
ER 3C 3#4 SKT PLUG
ER 16C 16#16 SKT RECP LINE
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket; Insert Arrangement:8-3
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:8-33
PT 14C 14#20 SKT RECP
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket; Insert Arrangement:8-2
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:4; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket; Insert Arrangement:8-4
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket; Insert Arrangement:8-98
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:8-3
RM SERIES SHELL SIZE 12-31mm CIRCULAR CONNECTORS
ER 13C 3#8 3#12 7#16 SKT PLUG
ER 37C 37#16 SKT PLUG
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Twist On; Body Style:Straight Bulkhead Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
TV 66C 66#22D PIN RECP
RG-62A/U TYPE COAX RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:58A; Impedance:50ohm; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
BNC CRIMP BLKHD JACK - RG 59
BNC CRIMP BLLKHD JACK/ RG-58
TV 37C 37#22D SKT RECP
TV 13C 13#22D SKT RECP
USB 2.0 Full-Speed Transceiver with UART Multiplexing Mode
WIRE, PTFE, B, WHITE, 19/0.15MM, 100M; Area, conductor CSA:0.336mm2; Conductor make-up:19/0.15; Voltage rating, AC:600V; Current rating:8A; Colour, primary insulation:White; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes
BNC RT.ANGLE WHITE PCB RECEPT.
WIRE, PTFE, B, VIOLET, 19/0.2MM, 100M; Area, conductor CSA:0.597mm2; Conductor make-up:19/0.2; Voltage rating, AC:600V; Current rating:11A; Colour, primary insulation:Violet; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:Green; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
ER 7C 7#8 PIN PLUG
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:7; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-90
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP02; Number of Contacts:8; Connector Shell Size:25; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
6 PORT DUAL(LCAL KVM PRT)BIDIRECTIONALSERL & AUDI
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVPS00; No. of Contacts:19; Connector Shell Size:15; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
Circular Connector; No. of Contacts:8; Series:PT06; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:12; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:12-8
TV 32C 32#20 SKT RECP
TV 15C 15MIX PIN WALL RECP
TV 37C 37#22D PIN RECP
TV 6C 6#12 PIN WALL RECP
TV 56C 48# 8#16 SKT RECP
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP02; No. of Contacts:3; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:AT&T 735, 735A, Belden 735A1 RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP02; No. of Contacts:12; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP00; No. of Contacts:61; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:14-15
PT 26C 26#20 PIN RECP
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:24; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket; Insert Arrangement:20-24
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Metal; Series:SP 02A; Number of Contacts:10; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:4; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Gender:Male
ER 60C 60#16 PIN RECP
PT 4C 4#20 SKT RECP
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Metal; Series:SM3102; No. of Contacts:20; Connector Shell Size:36; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
ER 2C 2#12 PIN RECP WALL
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Aluminum Alloy; Series:SG3100; Number of Contacts:19; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Metal; Series:SM3106; Number of Contacts:17; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Aluminum Alloy; Series:SG3100; Number of Contacts:16; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Metal; Series:SM3106; No. of Contacts:17; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Aluminum Alloy; Series:SG3100; Number of Contacts:12; Connector Shell Size:28; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
ER 2C 2#16S PIN PLUG
TV 11C 11#16 SKT RECP
ER 2C 2#16S PIN RECP THERMO
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP02; No. of Contacts:10; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVPS00; Number of Contacts:10; Connector Shell Size:13; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
TV 11C 2#20 9#10(COAX) PIN REC
TV 11C 11#16 PIN RECP
Circular Connector; No. of Contacts:41; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:22-41
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:41; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:22-41
SERVSWITCH WIZARD        EXTENDER DV
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:25; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:22-25
WIRE, PTFE, A, VIOLET, 19/0.15MM, 100M; Area, conductor CSA:0.336mm2; Conductor make-up:19/0.15; Voltage rating, AC:300V; Current rating:8A; Colour, primary insulation:Violet; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP02; Number of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
WIRE, PTFE, B, GREEN, 19/0.15MM, 100M; Area, conductor CSA:0.336mm2; Conductor make-up:19/0.15; Voltage rating, AC:600V; Current rating:8A; Colour, primary insulation:Green; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes
WIRE, PTFE, A, WHITE, 19/0.15MM, 100M; Area, conductor CSA:0.336mm2; Conductor make-up:19/0.15; Voltage rating, AC:300V; Current rating:8A; Colour, primary insulation:White; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT07; Number of Contacts:14; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP02; Number of Contacts:12; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP02; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
WIRE, PTFE, A, PINK, 7/0.2MM, 100M; Area, conductor CSA:0.2mm2; Conductor make-up:7/0.2mm; Voltage rating, AC:300V; Current rating:6A; Colour, primary insulation:Pink; Material, primary insulation:PTFE; Diameter, External:0.95mm; RoHS Compliant: Yes
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:25; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:22-25
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT07; Number of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle
Circular Connector; No. of Contacts:21; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:22-21
WIRE, PTFE, B, YELLOW, 19/0.15MM, 25M; Area, conductor CSA:0.336mm2; Conductor make-up:19/0.15; Voltage rating, AC:600V; Current rating:8A; Colour, primary insulation:Yellow; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP00; Number of Contacts:61; Connector Shell Size:24; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
WIRE, PTFE, A, YELLOW, 19/0.15MM, 100M; Area, conductor CSA:0.336mm2; Conductor make-up:19/0.15; Voltage rating, AC:300V; Current rating:8A; Colour, primary insulation:Yellow; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes
WIRE, PTFE, B, YELLOW, 19/0.2MM, 100M; Area, conductor CSA:0.597mm2; Conductor make-up:19/0.2; Voltage rating, AC:600V; Current rating:11A; Colour, primary insulation:Yellow; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Metal; Series:SM3102; No. of Contacts:85; Connector Shell Size:40; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT07; No. of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Metal; Series:SM3106; Number of Contacts:14; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
ER 9C 6#12 3#8 SKT PLUG
Circular Connector; No. of Contacts:32; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:22-32
WIRE, PTFE, A, GREY, 7/0.2MM, 100M; Area, conductor CSA:0.2mm2; Conductor make-up:7/0.2mm; Voltage rating, AC:300V; Current rating:6A; Colour, primary insulation:Grey; Material, primary insulation:PTFE; Diameter, External:0.95mm; RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:8; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:4; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; Number of Contacts:55; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Twist On; Body Style:Right Angle Bulkhead Jack; RG Cable Type:58, 59, 179, 316; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:7 x 26; Jacket Color:Yellow; Cable/Wire MIL SPEC:MIL-W-16878/1 Type B; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:No RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:12; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Metal; Series:SM3102; Number of Contacts:12; Connector Shell Size:28; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-5015 E/F/R; Body Material:Metal; Series:SM3102; Number of Contacts:54; Connector Shell Size:32; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Body Style:Straight
ER 6C 6#16S SKT PLUG
Circular Connector; No. of Contacts:25; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:22-25
Circular Connector; No. of Contacts:32; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:22-32
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP00; Number of Contacts:10; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
ER 9C 6#12 3#8 SKT RECP WALL
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; Number of Contacts:6; Connector Shell Size:17; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
SC 6C 6#16S PIN RECP
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:SP00; No. of Contacts:3; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
Circular Connector; No. of Contacts:16; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:20; Circular Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:20-16
VELCRO BOOT   #197932 RoHS Compliant: Yes
Circular Connector; No. of Contacts:25; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:20; Circular Contact Gender:Socket; Circular Shell Style:Jam Nut Receptacle; Insert Arrangement:20-25
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:39; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-39
460kbps, 1µA, RS-232-Compatible Transceiver
ER 2C 2#16S SKT PLUG
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:27; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Socket
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:41; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-41
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:27; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-27
Circular Connector; Body Material:Aluminum; Series:PT07; Number of Contacts:24; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-24
PT 3C 3#20 SKT PLUG
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:12; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:8; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight; RG Cable Type:AT&T 734A RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVPS00; No. of Contacts:22; Connector Shell Size:13; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
TV 22C 22#22D PIN RECP
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Right Angle Plug; RG Cable Type:AT&T 734A RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Straight Plug; RG Cable Type:AT&T 734, 734A, Belden 1505A RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Green; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Computer & Instrumentation Coaxial Cable; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyethylene; Conductor Material:Steel; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:62; Impedance:93ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyethylene; Leaded Process Compatible:Yes RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT07; Number of Contacts:6; Connector Shell Size:10; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle
WIRE, PTFE, A, BROWN, 19/0.15MM, 100M; Area, conductor CSA:0.336mm2; Conductor make-up:19/0.15; Voltage rating, AC:300V; Current rating:8A; Colour, primary insulation:Brown; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes
WIRE, PTFE, B, ORANGE, 19/0.2MM, 100M; Area, conductor CSA:0.597mm2; Conductor make-up:19/0.2; Voltage rating, AC:600V; Current rating:11A; Colour, primary insulation:Orange; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT06; No. of Contacts:55; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Straight Plug; Body Style:Straight
2.5V, 1µA, 460kbps, RS-232-Compatible Transceivers
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT07; No. of Contacts:10; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT07; No. of Contacts:4; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Body Style:Straight
WIRE, PTFE, A, RED, 19/0.15MM, 100M; Area, conductor CSA:0.336mm2; Conductor make-up:19/0.15; Voltage rating, AC:300V; Current rating:8A; Colour, primary insulation:Red; Material, primary insulation:PTFE; Diameter, External:1.1mm; RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT07; No. of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:8; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Gender:Female
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:8; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:12-8
TV 5C 5#16 SKT RECP
ER 5C 5#8 SKT PLUG
Circular Connector; No. of Contacts:3; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:8; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:8-33
Circular Connector; No. of Contacts:2; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:8; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:8-2
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:8-33
ER 5C 3#12 2#8 SKT PLUG
TV 5C 5#16 PIN RECP
Circular Connector; No. of Contacts:3; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:8; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:8-33
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Solder; Body Style:Straight Bulkhead Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Impedance:50ohm; Body Style:Straight; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
BNC RT.ANGLE CRIMP PLUG/ RG 58
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Brown; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
CABLE COAX 30AWG 75 OHM .097OD POLY-ETHYLENE
SERVSWITCH WIZARD SKEW   COMPENSATOR
Coaxial Cable; Coaxial RG/U Type:58A; Impedance:50ohm; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Yellow; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
.039UF/630VDC METAL POLY CAP
Coaxial Cable; Impedance:75ohm; Conductor Size AWG:30; No. Strands x Strand Size:7 x 38; Jacket Material:Polyvinylchloride (PVC); Voltage Nom.:300V RoHS Compliant: Yes
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Gender:Female
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT07; Number of Contacts:3; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle
SWITCH DETECTOR 2MM HORZ MT SMD
Coaxial Cable; Coaxial RG/U Type:58; Impedance:52ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:58; Impedance:52ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:Black; Leaded Process Compatible:Yes RoHS Compliant: Yes
Twinaxial Cable; Impedance:100ohm; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyolefin; Number of Pairs:2; Impedance:150ohm; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
DC/DC CONVERTER,9-36V/5V 5W
Circular Connector; Body Material:Aluminum; Series:PT06; No. of Contacts:8; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Pin; Insert Arrangement:12-8
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; Number of Contacts:8; Connector Shell Size:12; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Gender:Male
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:Red; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:Brown; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Color:Dark Blue; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper RoHS Compliant: Yes
Hook-Up Wire; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Color:Black; Approval Bodies:UL, CSA; Approval Categories:UL AWM Style 1061; CSA AWM; Conductor Material:Copper; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
Coaxial Cable; Impedance:75ohm; Conductor Size AWG:30; No. Strands x Strand Size:7 x 38; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Twinaxial Cable; Impedance:100ohm; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:58; Impedance:50ohm; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:Polyvinylchloride (PVC); Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
KIT CONNECTOR MATING NTQ160
Linear Power Supply; No. of Outputs:2; Output 1 VDC  :3VDC; Output Current 1:1.5A; Output Current:1.5A; Output Voltage:3V; Series:ACV
Linear Power Supply; No. of Outputs:2; Output 1 VDC  :3VDC; Output Current 1:3.4A; Output Current:3.4A; Output Voltage:3V; Series:ACV
DC-DC Converter; Output Voltage:12V; Number of Outputs:1; Power Rating:5W; Mounting Type:PC Board; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Linear Power Supply; No. of Outputs:1; Output 1 VDC  :12VDC; Output Current 1:3.4A; Output Current:3.4A; Output Voltage:12V; Series:ACV
Linear Power Supply; No. of Outputs:2; Output 1 VDC  :15VDC; Output Current 1:0.8A; Output Current:0.8A; Output Voltage:15V; Series:ACV
Linear Power Supply; No. of Outputs:1; Output 1 VDC  :15VDC; Output Current 1:1.5A; Output Current:1.5A; Output Voltage:15V; Series:ACV
Linear Power Supply; No. of Outputs:2; Output 1 VDC  :3VDC; Output Current 1:1.7A; Output Current:1.7A; Output Voltage:3V; Series:ACV
Linear Power Supply; No. of Outputs:2; Output 1 VDC :3VDC; Output Current 1:1A; Output Current:1A; Output Voltage:3V; Series:ACV
Linear Power Supply; No. of Outputs:2; Output 1 VDC  :5VDC; Output Current 1:6A; Output Current:6A; Output Voltage:5V; Series:ACV
CATX KVM EXTR SINGLE KIT DUAL VIDEO SERIAL AUDIO
RF CONNECTOR; LC FEMALE, PANEL MOUNT
RF CONNECTOR; SMB JACK, PRINTED CIRCUIT MOUNT
.33UF/630VDC METAL POLY CAP
Kits; Contents Of Kit:Molex 22-01-1084, PINS:08-70-0057, Molex 22-01-3027, PINS: 08-50-0114; Molex 22-01-3027, PINS: 08-50-0114; Molex 22-01-3027, PINS: 08-50-0114; For Use With:LPS250 Series
HARDWARE HEX NUT FOR CONNECTOR
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Solder; Body Style:Straight; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
USB Field Memory Key 4096MB RAM Olive Drab Green Cadmium RoHS Compliant: No
USB Field Memory Key 2048MB RAM Olive Drab Green Cadmium RoHS Compliant: No
RF/Coaxial Connector Adapter; RF Coax Type:BNC; Contact Termination:Clamp/Solder; Body Style:Tee Adapter, Plug-Jack-Jack; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Clamp/Solder; Body Style:Straight; RG Cable Type:58, 59, 179, 316 RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Crimp; Body Style:Right Angle Jack RoHS Compliant: Yes
RF/Coaxial Connector; RF Coax Type:BNC; Contact Termination:Twist On; Body Style:Straight; RG Cable Type:58, 59, 179, 316; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
USB B Field Threaded Jam Nut Recept To Solder Board Nickel RoHS Compliant: Yes
USB B Field Threaded Jam Nut Recept To Solder Board Green RoHS Compliant: No
USB B Field Threaded Jam Nut Recept To USB-A Recept Nickel RoHS Compliant: Yes
USB B Field Threaded Jam Nut Recept To USB-A Recept Green RoHS Compliant: No
USB B Field Threaded Plug Nickel RoHS Compliant: Yes
USB B Field Threaded Plug Green RoHS Compliant: No
USB B Field Threaded Square Flange Recept To Solder Board Nickel RoHS Compliant: Yes
USB B Field Threaded Square Flange Recept To Solder Board Green RoHS Compliant: No
USB B Field Threaded Square Flange Recept. To USB-A-Recept Nickel RoHS Compliant: Yes
USB B Field Threaded Square Flange Recept. To USB-A-Recept Green RoHS Compliant: No
TV 55C 55#22D SKT RECP
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; Number of Contacts:55; Connector Shell Size:17; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:39; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-39
Circular Connector; MIL SPEC:MIL-DTL-38999 Series III; Body Material:Metal; Series:TVP00; No. of Contacts:55; Connector Shell Size:17; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight
Circular Connector; Body Material:Aluminum; Series:PT07; No. of Contacts:4; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Jam Nut Receptacle; Circular Contact Gender:Pin; Insert Arrangement:8-4
Circular Connector; No. of Contacts:41; Series:; Body Material:Aluminum; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:22-41
3.0V to 5.5V, 1.25Gbps/2.5Gbps LAN Laser Drivers
RS-485/RS-422 Transceivers with Preemphasis for High-Speed, Long-Distance Communication
Circular Connector; No. of Contacts:27; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:20; Circular Contact Gender:Pin; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:20-27
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:25; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:32; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle; Gender:Male
71-146310-06P
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT02; No. of Contacts:61; Connector Shell Size:24; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT02; Number of Contacts:55; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:24; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:5; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Circular Connector; No. of Contacts:11; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:18; Circular Contact Gender:Socket; Circular Shell Style:Box Mount Receptacle; Insert Arrangement:18-11
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; No. of Contacts:30; Connector Shell Size:18; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:25; Connector Shell Size:20; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Circular Connector; Body Material:Aluminum; Series:PT02; Number of Contacts:7; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle; Circular Contact Gender:Socket
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT02; Number of Contacts:4; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Box Mount Receptacle
Circular Connector; Body Material:Aluminum; Series:PT02; No. of Contacts:7; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle; Circular Contact Gender:Socket; Insert Arrangement:22-7
Circular Connector; Body Material:Aluminum; Series:PT02; Number of Contacts:51; Connector Shell Size:24; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle; Circular Contact Gender:Socket
PT 26C 26#20 SKT RECP
WIRE, PTFE, B, BROWN, 19/0.15MM, 100M; Area, conductor CSA:0.336mm2; Conductor make-up:19/0.15; Voltage rating, AC:600V; Current rating:8A; Colour, primary insulation:Brown; Material, primary insulation:PTFE; Diameter, RoHS Compliant: Yes
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:2; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:8-2
Circular Connector; Body Material:Aluminum; Series:PT06; Number of Contacts:3; Connector Shell Size:8; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Circular Contact Gender:Socket; Insert Arrangement:8-3
PLUG RoHS Compliant: No
Circular Connector; No. of Contacts:8; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:12; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:12-8
Circular Connector; No. of Contacts:8; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:12; Circular Contact Gender:Socket; Circular Shell Style:Straight Plug; Insert Arrangement:12-8
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT06; No. of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Straight Plug; Body Style:Straight
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT02; Number of Contacts:61; Connector Shell Size:24; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle
Circular Connector; Body Material:Aluminum; Series:PT02; No. of Contacts:55; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle; Circular Contact Gender:Socket; Insert Arrangement:22-55
Circular Connector; Body Material:Aluminum; Series:PT02; Number of Contacts:7; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle; Circular Contact Gender:Pin; Insert Arrangement:22-7
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT02; No. of Contacts:55; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Box Mount Receptacle
BNC RT.ANGLE PCB RECEPTCLE
	Yageo, Corp.
Hirose Electric USA, INC.
Electronic Theatre Controls, Inc.
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