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			 Related Part Number
	
					PART	Description	Maker
	ISL83083E ISL83086E ISL83085E ISL83082E ISL83080E 	±15kV ESD Protected, 5V, Full Fail-Safe, Fractional (1/8) Unit Load, RS-485/RS-422 Transceivers(±15kV ESD防护5V，全自动防护/8单元负载，RS-485/RS-422收发
	Intersil Corporation

	MAX6817 MAX6816 MAX6818 MAX6818EAP MAX6816EUS-T MA	±15kV ESD-Protected, Single/Dual/Octal, CMOS Switch Debouncers
8-Bit Binary Counters With Input Registers 20-LCCC -55 to 125
15kV ESD-Protected / Single/Dual/Octal / CMOS Switch Debouncers
±15kV ESD-Protected, Single/Dual/Octal,CMOS Switch Debouncers
±15kV ESD-Protected, Single/Dual/Octal,
CMOS Switch Debouncers
15kV ESD-Protected Single/Dual/Octal CMOS Switch Debouncers
【15kV ESD-Protected, Single/Dual/Octal, CMOS Switch Debouncers
±15kV ESD-Protected, Single/Dual/Octal, CMOS Switch Debouncers
	MAXIM - Dallas Semiconductor
Maxim Integrated Products, Inc.
Maixm
MAXIM[Maxim Integrated Products]

	MAX3244E MAX3226E MAX3224E MAX3224ECAP MAX3224ECPP	卤15kV ESD-Protected, 1µA, 1Mbps, 3.0V to 5.5V,
RS-232 Transceivers with AutoShutdown Plus
15kV ESD-Protected 1A 1Mbps 3.0V to 5.5V RS-232 Transceivers with AutoShutdown Plus
15kV ESD-Protected, 1A, 1Mbps, 3.0V to 5.5V, RS-232 Transceivers with AutoShutdown Plus
【15kV ESD-Protected, 1レA, 1Mbps, 3.0V to 5.5V, RS-232 Transceivers with AutoShutdown Plus
【15KV ESD-PROTECTED, 1ヌA, 1MBPS, 3.0V TO 5.5V, RS-232 TRANSCEIVERS WITH AUTOSHUTDOWN PLUS
 -15kV ESD-protected, 1microA, 1Mbps, 3.0V to 5.5V, RS-232 transceiver with autoshutdown plus.
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]

	MAX3238E MAX3238ECAI MAX3238EEAI MAX3248ECAI MAX32	 3.0V to  5.5V, 10nA, 250kbps RS-232 Transceivers with ±15kV ESD-Protected I/O and Logic Pins
卤15kV ESD-Protected, 3.0V to 5.5V, Low-Power, Up to 250kbps, True RS-232 Transceivers(卤15kV ESD淇??锛?.0V??.5V,浣????250kbps, RS-232?跺????5???讹?)
 3.0V to  5.5V / 10nA / 250kbps RS-232 Transceivers with 15kV ESD-Protected I/O and Logic Pins
±15kV ESD-Protected, 3.0V to 5.5V, Low-Power, Up to 250kbps, True RS-232 Transceivers(±15kV ESD保护.0V.5V,低功250kbps, RS-232收发器（5收）)
 3.0V to  5.5V, 10nA, 250kbps RS-232 Transceivers with 15kV ESD-Protected I/O and Logic Pins
 3.0V to  5.5V, 10nA, 250kbps RS-232 Transceivers with 【15kV ESD-Protected I/O and Logic Pins
 3.0V to  5.5V, 10nA, 250kbps RS-232 Transceivers with ±15kV ESD-Protected I/O and Logic Pins
	MAXIM - Dallas Semiconductor
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]

	5962-9082006HXA 5962-9082007HXC 5962-9082006HXC 59	±15kV ESD-Protected,  5V RS-232 Transceivers
Resolver/Synchro-to-Digital Converter
&#177;15kV ESD-Protected,  5V RS-232 Transceivers 同步数字转换
&#177;15kV ESD-Protected,  5V RS-232 Transceivers 解析同步数字转换
	TE Connectivity, Ltd.

	MAX3030 MAX3030E MAX3030ECSE MAX3030ECUE MAX3030EE	 15,kV ESD-Protected, 3.3V Quad RS-422 Transmitters
??5kV ESD-Protected, 3.3V Quad RS-422 Transmitters
&#177;15kV ESD-Protected, 3.3V Quad RS-422 Transmitters QUAD LINE DRIVER, PDSO16
5kV ESD保护3.3V的四路的RS - 422发送器
15kV ESD-Protected / 3.3V Quad RS-422 Transmitters
【15kV ESD-Protected, 3.3V Quad RS-422 Transmitters
"?5kV ESD-Protected, 3.3V , 2Mbps Quad RS-422 Transmitters"
"?5kV ESD-Protected, 3.3V , 20Mbps Quad RS-422 Transmitters"
±15kV ESD-Protected, 3.3V Quad RS-422 Transmitters
±15kV ESD-Protected, 3.3V Quad RS-422 Transmitters
	Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor
Maxim Integrated Produc...

	MAX3483E MAX3483ECPA MAX3483ECSA MAX3483EEPA MAX34	Quad LVDS Receiver with -4 to 5V Common-mode Range 16-SOIC -40 to 85
3.3V-Powered, ??5kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
3.3V Powered, &#177;15kV ESD-Protected, 12Mbps, Slew-Rate-Limited True RS-485/RS-422 Transceivers
QVGA-VGA 27-Bit Display Serial Interface Receiver 48-BGA MICROSTAR JUNIOR -40 to 85 LINE TRANSCEIVER, PDSO8
3.3V-Powered, 5kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
QVGA-VGA 27-Bit Display Serial Interface Transmitter 48-BGA MICROSTAR JUNIOR -40 to 85
3.3V-Powered, ±15kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
3.3V-Powered, 15kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
3.3V-Powered, ±15kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS- 485/RS-422 Transceivers
3.3V-Powered 15kV ESD-Protected 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
3.3V-Powered, 【15kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
3.3V-Powered / 15kV ESD-Protected / 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
3.3V Powered, ±15kV ESD-Protected, 12Mbps, Slew-Rate-Limited True RS-485/RS-422 Transceivers
3.3V-Powered,  15,-15kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
3.3V-Powered,  15,15kV ESD-Protected, 12Mbps
	MAXIM INTEGRATED PRODUCTS INC
Maxim Integrated Products, Inc.
Maixm
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	ADM3311E ADM3307E ADM3315E ADM3310E ADM3312E 	ADM3307E/ADM3310E-12E/3315E:15 kV ESD Protected. 2.7V to 3.6V Serial Port Transceivers with Green IdleDS (Rev.F. 8/02)
 2.7V Serial Port RS-232 Transceiver (5 Drivers / 3 Receivers) with 15kV ESD (TTL & RS-232)
3-V, RS-232 Serial Port Driver-Receiver
 2.7 V Serial Port RS-232 Transceiver (3 Drivers / 5 Receivers) with 15kV ESD
 2.7V Serial Port RS-232 Transceiver (3 Drivers / 3 Receivers) with 15kV ESD
	Analog Devices

	MAX232 MAX202EC/D MAX232EC/D MAX232EESE MAX207ECWG	5V High-Speed RS-232 Transceivers with 0.1uF Capacitors DUAL LINE TRANSCEIVER, PDSO16
+-15kV ESD-Protected2B5V RS-232 Transceivers DUAL LINE TRANSCEIVER, UUC16
+-15KV ESD-Protceted2B5V RS-232 Transceivers DUAL LINE TRANSCEIVER, PDIP16
5V High-Speed RS-232 Transceivers with 0.1uF Capacitors TRIPLE LINE TRANSCEIVER, PDSO24
+-15KV ESD-Protceted2B5V RS-232 Transceivers DUAL LINE TRANSCEIVER, PDSO16
15kV ESD-Protected,  5V RS-232 Transceivers
	Infineon Technologies AG
Maxim Integrated Products, Inc.
Maxim Integrated Produc...

	HIN206E HIN211E HIN202E HIN208E HIN241E HIN232ECAZ	QUAD LINE TRANSCEIVER, PDSO28
ESD保护5V的技术和RS - 232发送器/接收器（静电放电保护，正5V的电源电压的RS - 232收发器）
± 15kV的，ESD保护5V的技术和RS - 232发送器/接收器（± 15kV的ESD防护5V的电源电压，RS - 232接口收发器）
 /-15kV, ESD-Protected,  5V Powered, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-SSOP T&amp;R DUAL LINE TRANSCEIVER, PDSO16
&#177;15kV, ESD-Protected,  5V Powered, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-SSOP T&amp;R QUAD LINE TRANSCEIVER, PDSO24
 /-15kV, ESD-Protected,  5V Powered, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 16-PDIP DUAL LINE TRANSCEIVER, PDIP16
±15kV, ESD-Protected,  5V Powered, RS-232 Transmitters/Receivers(±15kV ESD防护,  5V电源电压, RS-232收发 ± 15kV的，ESD保护V的技术和RS - 232发送器/接收器（± 15kV的ESD防护V的电源电压，RS - 232接口收发器）
&#177;15kV, ESD-Protected,  5V Powered, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC T&amp;R TRIPLE LINE TRANSCEIVER, PDSO24
&#177;15kV, ESD-Protected,  5V Powered, RS-232 Transmitters/Receivers; Temperature Range: -40&deg;C to 85&deg;C; Package: 24-SSOP TRIPLE LINE TRANSCEIVER, PDSO24
&#177;15kV, ESD-Protected,  5V Powered, RS-232 Transmitters/Receivers; Temperature Range: 0&degC to 70&deg;C; Package: 24-SOIC TRIPLE LINE TRANSCEIVER, PDSO24
	Intersil Corporation
Intersil, Corp.

	MAX1489E MAX1489ECPD MAX1489ECSD MAX1489EEPD MAX14	KJA 22C 22#22 PIN RECP
15kV ESD-Protected / Quad / Low-Power RS-232 Line Receiver
【15kV ESD-Protected, Quad, Low-Power RS-232 Line Receiver
±15kV ESD-Protected, Quad, Low-Power RS-232 Line Receiver
	Maxim Integrated Produc...
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
Maixm
MAXIM - Dallas Semiconductor
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