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			 Related Part Number
	
					PART	Description	Maker
	FS1UM-18A 	Standard Recovery Rectifier; Forward Current:15A; Forward Current Average:9.5A; Forward Current Avg Rectified, IF(AV):9.5A; Forward Surge Current Max, Ifsm:225A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
HIGH-SPEED SWITCHING USE
	Mitsubishi Electric Corporation
MITSUBISHI[Mitsubishi Electric Semiconductor]

	TC1279-5ENB TC1278 TC1278-10ENB TC1278-15ENB TC127	3-Pin Reset Monitors for 5V Systems 3引脚复位监控器的5V系统
Fast Recovery Power Rectifier; Repetitive Reverse Voltage Max, Vrrm:200V; Forward Current Avg Rectified, IF(AV):3A; Non Repetitive Forward Surge Current Max, Ifsm:150A; Reverse Recovery Time, trr:50ns; Forward Voltage Max, VF:1V
	Microchip Technology, Inc.
Microchip Technology Inc.
MICROCHIP[Microchip Technology]

	X9241WP X9241WPI X9241WPM X9241WS X9241WSI X9241WS	Bridge Rectifier; Phases:Three; Repetitive Reverse Voltage Max, Vrrm:1600V; Forward Current Avg Rectified, IF(AV):150A; Forward Voltage Max, VF:1.35V; Package/Case:G18; Forward Current:150A; Forward Voltage:1.35V 四E2POT⑩非易失数字电位
Quad E2POT Nonvolatile Digital Potentiometer
Quad E2POT??Nonvolatile Digital Potentiometer
Quad E2POT⑩ Nonvolatile Digital Potentiometer
	PATLITE, Corp.
XICOR[Xicor Inc.]

	566-0307F 	LED Lamp; LED Color:Yellow; Luminous Intensity:3.5mcd; Viewing Angle:110 ; Forward Current:20mA; Forward Voltage:2.1V; Operating Temperature Range:-55 C to ? C; Leaded Process Compatible:Yes RoHS Compliant: Yes
	DIALIGHT CORP

	DL-3148-023 	LED Mount; Bulb Size:T-1; LED Color:High Efficiency Red; Luminous Intensity:30mcd; Viewing Angle:45 ; Forward Current:30mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
AlGalnP Laser Diode
	Sanyo Electric Co.,Ltd.
SANYO[Sanyo Semicon Device]

	2SK2148-01R 	LED Mount; Bulb Size:T-1; LED Color:High Efficiency Red; Luminous Intensity:30mcd; Viewing Angle:45 ; Forward Current:30mA; Forward Voltage:2V; Operating Temperature Range:-40 C to  85 C; Leaded Process Compatible:Yes RoHS Compliant: Yes
N-channel MOS-FET
	FUJI ELECTRIC HOLDINGS CO., LTD.
FUJI[Fuji Electric]

	1N4944GP 1N4946GP 1N4947GPE 1N4944GPE/4G 1N4942GP 	1 A, 400 V, SILICON, SIGNAL DIODE, DO-204AL PLASTIC, DO-41, 2 PIN
Diodes
Glass Passivated Junction Fast Switching Rectifier, Forward Current 1.0A, Reverse Voltage 600V
Glass Passivated Junction Fast Switching Rectifier, Forward Current 1.0A, Reverse Voltage 400V
Glass Passivated Junction Fast Switching Rectifier, Forward Current 1.0A, Reverse Voltage 200V
Glass Passivated Junction Fast Switching Rectifier, Forward Current 1.0A, Reverse Voltage 1000V
	Vishay Beyschlag

	HD614121S HD614146S 	Bridge Rectifier; Repetitive Reverse Voltage Max, Vrrm:45V; Package/Case:TO-220; Current Rating:10A; Forward Current:20A; Forward Voltage:0.84V; Mounting Type:Through Hole; Terminal Type:Radial Leaded
CMOS 4bit single-chip microcomputers 的CMOS 4位单片机
	Hitachi,Ltd.
TOKO, Inc.

	558-0302-001F 	LED Lamp; Bulb Size:3mm; LED Color:Yellow; Luminous Intensity:12.6mcd; Viewing Angle:60 ; Forward Current:12mA; Forward Voltage:5V; Operating Temperature Range:-40 C to  85 C; Color:Yellow RoHS Compliant: Yes T-1 SINGLE COLOR LED, YELLOW, 3 mm
	Dialight PLC

	1N6513LL 1N6515LL 1N6517LL 	2000 V rectifier 1.5-3.5 A forward current, 70 ns recovery time
3000 V rectifier 1.5-3.5 A forward current, 70 ns recovery time
5000 V rectifier 1.5-3.5 A forward current, 70 ns recovery time
	Voltage Multipliers

	586-2402-101 586-2402-105 	LED Lamp; Bulb Size:T-3 1/4; LED Color:Green; Luminous Intensity:2200ucd; Forward Current:15mA; Forward Voltage:6V; Operating Temperature Range:-30 C to  C; Color:Green; Leaded Process Compatible:No; Lens Width:5 RoHS Compliant: No
T-3 1/4 SINGLE COLOR LED, GREEN, 10.7 mm
	DIALIGHT CORP
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