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			MS-162-HRMJ-1 - Miniature Interface Coaxial Switch, DC to 10 GHz 
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			 Related Part Number
	
					PART	Description	Maker
	GT12M-20_1DP-CV8.7R GT12M-20_1DPP-HU GT12M-20_1DS-	21 CONTACT(S), MALE, TELECOM AND DATACOM CONNECTOR, SOLDER
Coaxial Cable; Coaxial RG/U Type:62A; Impedance:93ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Steel; Jacket Color:Black; Leaded Process Compatible:No RoHS Compliant: Yes
2 mm Pitch, Miniature ECU Connectors
2 mm Pitch/ Miniature ECU Connectors
	Hirose Electric USA, INC.
http://
HIROSE[Hirose Electric]

	DMP-SA-MMCXP 	Micro-Miniature Coaxial Connectors
	DDK Ltd.

	Y90-LR-PC Y90-LR-PC-1 Y90-LR-PC-2 Y90-LR-PC-3 	Miniature, Low-profile Coaxial Connectors
	DDK Ltd.

	BYW34 BYW36 BYW32 BYW33 BYW35 	MINIATURE GLASS PASSIVATED FAST SWITCHING RECTIFIER
Composite Data, Audio, Video, Security & Control Cable; Composite Conductor Types:2 Coaxial   8 Pairs; Number of Conductors:18; Conductor Size AWG
Composite Cable; Composite Conductor Types:2 Coaxial  8 Pairs  2 Fibers; Number of Conductors:18; Conductor Size AWG:24-18; No. Strands x Strand Size
Coaxial Cable; Coaxial RG/U Type:7; Impedance:75ohm; Conductor Size AWG:16; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Copper; Jacket Color:Black; Temperature Max:75 C RoHS Compliant: Yes
	GE[General Semiconductor]
GE Security, Inc.

	MTD394 MTD394V MTD393 MTD393V MTD394N MTD49X MTD39	Coaxial Transceiver Interface
	List of Unclassifed Man...
ETC[ETC]
List of Unclassifed Manufacturers

	HRMJ-N.FLP-ST5 HRMP-U.FLJ40 N-FL 	FEMALE-MALE, RF STRAIGHT ADAPTER, JACK-PLUG
Lightweight SMT Miniature Coaxial Connectors ?1.4 mm Mated Height
	Hirose Electric

	PL71-XXX PL71-LP-1.5CW PL71-LR-PC PL71-P-1.5CW PL7	RFCO-AXIAL CONNECTORS(75 OHM SUB-MINIATURE PUSH-ON LOCK COAXIAL CONNECTORS) RFCO同轴连接器（75欧姆超小型推进式锁同轴连接器
	HIROSE ELECTRIC Co., Ltd.
http://
Hirose Electric USA, INC.
HIROSE[Hirose Electric]

	XE0055CS2 	Miniature Telephone Line Interface Module for CTI Applications
	List of Unclassifed Manufacturers
ETC[ETC]

	EPE6313SE09 	Miniature 10Base-T Interface Module with Enhanced Common Mode Attenuation
	PCA ELECTRONICS INC.

	10A02 10A01 10A07 10A03 10A04 10A05 10A06 	10 Amp Rectifier 50 to 1000 Volts
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:23; No. Strands x Strand Size:Solid; Jacket Material:FEP; Conductor Material
Coaxial Cable; Coaxial RG/U Type:58; Impedance:53.5ohm; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Polyvinylchloride (PVC); Jacket Color:Black; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:62; Impedance:93ohm; Conductor Size AWG:22; No. Strands x Strand Size:Solid; Jacket Material:Thermoplastic; Jacket Color:Natural; Leaded Process Compatible:Yes; Number of Conductors:1 RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:58; Impedance:53.5ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:FEP; Jacket Color:Natural; Leaded Process Compatible:Yes; Voltage Nom.:300V RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:6; Impedance:75ohm; Conductor Size AWG:18; No. Strands x Strand Size:Solid; Jacket Material:LSPVC; Conductor Material:Copper; Jacket Color:Natural; Leaded Process Compatible:Yes RoHS Compliant: Yes
	Micro Commercial Compon...
MCC[Micro Commercial Components]
Micro Commercial Components Corp.

	L72CB-1YTA-L L72CB-1GDA L72CB-1GDA-2L L72CB-1GDA-L	RIGHT ANGLE LED LAMPS 直角LED节能
RES NET ISOLATED 2.7K OHM 6-SIP
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Conductor Material:Steel; Leaded Process Compatible:Yes RoHS Compliant: Yes
Coaxial Cable; Coaxial RG/U Type:59; Impedance:75ohm; Conductor Size AWG:20; No. Strands x Strand Size:Solid; Jacket Material:Polyvinylchloride (PVC); Capacitance:16.2pF/ft; Conductor Material:Steel; Jacket Color:Black RoHS Compliant: Yes
	http://
Kingbright, Corp.
MICRO-ELECTRONICS[Micro Electronics]
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