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			 Related Part Number
	
					PART	Description	Maker
	LT1468CDD-PBF LT1468CDD-TRPBF LT1468CN8-PBF LT1468	90MHz, 22V/レs 16-Bit Accurate Operational Amplifi er
90MHz, 22V/μs 16-Bit Accurate Operational Amplifi er
90MHz, 22V/渭s 16-Bit Accurate Operational Amplifi er
90MHz, 22V/楼矛s 16-Bit Accurate Operational Amplifi er
	Linear Technology

	TDA2008 TDA2008V 	12W AUDIO AMPLIFIER Vs = 22V, RL= 4ohm
12W AUDIO AMPLIFIER Vs = 22V/ RL= 4ohm
	意法半导
STMICROELECTRONICS[STMicroelectronics]
ST Microelectronics

	AM25LS2569DC AM25LS2569DCB AM25LS2568DC AM25LS2568	Dual 90MHz, 22V/us 16-Bit Accurate Operational Amplifier; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
Dual 90MHz, 22V/us 16-Bit Accurate Operational Amplifier; Package: MSOP; No of Pins: 8; Temperature Range: 0°C to  70°C
Dual 90MHz, 22V/us 16-Bit Accurate Operational Amplifier; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
Synchronous Up/Down Counter 同步减计数器
Dual/Quad Over-The-Top Micropower Rail-to-Rail Input and Output Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: -40&deg;C to  85&deg;C 同步减计数器
	Advanced Micro Devices, Inc.
Electronic Theatre Controls, Inc.
Unisonic Technologies Co., Ltd.

	LT1468 	90MHz, 22V/s 16-Bit Accurate Operational Amplifier
	Linear Technology

	LT1469 LT1469CN8 LT1469CS8 LT1469IN8 LT1469IS8 	Dual 90MHz, 22V/us 16-Bit Accurate Operational Amplifier
Dual 90MHz/ 22V/us 16-Bit Accurate Operational Amplifier
	Linear Technology Corporation
LINER[Linear Technology]

	820A0066-03 	Power Misc, UL/CSA AC 22V, 550mA, Power Supply
	Tamura Corporation Of America

	PFH-M5-12 PFH-M4-12 PFH-M5-8 PFH-M5-10 PFH-M5-16 P	Dual/Quad Micropower, 1MHz C-Load Picoampere Bias Current JFET Input Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Micropower Precision Low Dropout Series Voltage Reference Family; Package: SO; No of Pins: 8; Temperature Range: -40° to  125°C
EINSCHLAGSCHRAUBE PASSIVIERT M5X8 Inhalt pro Packung: 50 Stk.
Dual/Quad Micropower, 260µW C-Load Picoampere Bias Current JFET Input Op Amps; Package: PDIP; No of Pins: 14; Temperature Range: 0°C to  70°C
EINSCHLAGSCHRAUBE PASSIVIERT M5X16 Inhalt pro Packung: 50 Stk.
Dual/Quad Micropower, 1MHz C-Load Picoampere Bias Current JFET Input Op Amps; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
EINSCHLAGSCHRAUBE PASSIVIERT M5X20 Inhalt pro Packung: 50 Stk.
EINSCHLAGSCHRAUBE PASSIVIERT M3X12 Inhalt pro Packung: 50 Stk.
EINSCHLAGSCHRAUBE PASSIVIERT M3X16 Inhalt pro Packung: 50 Stk.
EINSCHLAGSCHRAUBE PASSIVIERT M3X14 Inhalt pro Packung: 50 Stk.
EINSCHLAGSCHRAUBE PASSIVIERT M3X8 Inhalt pro Packung: 50 Stk.
Micropower Precision Low Dropout Series Voltage Reference Family; Package: SO; No of Pins: 8; Temperature Range: -40°C to  85°C
EINSCHLAGSCHRAUBE PASSIVIERT M3X20 Inhalt pro Packung: 50 Stk.
EINSCHLAGSCHRAUBE PASSIVIERT M3X10 Inhalt pro Packung: 50 Stk.
Dual 90MHz, 22V/us 16-Bit Accurate Operational Amplifier; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Dual/Quad Micropower, 260µW C-Load Picoampere Bias Current JFET Input Op Amps; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Micropower Dual/Quad Precision Rail-to-Rail Input and Output Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: 0°C to  70°C
Micropower Dual/Quad Precision Rail-to-Rail Input and Output Op Amp; Package: SO; No of Pins: 16; Temperature Range: 0°C to  70°C
EINSCHLAGSCHRAUBE PASSIVIERT M6X18 Inhalt pro Packung: 50 Stk.
90MHz, 22V/us 16-Bit Accurate Operational Amplifier; Package: PDIP; No of Pins: 8; Temperature Range: -40°C to  85°C
Micropower Dual/Quad Precision Rail-to-Rail Input and Output Op Amp; Package: SO; No of Pins: 8; Temperature Range: 0°C to  70°C
EINSCHLAGSCHRAUBE PASSIVIERT M4X14 Inhalt pro Packung: 50 Stk.
EINSCHLAGSCHRAUBE PASSIVIERT M4X16 Inhalt pro Packung: 50 Stk.
Micropower Dual/Quad Precision Rail-to-Rail Input and Output Op Amp; Package: SO; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C EINSCHLAGSCHRAUBE PASSIVIERT M6X12 Inhalt亲Packung0沙头角
Micropower Dual/Quad Precision Rail-to-Rail Input and Output Op Amp; Package: PDIP; No of Pins: 8; Temperature Range: 0&deg;C to  70&deg;C EINSCHLAGSCHRAUBE PASSIVIERT M6X10 Inhalt亲Packung0沙头角
	HIROSE ELECTRIC Co., Ltd.

	BD241CFP 	Transient Surge Protection Thyristor; Package/Case:MS-013; Current, It av:2.2A; Reel Quantity:1500; Capacitance:80pF; Current Rating:2.2A; Forward Current:5A; Forward Voltage:200V; Holding Current:150mA 晶体管|晶体管|叩| 100V的五（巴西）总裁| 3A条一（c）| TO - 220AB现有
	Samsung Semiconductor Co., Ltd.

	Q60103-Y32-E Q60103-Y32-F Q60103-Y23-F Q60103-Y23-	Triac; Thyristor Type:Standard; Peak Repetitive Off-State Voltage, Vdrm:1000V; On State RMS Current, IT(rms):6A; Gate Trigger Current (QI), Igt:50mA; Current, It av:6A; Gate Trigger Current Max, Igt:50mA RoHS Compliant: Yes PNP晶体管为自动输入
Standard Recovery Rectifier; Forward Current:25A; Forward Current Average:15.9A; Forward Current Avg Rectified, IF(AV):15.9A; Forward Surge Current Max, Ifsm:350A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
PNP TRANSISTORS FOR AF INPUT STAGES
	SIEMENS AG
SIEMENS[Siemens Semiconductor Group]

	FS1UM-18A 	Standard Recovery Rectifier; Forward Current:15A; Forward Current Average:9.5A; Forward Current Avg Rectified, IF(AV):9.5A; Forward Surge Current Max, Ifsm:225A; Forward Voltage:1.1V; Forward Voltage Max, VF:1.1V RoHS Compliant: Yes
HIGH-SPEED SWITCHING USE
	Mitsubishi Electric Corporation
MITSUBISHI[Mitsubishi Electric Semiconductor]
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