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			 Related Part Number
	
					PART	Description	Maker
	SP6642 SP6642EU SP6642UEB SP6643 SP6643EU 	Single Alkaline Cell High Efficiency Step-Up DC-DC Converter
Application Note:High Current Output
Single Alkaline Cell, High Efficiency Step-Up DC-DC Converter
	SIPEX[Sipex Corporation]

	PC110TG5-TR PC110TR5-TR 	T-1 SINGLE COLOR LED, HIGH EFFICIENCY GREEN, 3 mm
T-1 SINGLE COLOR LED, HIGH EFFICIENCY RED, 3 mm
	LEDtronics, Inc.

	BL-W4334A-S BL-WX1334A-S 	SINGLE COLOR LED, HIGH EFFICIENCY RED, 4.86 mm
SINGLE COLOR LED, HIGH EFFICIENCY GREEN, 4.86 mm
	AMERICAN BRIGHT OPTOELECTRONICS CORP

	VCN60BADJTU-1C MDCVCN6070 	High Efficiency, High Current Density, 60 or 70 Amp Single Inline Package DC/DC Converters
	Murata Manufacturing Co., Ltd.

	ZXRD1050PQ16 ZXM64NO3X ZXRD1033PQ16 ZXRD1033NQ16 Z	   HIGH EFFICIENCY SIMPLESYNC?PWM DC-DC CONTROLLERS
5 V, High efficiency simplesync PWM DC-DC controller
3.3 V, High efficiency simplesync PWM DC-DC controller
PTSE 30C 29#20 1#16 PIN RECP
MC680X0 FPU COPROCESSOR
Circular Connector; MIL SPEC:MIL-C-26482, Series I; Body Material:Aluminum Alloy; Series:MS3121; No. of Contacts:11; Connector Shell Size:18; Connecting Termination:Crimp; Circular Shell Style:Cable Receptacle RoHS Compliant: No
HIGH EFFICIENCY SIMPLESYNC PWM DC-DC CONTROLLERS
Adj, High efficiency simplesync PWM DC-DC controller
	Diodes Incorporated
ZETEX PLC
Zetex Semiconductors

	HM62V8512B HM62V8512BLFP-7 HM62V8512BLFP-7SL HM62V	ECONOLINE: RM & RL - Single Output Rail- Industry Standard Pinout- 1kVDC & 2kVDC Isolation- High Efficiency for Low Power Applications- UL94V-0 Package Material- Toroidal Magnetics- Fully Encapsulated- Efficiency to 80%
ECONOLINE: RM & RL - Single Output Rail- Industry Standard Pinout- 1kVDC & 2kVDC Isolation- High Efficiency for Low Power Applications- UL94V-0 Package Material- Toroidal Magnetics- Fully Encapsulated- Efficiency to 80%
Quadruple Bus Buffer Gate With 3-State Outputs 14-PDIP -40 to 85
4 M SRAM (512-kword x 8-bit)
	Hitachi,Ltd.
HITACHI[Hitachi Semiconductor]

	ADP1148-3.3 ADP1148-5 ADP1148AN-3.3 ADP1148AR-3.3 	InputV: 0.3-20V; 50mA; high efficiency synchronous step-down switching regulator. For notebook and palmtop computers, portable instrumnets, battery operated digital devices
500kHz and 1MHz High Efficiency 1.5A Switching Regulators; Package: SO; No of Pins: 8; Temperature Range: -40?°C to  85?°C
High Efficiency Synchronous Step-Down Switching Regulators(高效率同步步降开关稳压器)
	Analog Devices, Inc.

	LTC1629 LTC1629C LTC1629I LTC1629C-PG LTC1629CG LT	PolyPhase, High Efficiency,Synchronous Step-DownSwitching Regulator
PolyPhase/ High Efficiency/ Synchronous Step-Down Switching Regulators
PolyPhase, High Efficiency, Synchronous Step-Down Switching Regulators
RADIATION HARDENED HIGH EFFICIENCY, 5 AMP SWITCHING REGULATORS
Dual LinCMOS(TM) Timer 14-SOIC
	Linear Technology Corporation

	BL-C3336M BL-C3436 BL-C1131A BL-C1131A- BL-C1132 B	ECONOLINE: RM & RL - Single Output Rail- Industry Standard Pinout- 1kVDC & 2kVDC Isolation- High Efficiency for Low Power Applications- UL94V-0 Package Material- Toroidal Magnetics- Fully Encapsulated- Efficiency to 80%
STANDARD LED LAMPS 标准LED节能
ECONOLINE: RM & RL - Single Output Rail- Industry Standard Pinout- 1kVDC & 2kVDC Isolation- High Efficiency for Low Power Applications- UL94V-0 Package Material- Toroidal Magnetics- Fully Encapsulated- Efficiency to 80%
	?╁??′唤??????
Yellow Stone, Corp.
早安股份有限公司
YSTONE[Yellow Stone Corp]

	AM2520EC04 	T-3/4 SINGLE COLOR LED, HIGH EFFICIENCY RED, 1.9 mm
	KINGBRIGHT CORP

	BPL200TR3 BPL200TWR3 	T-1 3/4 SINGLE COLOR LED, HIGH EFFICIENCY RED, 5 mm
	LEDTRONICS INC
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