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			RAD-ANT-VAN-MKT - Mounting material for wall mounting of OMNI omnidirectional antenna with protection against vandals 



		
			
					
						
						



					
				
					 		
	Part No.	RAD-ANT-VAN-MKT   

	Description	Mounting material for wall mounting of OMNI omnidirectional antenna with protection against vandals 
 

	File Size	92.73K  / 
						3 Page	 
	

						Maker	
						


						 PHOENIX CONTACT 
  
						










	
						
						




						

	Homepage	
						http://www.phoenixcontact.com
	Download	[ 
						RAD-ANT-VAN-MKT  Datasheet PDF Downlaod from IC-ON-LINE.CN ]

                                                 [ 
						RAD-ANT-VAN-MKT  Datasheet PDF Downlaod from Datasheet.HK ]

						[RAD-ANT-VAN-MKT  Datasheet PDF Downlaod from Maxim4U.com ] :-)


						

						[ View it Online ]
					  [ Search more for RAD-ANT-VAN-MKT ] 


					[ Price & Availability of RAD-ANT-VAN-MKT by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : Mounting material for wall mounting of OMNI omnidirectional antenna with protection against vandals   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	STK12C68-IM STK12C68-L45IM STK12C68-L35IM STK12C68	NVRAM (EEPROM Based) NVRAM中（EEPROM的基础
Fuse Holder; Mounting Type:PC Board; Body Material:Thermoplastic; Contact Material:Beryllium Copper; Contact Plating:Tin; Current Rating:3.5A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:154
Fuse Holder; Mounting Type:PC Board; Body Material:Thermoplastic; Contact Material:Beryllium Copper; Contact Plating:Tin; Current Rating:1.5A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:154
Fuse Holder; Mounting Type:PC Board Surface Mount; Body Material:Thermoplastic; Contact Material:Beryllium Copper; Contact Plating:Tin; Current Rating:1.5A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Fuse Holder; Body Material:Thermoplastic; Current Rating:3A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:154; Contact Material:Beryllium Copper; Contact Plating:Tin; Mounting Type:PC Board RoHS Compliant: Yes
Fuse Holder; Body Material:Thermoplastic; Current Rating:5A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:154; Contact Material:Beryllium Copper; Contact Plating:Tin; Mounting Type:PC Board RoHS Compliant: Yes
FUSE 5A LITTLEFUSE 154005
CMOS nvSRAM 8K x 8 AutoStore Nonvolatile Static RAM Industrial Temperature/Military Screen
	N.A.
ETC[ETC]
List of Unclassifed Manufacturers

	AD204KY AD204KN AD204JN AD202KY AD202KN AD202JN AD	Low Cost/ Miniature Isolation Amplifiers
Circular Connector; No. of Contacts:6; Series:LJTPQ00R; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:17; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle
Contact Gender:Pin; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:17-6
Circular Connector; MIL SPEC:MIL-DTL-38999 Series I; Body Material:Metal; Series:LJT; No. of Contacts:11; Connector Shell Size:19; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight RoHS Compliant: No
Circular Connector; MIL SPEC:MIL-DTL-38999 Series I; Body Material:Metal; Series:LJT; No. of Contacts:32; Connector Shell Size:19; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight RoHS Compliant: No
Circular Connector; No. of Contacts:32; Series:LJTPQ00R; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:19; Circular Contact Gender:Pin; Circular Shell Style:Wall Mount Receptacle
Circular Connector; No. of Contacts:8; Series:LJTPQ00R; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:17; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle
	Analog Devices, Inc.
ANALOG DEVICES INC

	SLD324ZT SLD324ZT-3 SLD324ZT-1 SLD324ZT-2 SLD324ZT	Circular Connector; No. of Contacts:55; Series:; Body Material:Aluminum; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:22-55
Circular Connector; Body Material:Aluminum; Series:PT00; No. of Contacts:55; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Socket; Insert Arrangement:22-55
Circular Connector; No. of Contacts:55; Series:; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:22-55
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Crimp; Body Material:Aluminum; Series:PT00; Number of Contacts:55; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle
High-Power Density 2W Laser Diode
From old datasheet system
	SONY[Sony Corporation]

	MH16S72AMA-8 MH16S72AMA-12 MH16S72AMA-10 	Circular Connector; No. of Contacts:3; Series:MS27497; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:12; Circular Contact Gender:Pin; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:12-3 RoHS Compliant: No
JT 22C 22#22D PIN WALL RECP
1207959552-BIT (16777216 - WORD BY 72-BIT)SynchronousDRAM
	Mitsubishi Electric Corporation

	BD52XXG BD5247 BD5257 BD5256 BD5344 BD5241 BD5243 	Static Monitor Jack; Features:Allows an operator to disconnect a ground cord from the wrist band and leave the workstation without deactivating
Polarizing post; For Use With:N2500 series, 4-wall headers; Body Material:Glass-filled Polyester; Color:Beige; Features:Hi-temperature plastic RoHS
Polarizing post; For Use With:N2500 series, 4-wall headers; Body Material:Glass-filled Polyester; Color:Black; Features:Low-temperature plastic RoHS
Color Coded Flat Cable, 3302/25 28 AWG, .050 (1.27)
ECONOLINE: RI - Custom Solutions Available- 1kVDC Isolation- No Extern. Components Required- UL94V-0 Package Material- No Heatsink Required- Efficiency to 87%
Color Coded Flat Cable, 3302/10 28 AWG, .050 (1.27) 电压检测器IC
VOLTAGE DETECTOR IC 电压检测器IC
Insulating Tape; Tape Backing Material:PVC; Width:0.75"; Roll Length:20ft; Adhesive Material:Rubber RoHS Compliant: Yes 电压检测器IC
Color Coded Flat Cable, 3302/34 28 AWG, .050 (1.27) 电压检测器IC
Color Coded Flat Cable, 3302/09 28 AWG, .050 (1.27) 电压检测器IC
Color Coded Flat Cable, 3302/18 28 AWG, .050 (1.27) 电压检测器IC
	Rohm CO.,LTD.
Electronic Theatre Controls, Inc.
Microsemi, Corp.

	MH2S64CZTJ-12 MH2S64CZTJ-15 MH2S64CWZTJ-1539 MH2S6	Circular Connector; Body Material:Aluminum; Series:PT00; No. of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Pin; Insert Arrangement:14-15
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT00; Number of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT00; No. of Contacts:19; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
Circular Connector; Body Material:Aluminum; Series:PT00; No. of Contacts:15; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Socket
Circular Connector; Body Material:Aluminum; Series:PT00; No. of Contacts:18; Connector Shell Size:14; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Socket
	Mitsubishi Electric Corporation

	MC74ACT620 MC74AC620 MC74AC620N MC74ACT620N ON1215	Circular Connector; MIL SPEC:MIL-DTL-38999 Series II; Body Material:Metal; Series:JT; No. of Contacts:100; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Body Style:Straight RoHS Compliant: No
Circular Connector; No. of Contacts:55; Series:JTPQ00R; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:22-55
OCTAL BIDIRECTIONAL TRANSCEIVER WITH 3-STATE OUTPUTS
From old datasheet system
	Motorola, Inc.
ON Semi
MOTOROLA[Motorola Inc]
MOTOROLA[Motorola, Inc]

	CY62146DV30 CY62146DV30L-70BVXI CY62146DV30L CY621	4M Bit Static RAM
Memory : MicroPower SRAMs
4-Mbit (256K x 16) Static RAM
Circular Connector; Body Material:Aluminum; Series:PT00; Number of Contacts:25; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Pin; Insert Arrangement:22-25
Circular Connector; Body Material:Aluminum; Series:PT00; No. of Contacts:21; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Pin; Insert Arrangement:22-21
Circular Connector; Body Material:Aluminum; Series:PT00; Number of Contacts:21; Connector Shell Size:22; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Socket
Circular Connector; Body Material:Aluminum; Series:PT00; No. of Contacts:41; Connector Shell Size:20; Connecting Termination:Crimp; Circular Shell Style:Wall Mount Receptacle; Circular Contact Gender:Pin; Insert Arrangement:20-41
	Cypress Semiconductor Corp.

	GAL6002 GAL6002B-15LJ GAL6002B-15LP GAL6002B-20LJ 	High Performance E2CMOS FPLA Generic Array Logic
Circular Connector; No. of Contacts:79; Series:MS27497; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:20; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No
Circular Connector; No. of Contacts:41; Series:MS27497; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:20; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No
Circular Connector; No. of Contacts:100; Series:MS27497; Body Material:Aluminum; Connecting Termination:Crimp; Connector Shell Size:22; Circular Contact Gender:Socket; Circular Shell Style:Wall Mount Receptacle RoHS Compliant: No
	http://
LATTICE[Lattice Semiconductor]
Lattice Semiconductor Corporation

	Z21L390 Z21L431 Z21L361 Z33M271S Z33M441S Z33M102S	288Mb RLDRAM Component
MEM, MT49H8M36FM, RLDRAM II, 288MBIT, 8MEG X 36, 400MHZ, 2.5/1.8VIO, FBGA144L
Fuse Holder; Fuse Size/Group:Micro; Body Material:Thermoplastic; Current Rating:5A; Leaded Process Compatible:Yes; Contact Material:Copper; Contact Plating:Tin; Mounting Type:PC Board; Operating Temperature Range:-40 C to  100 C RoHS Compliant: Yes
	Rectron Semiconductor

	MTSM3302AZ-UY MTSMJ302AZ-UO MTSM7302AZ-UR 	Circular Connector; No. of Contacts:55; Series:; Body Material:Aluminum; Connecting Termination:Solder; Connector Shell Size:22; Circular Contact Gender:Pin; Circular Shell Style:Wall Mount Receptacle; Insert Arrangement:22-55
Circular Connector; MIL SPEC:MIL-C-26482, Series I, Solder; Body Material:Aluminum; Series:PT00; Number of Contacts:55; Connector Shell Size:22; Connecting Termination:Solder; Circular Shell Style:Wall Mount Receptacle
Z−Bend SMT LED
Surface Mount LED Lamps
	MARKTECH[Marktech Corporate]
Marktech Optoelectronics
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