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			 Related Part Number
	
					PART	Description	Maker
	XRP9710EY 	Flammability rating of UL 94┸V0
	Exar Corporation

	XR21B1411IL16D2F 	Flammability rating of UL 94┸V0
	Exar Corporation

	54LS76 S7476W S7476F S74LS76W S74LS76F 74LS76 54_7	ENCLOSURE, CARDMASTER POLYCARBONATE; Length / Height, external:160mm; Width, external:166mm; Depth, external:118mm; Material:Polycarbonate; Colour:Light Grey; Flammability rating:UL 94 5V; IP rating:IP 65; RAL number:7035; Temp, op.
DUAL JK FLIP - FLOP 双JK触发次浮点运
	Signetics
ETC[ETC]
List of Unclassifed Manufacturers
Electronic Theatre Controls, Inc.

	3414.0114.11 3414.0124.22 	SUPER FAST BLOW ELECTRIC FUSE, 0.75A, 32VDC, 35A (IR), SURFACE MOUNT
FUSE, SMD, USF0402, 5A; Current, fuse rating:5A; Case style:0402; Approval Bodies:CCC; Approval category:UL Recognised; Current, breaking capacity DC:35A; Depth, external:0.4mm; Device marking:T; Flammability rating:UL94V-1; Fuse RoHS Compliant: Yes
	SCHURTER INC

	22-01-1063 22-01-1123 	Connector Housing; Gender:Female; Number of Contacts:6; Series:5051-NM; Body Material:PA Polyamide (Nylon) 6/6; Number of Rows:1; Pitch Spacing:2.5mm 6 CONTACT(S), FEMALE, TWO PART BOARD CONNECTOR, CRIMP
CRIMP HOUSING, 2.5MM 12WAY ; Ways, No. of:12; Colour:White; Current rating:2.5A; Dielectric strength:1500V/m; Flammability rating:UL94V-0; Force, de-mating:0.5N; Force, mating:2N; Housing type:White Nylon UL94V-0; Material:Nylon;
	Molex, Inc.
MOLEX INC

	ICL7650 ICL7650BCPA ICL7650BCPD ICL7650BCSA ICL765	(ICL7650x / ICL7653x) Chopper-Stabilized Op Amps
Chopper-Stabilized Op Amps OP-AMP, 5 uV OFFSET-MAX, 2 MHz BAND WIDTH, PDIP14
High-Performance Impact-X<TM> PAL<R> Circuits 20-CFP -55 to 125
High-Performance Impact-X<TM> PAL<R> Circuits 20-LCCC -55 to 125
High-Performance Impact-X<TM> PAL<R> Circuits 20-CDIP -55 to 125
SWITCH, DIL, SMD, 4WAY; Ways, No. of:4; Actuator type:Slide; Pin configuration:DIL; Current, contact @ contact voltage DC max:100mA; Current, contact rating:100mA; Dielectric strength, VDC:500V; Flammability rating:UL94V-0; RoHS Compliant: Yes
?Chopper-Stabilized Op Amp
Chopper-stabilized amplifier
	Maxim Integrated Produc...
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	5500.2031 5500.2032 5500.2033 5500.2072 5500.2074 	AC Filter Cost Optimized
Single Phase RFI Line Filter; Mounting Type: Chassis Module; Voltage Rating: 250V; Current Rating: 16A; Leakage Current Rating: 0.5 mA 250 V, 60 HZ, SINGLE PHASE EMI FILTER
	Schurter Inc.
SCHURTER AG

	5500.2070 5500.2071 	Single Phase RFI Line Filter; Mounting Type: Chassis Module; Voltage Rating: 250V; Current Rating: 16A; Leakage Current Rating: 0.5 mA 250 V, 50 HZ, SINGLE PHASE EMI FILTER
AC Filter 2-Stage, Broad Band Attenuation
	SCHURTER AG
Schurter Inc.

	BC868 BC868-25 BC868/T1 	NPN medium power transistor
Leaded Cartridge Fuse; Current Rating:100mA; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Type:Fast Acting; Voltage Rating:125V; Body Material:Plastic Cap; Diameter:6.35mm; Leaded Process Compatible:Yes; Length:8.89mm RoHS Compliant: Yes
	NXP Semiconductors
Philips Semiconductors
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