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			 Related Part Number
	
					PART	Description	Maker
	ST16C2550CQ48F 	Flammability rating of UL 94┸V0
	Exar Corporation

	XRP9710EY 	Flammability rating of UL 94┸V0
	Exar Corporation

	CLC2000ISO8X 	Flammability rating of UL 94┸V0
	Exar Corporation

	3414.0114.11 3414.0124.22 	SUPER FAST BLOW ELECTRIC FUSE, 0.75A, 32VDC, 35A (IR), SURFACE MOUNT
FUSE, SMD, USF0402, 5A; Current, fuse rating:5A; Case style:0402; Approval Bodies:CCC; Approval category:UL Recognised; Current, breaking capacity DC:35A; Depth, external:0.4mm; Device marking:T; Flammability rating:UL94V-1; Fuse RoHS Compliant: Yes
	SCHURTER INC

	ICM7240-BICM7260 ICM7240 ICM7250IJE ICM7250IPE ICM	Fixed and Programmble Counter/Timer(8位二进制,固定,RC定时计数 8位二进制、可编程的、RC定时计数
Fixed and Programmble Counter/Timer(8位二进制,可编程的,RC定时计数 8位二进制、可编程的RC定时计数
SWITCH, DIL, SMD, 8WAY; Ways, No. of:8; Actuator type:Slide; Pin configuration:DIL; Current, contact @ contact voltage DC max:100mA; Current, contact rating:100mA; Dielectric strength, VDC:500V; Flammability rating:UL94V-0; RoHS Compliant: Yes
Fixed And Programmable Timer/Counters 固定和可编程定时计数
	MAXIM - Dallas Semiconductor
MAXIM[Maxim Integrated Products]
Maixm
Maxim Integrated Products, Inc.

	39-53-2194 39-53-2234 39-53-2044 	1.25 FFC ZIF Hsg Assy 19Ckt 19 CONTACT(S), FEMALE, RIGHT ANGLE FFC/FPC CONNECTOR, SOLDER
1.25 FFC ZIF Hsg Assy 23Ckt 23 CONTACT(S), FEMALE, RIGHT ANGLE FFC/FPC CONNECTOR, SOLDER
SOCKET, FFC/FPC 1.25MM ZIF 4WAYSOCKET, FFC/FPC 1.25MM ZIF 4WAY; Ways, No. of:4; Pitch:1.25mm; Current rating:1A; Flammability rating:UL94V-0; Material, contact:Phosphor Bronze Alloy; Plating, contact:Tin-Lead; Poles, No. of:4;
	Molex, Inc.
MOLEX INC

	5500.2058 	Single Phase RFI Line Filter; Mounting Type: Chassis Module; Voltage Rating: 250V; Current Rating: 3A; Leakage Current Rating: 0.5 mA 250 V, 50 HZ, SINGLE PHASE EMI FILTER
	SCHURTER AG

	Z8681AB1YN 	Leaded Cartridge Fuse; Current Rating:2A; Voltage Rating:250V; Fuse Terminals:Axial Lead; Fuse Type:Fast Acting; Voltage Rating:250V; Body Material:Ceramic; Diameter:6.985mm; Fuse Size/Group:1/4 x 1-1/4 &quot; RoHS Compliant: Yes 8位微控制
	东电?中国)投资有限公司

	BC860CL BC860AL 	Leaded Cartridge Fuse; Current Rating:700mA; Voltage Rating:125V; Fuse Terminals:Radial Lead; Fuse Type:Fast Acting; Voltage Rating:125V; Body Material:Plastic Cap; Diameter:6.35mm; Leaded Process Compatible:Yes; Length:8.89mm RoHS Compliant: Yes
Automotive Fuse; Current Rating:15A; Voltage Rating:32V; Fuse Type:Fast Acting; Fuse Terminals:Blade; Length:18.54mm; Series:257; Fuse Size/Group:18.54 x 19.05 x 5.08mm 晶体管|晶体管|进步党| 45V的五（巴西）总裁| 100mA的一（c）| SOT - 23封装
	Ironwood Electronics

	6202.2100 	Power Entry Module; IEC; Voltage Rating: 250V; Current Rating: 10A; Terminal Type: Solder Tabs; Protection class II; blackThermoplastic housing
	SCHURTER INC

	B-4025 B-4025SR B-4025E B-4025Y 	LIGHT BAR
Miniature PCB Fuse; Low breaking capacity; directly solderable; Voltage Rating: 250V; Current Rating: 3.15A; Characteristic: Time Lag
	Electronic Theatre Controls, Inc.
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