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			 Related Part Number
	
					PART	Description	Maker
	H7422 H7422-01 H7422P-50 H7422-02 H7422-20 H7422-4	Jack Screw; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
OSC 5V SMT PLAS 14X9 CMOS
Slidelock; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
Photosensor Modules
	Hamamatsu Photonics
HAMAMATSU[Hamamatsu Corporation]

	SSTU32865EG SSTU32865ET SSTU32865 	1.8 V 28-bit 1:2 registered buffer with parity for DDR2 RDIMM
Linear Voltage Regulator IC; Package/Case:8-MSOP; Current Rating:250mA; Leaded Process Compatible:No; Output Voltage Max:1.5V; Peak Reflow Compatible (260 C):No; Reel Quantity:2500; Voltage Regulator Type:Low Dropout (LDO)
Linear Voltage Regulator IC; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No
	NXP Semiconductors
Philips Semiconductors

	F6S2-2M2 	Fiber Optic Cable Assembly; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No
	PANDUIT CORP

	ISPPAC-CLK5610V-01T48C ISPPAC-CLK5610V-01T48I ISPP	LED Area Light; LED Color:Green; Leaded Process Compatible:No; Light Emitting Area:62x62mm; Peak Reflow Compatible (260 C):No; Supply Current:200mA; Supply Voltage:24VDC; Wavelength:525nm 在系统可编程，零延迟时钟发生器通用扇出缓冲
Spot Light; LED Color:Blue; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:160mA; Supply Voltage:30VDC; Wavelength:470nm 5600 SERIES, PLL BASED CLOCK DRIVER, 10 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP48
Linear Array Light; LED Color:Blue; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:1.6A; Supply Voltage:24VDC; Wavelength:470nm 在系统可编程，零延迟时钟发生器通用扇出缓冲
In-System Programmable, Zero-Delay Clock Generator with Universal Fan-Out Buffer 在系统可编程，零延迟时钟发生器通用扇出缓冲
LED Area Light; LED Color:Blue; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA; Supply Voltage:24VDC; Wavelength:470nm
Backlight LED; Color:Infrared; Digit/Alpha Height:70mm; Forward Current:250mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:70x70mm; Peak Reflow Compatible (260 C):No
Spot Light; LED Color:Green; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:160mA; Supply Voltage:30VDC; Wavelength:530nm
Backlight LED; Color:Red; Digit/Alpha Height:70mm; Forward Current:250mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:70x70mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA
LED On-Axis Light; LED Color:Green; Leaded Process Compatible:No; Light Emitting Area:100x100mm; Peak Reflow Compatible (260 C):No; Supply Current:500mA; Supply Voltage:24VDC; Wavelength:520nm
LED Area Light; Forward Current:300mA; Operating Temperature Range:0 C to  50 C; LED Color:Infrared; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA
Backlight LED; Color:Red; Digit/Alpha Height:85mm; Forward Current:500mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:85x220mm; Peak Reflow Compatible (260 C):No
Linear Array Light; LED Color:Green; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:800mA; Supply Voltage:24VDC; Wavelength:530nm
LED Area Light; LED Color:Green; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA; Supply Voltage:24VDC; Wavelength:525nm
	Lattice Semiconductor, Corp.
Lattice Semiconductor Corporation

	ISPPAC-CLK5510V-01T48C ISPPAC-CLK5510V-01T48I ISPP	LED Area Light; Forward Current:300mA; Operating Temperature Range:0 C to  50 C; LED Color:Red; Leaded Process Compatible:No; Light Emitting Area:80x80mm; Peak Reflow Compatible (260 C):No; Supply Current:250mA
LED Area Light; LED Color:Blue; Leaded Process Compatible:No; Light Emitting Area:62x62mm; Peak Reflow Compatible (260 C):No; Supply Current:200mA; Supply Voltage:24VDC; Wavelength:470nm
Backlight LED; Color:Infrared; Digit/Alpha Height:85mm; Forward Current:500mA; Operating Temperature Range:0 C to  50 C; Leaded Process Compatible:No; Light Emitting Area:85x220mm; Peak Reflow Compatible (260 C):No
LED Area Light; LED Color:Infrared; Leaded Process Compatible:No; Light Emitting Area:62x62mm; Peak Reflow Compatible (260 C):No; Supply Current:150mA; Supply Voltage:24VDC; Wavelength:940nm
Linear Array Light; LED Color:Green; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:1.6A; Supply Voltage:24VDC; Wavelength:530nm
Linear Array Light; LED Color:Blue; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Supply Current:800mA; Supply Voltage:24VDC; Wavelength:470nm 5500 SERIES, PLL BASED CLOCK DRIVER, 20 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP100
In-System Programmable Clock Generator with Universal Fan-Out Buffer 5500 SERIES, PLL BASED CLOCK DRIVER, 10 TRUE OUTPUT(S), 0 INVERTED OUTPUT(S), PQFP48
	Lattice Semiconductor Corporation
Lattice Semiconductor, Corp.

	S-2402-CCT 	Connector; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No RoHS Compliant: No 2 CONTACT(S), FEMALE, MULTIWAY RACK AND PANEL CONN, SOLDER, SOCKET
	Cinch Connectors

	SST89C54-33-AC-NJ SST89C58-33-AC-NJ SST89C54-33-AI	Voltage Regulator IC; Output Current:150mA; Output Voltage:3.3V; Package/Case:5-SOT-23; Supply Voltage Max:6V; Current Rating:150mA; Leaded Process Compatible:No; Output Current Max:150mA; Output Voltage Max:3.3V
Linear Voltage Regulator IC; Output Current Max:150mA; Supply Voltage Max:6V; Package/Case:5-SOT-23; Current Rating:150mA; Leaded Process Compatible:No; Output Voltage Max:5V; Peak Reflow Compatible (260 C):No
Replaced by PT78ST133 : 3.3Vout 1.5A Wide Input Positive Step-Down ISR 3-SIP MODULE -40 to 85
Voltage Regulator IC; Output Current:150mA; Output Voltage:2.6V; Package/Case:5-SOT-23; Supply Voltage Max:6V; Current Rating:150mA; Leaded Process Compatible:No; Output Current Max:150mA; Output Voltage Max:2.6V
Linear Voltage Regulator IC; Package/Case:5-SOT-23; Current Rating:150mA; Leaded Process Compatible:No; Output Voltage Max:5V; Peak Reflow Compatible (260 C):No; Reel Quantity:3000; Voltage Regulator Type:Low Dropout (LDO) RoHS Compliant: No
Linear Voltage Regulator IC; Output Current Max:150mA; Supply Voltage Max:6V; Package/Case:5-SOT-23; Current Rating:150mA; Leaded Process Compatible:No; Output Voltage Max:2.85V; Peak Reflow Compatible (260 C):No
Linear Voltage Regulator IC; Output Current Max:150mA; Supply Voltage Max:6V; Package/Case:5-SOT-23; Current Rating:150mA; Leaded Process Compatible:No; Output Voltage Max:3V; Peak Reflow Compatible (260 C):No
Linear Voltage Regulator IC; Output Current Max:150mA; Supply Voltage Max:6V; Package/Case:5-SOT-23; Current Rating:150mA; Leaded Process Compatible:No; Output Voltage Max:1.8V; Peak Reflow Compatible (260 C):No
Voltage Regulator IC; Output Current:500mA; Output Voltage:1.215V; Package/Case:8-MLP33; Supply Voltage Max:6V; Current Rating:500mA; Leaded Process Compatible:No; Output Current Max:500mA; Output Voltage Max:1.215V
FlashFlex51 MCU FlashFlex51单片
	Silicon Storage Technology, Inc.
SILICON STORAGE TECHNOLOGY INC

	2-2W5I-AT636S18 2-2W5I-AT636 	WATER COOLED A.C. SWITCH
WATERCOOLEDA.C.SWITCH
Computer Keyboard; No. of Keys:104; Color:Charcoal Black; Leaded Process Compatible:No; Output Type:PS/2; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Computer Keyboard; No. of Keys:104; Color:Black; Leaded Process Compatible:No; Output Type:USB; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
	POSEICO[Power Semiconductors]
PowerSemiconductors
POSEICO SPA

	STK12C68-IM STK12C68-L45IM STK12C68-L35IM STK12C68	NVRAM (EEPROM Based) NVRAM中（EEPROM的基础
Fuse Holder; Mounting Type:PC Board; Body Material:Thermoplastic; Contact Material:Beryllium Copper; Contact Plating:Tin; Current Rating:3.5A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:154
Fuse Holder; Mounting Type:PC Board; Body Material:Thermoplastic; Contact Material:Beryllium Copper; Contact Plating:Tin; Current Rating:1.5A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:154
Fuse Holder; Mounting Type:PC Board Surface Mount; Body Material:Thermoplastic; Contact Material:Beryllium Copper; Contact Plating:Tin; Current Rating:1.5A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
Fuse Holder; Body Material:Thermoplastic; Current Rating:3A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:154; Contact Material:Beryllium Copper; Contact Plating:Tin; Mounting Type:PC Board RoHS Compliant: Yes
Fuse Holder; Body Material:Thermoplastic; Current Rating:5A; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes; Series:154; Contact Material:Beryllium Copper; Contact Plating:Tin; Mounting Type:PC Board RoHS Compliant: Yes
FUSE 5A LITTLEFUSE 154005
CMOS nvSRAM 8K x 8 AutoStore Nonvolatile Static RAM Industrial Temperature/Military Screen
	N.A.
ETC[ETC]
List of Unclassifed Manufacturers

	IDT70V5378S166BCI IDT70V5378S166BGI IDT70V5388S166	Ultrasonic Sensor; Sensing Range Max:500mm; Sensor Terminals:Quick Disconnect; Sensor Output Type:PNP; Frequency:300kHz; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Sensing Range Min:50mm; Supply Voltage:30VDC
Ultrasonic Sensor; Sensing Range Max:500mm; Sensor Terminals:Cable; Sensor Output Type:PNP; Frequency:300kHz; Leaded Process Compatible:No; Peak Reflow Compatible (260 C):No; Sensing Range Min:50mm; Supply Voltage:30VDC
Proximity Sensor; Sensor Input Type:Optical; Sensing Range Max:150mm; Leaded Process Compatible:No; Output Type:PNP; Peak Reflow Compatible (260 C):No
3.3V 64/32K X 18 SYNCHRONOUS FOURPORT STATIC RAM 32K X 18 FOUR-PORT SRAM, 3 ns, PBGA256
	Integrated Device Technology, Inc.
INTEGRATED DEVICE TECHNOLOGY INC

	UM9203 UM9204 	Flash Memory IC; Memory Size:8Mbit; Supply Voltage Max:3V; Package/Case:48-TSOP; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):Yes
DTMF Receiver
	Electronic Theatre Controls, Inc.
UMC

	OPB370 OPB360 OPB365T55 	INDUCTOR SERIES:PM2110; INDUCTANCE:1.2UH; INDUCTANCEPROCESS COMPATIBLE:YES; CURRENT RATING:2.3A; EXTERNAE:SURFACE MOUNT; PEAK REFLOW COMPATIBLE (260 C):YES;
Slotted Op ti cal Switches
8K, 1K X 8 2.5V SERIAL EE, IND, -40C to  125C, 8-TSSOP, T/R OPTOKOPPLER晶体管AUSGANG
	OPTEK[OPTEK Technologies]
ETC
TT electronics OPTEK Technology
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