

	
			
			
				

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						AD654JN			40621KQ			C2001			CDH28D09			4SMA13			L99SD01			LTM4649			1N628			

			
	
	Product Description

			
	
	Full Text Search




				


		












			P-MUSB-A111-XX - CONTACT RESISTANCE 



		
			
					
						
						



					
				
					 		
	Part No.	P-MUSB-A111-XX   

	Description	CONTACT RESISTANCE 
 

	File Size	76.37K  / 
						2 Page	 
	

						Maker	
						


						 Amphenol Corporation 
  
						










	
						
						




						

	Homepage	
						http://www.amphenol.com/
	Download	[ 
						P-MUSB-A111-XX  Datasheet PDF Downlaod from IC-ON-LINE.CN ]

                                                 [ 
						P-MUSB-A111-XX  Datasheet PDF Downlaod from Datasheet.HK ]

						[P-MUSB-A111-XX  Datasheet PDF Downlaod from Maxim4U.com ] :-)


						

						[ View it Online ]
					  [ Search more for P-MUSB-A111-XX ] 


					[ Price & Availability of P-MUSB-A111-XX by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : CONTACT RESISTANCE   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	M28C64-A25NS1T M28C64-A20MS1T M28C64-A20MS3T M28C6	64 Kbit 8K x 8 Parallel EEPROM With Software Data Protection 64千位8K的8并行EEPROM，带有软件数据保
SWITCH, DPDT; Thread size:1/4 x 40UNS; Switch function type:DPDT On-On; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:8A; Material, contact:Silver; Resistance, contact:10mR; Temp, op. RoHS Compliant: Yes
SWITCH, DPDT, LOCKING; Thread size:1/4 x 40UNS; Switch function type:DPDT On-On; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:8A; Material, contact:Silver; Resistance, contact:10mR; Temp, RoHS Compliant: Yes
SWITCH, DPDT, BIASED; Thread size:1/4 x 40UNS; Switch function type:DPDT On-Mom; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:8A; Material, contact:Silver; Resistance, contact:10mR; Temp, RoHS Compliant: Yes
Toggle Switch; Circuitry:SPDT; Switch Operation:On-Off-On; Contact Current Max:6A; Actuator Style:Bat; Switch Terminals:Solder Lug; Leaded Process Compatible:Yes; Mounting Type:Solder Lug RoHS Compliant: Yes
   64 Kbit 8K x 8 Parallel EEPROM With Software Data Protection
	STMicroelectronics N.V.
意法半导

	FDS4080N7 	RELAY, 4PCO, 12VDC; Configuration, contact:4PCO; Voltage, contact DC max:30V; Voltage, coil DC nom:12V; Current, contact AC max:5A; Current, contact DC max:5A; Voltage, contact AC max:250V; Resistance, coil:160R; Material, RoHS Compliant: Yes
40V N-Channel FLMP PowerTrench MOSFET
	Fairchild Semiconductor Corporation
FAIRCHILD[Fairchild Semiconductor]

	P-MUSB-A211-XX 	CONTACT RESISTANCE
	Amphenol Corporation

	SKPM 	Low Contact Resistance
	ALPS ELECTRIC

	N800001 	CONTACT RESISTANCE; 50 m2 MAX INITIAL.
	E-SWITCH

	BM10B-44DP-0.4V BM10B0.8-44DP-0.4V51 	CONTACT RESISTANCE:  20mV AC OR LESS 1khz, 1m A.
	Hirose Electric

	MSC23436B-XXDS10 MSC23436B MSC23436B-XXBS10 MSC234	4,194,304 Word By 36-Bit DYNAMIC RAM MODULE : FAST PAGE MODE TYPE
SWITCH, SPDT, CTR OFF; Thread size:1/4 x 40UNS; Switch function type:SPDT On-Off-On; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:6A; Material, contact:Silver; Resistance, contact:10mR; RoHS Compliant: Yes
Toggle Switch; Circuitry:SPDT; Switch Operation:On-Off-On; Contact Current Max:6A; Actuator Style:Bat; Switch Terminals:Solder Lug; Current Rating:3A; Leaded Process Compatible:Yes; Mounting Type:Panel; Features:Standard Actuator RoHS Compliant: Yes
SSR AS 230V 100A 0-10V
	OKI electronic components
OKI[OKI electronic componets]
OKI SEMICONDUCTOR CO., LTD.

	K100304 K100304-15 	Contact Resistance : 10m-OHMS
All DIMENSION IN MM[INCH]
	E-SWITCH

	SKPN 	Long-travel with Low Contact Resistance (Surface Mount Type)
	ALPS ELECTRIC

	SKPLAGD010 SKPLAFD010 SKPLAKD010 	6.45mm Diameter Low Contact Resistance with Round Terminals (Radial Type)
	ALPS ELECTRIC CO.,LTD.

	TL3340AF160QG 	TL3340AF160QG - RATING: 12VDC, 50mA, CONTACT RESISTANCE: 500 MILLI OHMS MAX ,
	E-SWITCH

	PV6F240NSG-201 PV6F240NSG-211 PV6F240NSG-221 PV6F2	Vandal and Water Resistant, Long Life Expectancy CONTACT RESISTANCE: 50mOHM  Max.
	http://
E-SWITCH
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