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			 Related Part Number
	
					PART	Description	Maker
	M28C64-A25NS1T M28C64-A20MS1T M28C64-A20MS3T M28C6	64 Kbit 8K x 8 Parallel EEPROM With Software Data Protection 64千位8K的8并行EEPROM，带有软件数据保
SWITCH, DPDT; Thread size:1/4 x 40UNS; Switch function type:DPDT On-On; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:8A; Material, contact:Silver; Resistance, contact:10mR; Temp, op. RoHS Compliant: Yes
SWITCH, DPDT, LOCKING; Thread size:1/4 x 40UNS; Switch function type:DPDT On-On; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:8A; Material, contact:Silver; Resistance, contact:10mR; Temp, RoHS Compliant: Yes
SWITCH, DPDT, BIASED; Thread size:1/4 x 40UNS; Switch function type:DPDT On-Mom; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:8A; Material, contact:Silver; Resistance, contact:10mR; Temp, RoHS Compliant: Yes
Toggle Switch; Circuitry:SPDT; Switch Operation:On-Off-On; Contact Current Max:6A; Actuator Style:Bat; Switch Terminals:Solder Lug; Leaded Process Compatible:Yes; Mounting Type:Solder Lug RoHS Compliant: Yes
   64 Kbit 8K x 8 Parallel EEPROM With Software Data Protection
	STMicroelectronics N.V.
意法半导

	MT3370BS1 MT3370/BN1 	Wide Dynamic Range DTMF Receiver
SWITCH, SPDT, CTR OFF LOCKING; Thread size:1/4 x 40UNS; Switch function type:SPDT On-Off-On; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:8A; Material, contact:Silver; Resistance, RoHS Compliant: Yes
	Zarlink Semiconductor Inc.

	FDS4080N7 	RELAY, 4PCO, 12VDC; Configuration, contact:4PCO; Voltage, contact DC max:30V; Voltage, coil DC nom:12V; Current, contact AC max:5A; Current, contact DC max:5A; Voltage, contact AC max:250V; Resistance, coil:160R; Material, RoHS Compliant: Yes
40V N-Channel FLMP PowerTrench MOSFET
	Fairchild Semiconductor Corporation
FAIRCHILD[Fairchild Semiconductor]

	P200020 	CONTACT RESISTANCE: 100 m MAX.
	E-SWITCH

	MSC23436B-XXDS10 MSC23436B MSC23436B-XXBS10 MSC234	4,194,304 Word By 36-Bit DYNAMIC RAM MODULE : FAST PAGE MODE TYPE
SWITCH, SPDT, CTR OFF; Thread size:1/4 x 40UNS; Switch function type:SPDT On-Off-On; Current, contact @ contact voltage AC max:3A; Current, contact @ contact voltage DC max:6A; Material, contact:Silver; Resistance, contact:10mR; RoHS Compliant: Yes
Toggle Switch; Circuitry:SPDT; Switch Operation:On-Off-On; Contact Current Max:6A; Actuator Style:Bat; Switch Terminals:Solder Lug; Current Rating:3A; Leaded Process Compatible:Yes; Mounting Type:Panel; Features:Standard Actuator RoHS Compliant: Yes
SSR AS 230V 100A 0-10V
	OKI electronic components
OKI[OKI electronic componets]
OKI SEMICONDUCTOR CO., LTD.

	K100209 K100209-15 	Contact Resistance : 10m-OHMS
All DIMENSION IN MM[INCH]
	E-SWITCH

	KO103C-701 K100204 	KEYLOCK SWITCHES
Contact Resistance : 10m-OHMS
	E-SWITCH

	KO105A-1001 K100301 K100301-15 	KEYLOCK SWITCHES
Contact Resistance : 10m-OHMS
All DIMENSION IN MM[INCH]
	E-SWITCH

	KO103A-701 K100202 K100202-15 	KEYLOCK SWITCHES
Contact Resistance : 10m-OHMS
All DIMENSION IN MM[INCH]
	E-SWITCH

	KO103D-701 K100205 K100205-15 	KEYLOCK SWITCHES
Contact Resistance : 10m-OHMS
All DIMENSION IN MM[INCH]
	E-SWITCH

	ISL6420IAZ-TK ISL6420IR-T ISL6420 ISL6420IA ISL642	PCB Relay; Contacts:SPDT; Contact Carry Current:500mA; Coil Voltage DC Max:9V; Relay Terminals:SMT Gullwing; Coil Resistance:405ohm; Contact Rating:10mA at 30VAC; Leaded Process Compatible:Yes; Peak Reflow Compatible (260 C):No RoHS Compliant: Yes
Advanced Single Synchronous Buck Pulse-Width Modulation (PWM) Controller 0.7 A SWITCHING CONTROLLER, 1400 kHz SWITCHING FREQ-MAX, PQCC20
	http://
Intersil Corporation
Intersil, Corp.
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