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			 Related Part Number
	
					PART	Description	Maker
	KBPC1016F_W KBPC1000F_W KBPC1000FW KBPC1001F_W KBP	   Silicon-Bridge Recitifers
Rail-To-Rail uPower Advanced LinCMOS(TM) Dual Operational Amplifier 10-CFP -55 to 125
Quad Rail-To-Rail uPower Operational Amplifier 14-SOIC 0 to 70
Quad Rail-To-Rail uPower Operational Amplifier 14-TSSOP 0 to 70
RES 365K 1% .063W
	SEMIKRON[Semikron International]

	KBPC102 KBPC106 KBPC108 KBPC110 KBPC1005 KBPC101 K	Quad Rail-To-Rail uPower Operational Amplifier 14-SOIC -40 to 125
Quad Rail-To-Rail uPower Operational Amplifier 14-TSSOP 0 to 70
3.0A SINGLE - PHASE SILICON BRIDGE 3.0A的单-相硅
	http://
SEMTECH[Semtech Corporation]
Semtech, Corp.

	TSS400CFN-S2 	uPOWER PROGRAMMABLE HIGH-PRECISION
	http://

	MPX200GVSX MPX200ASX MPX200D MPX200DP MPX200GP MPX	0 to 200 kPa (0-29 psi) 60 mV FULL SCALE SPAN (TYPICAL) 000千帕-29 PSI）的60压全尺寸跨度（典型）
0 to 200 kPa (0-29 psi) 60 mV FULL SCALE SPAN (TYPICAL) GAGE, PEIZORESISTIVE PRESSURE SENSOR, 0-29Psi, 0.25%, 20-80mV, THROUGH HOLE MOUNT
	Motorola Mobility Holdings, Inc.
Motorola, Inc.
MOTOROLA[Motorola, Inc]
http://

	MPX2200 MPX2200A MPX2200AP MPX2200AS MPX2200D MPX2	0 to 200 kPa (0 to 29 psi) 40 mV FULL SCALE SPAN (TYPICAL) 000千帕29 PSI）的全尺寸为40 mV跨度（典型）
0 to 200 kPa (0 to 29 psi) 40 mV FULL SCALE SPAN (TYPICAL) 000千帕9 PSI）的全尺寸为40 mV跨度（典型）
(MPX2200 / MPX2201) 0 to 200 kPa (0 to 29 psi) 40 mV FULL SCALE SPAN (TYPICAL)
	Motorola Mobility Holdings, Inc.
Motorola, Inc.
MOTOROLA[Motorola Inc]
MOTOROLA[Motorola, Inc]

	FMCE-0328 	Attenuation to 60 db at 500 kHz, typical Operating temperature -55掳 to  125掳C
Attenuation to 60 db at 500 kHz, typical Operating temperature -55° to  125°C
	Interpoint Corporation Company

	DN8797MS 	3V operation Hall IC One-way magnetic field operation
	PANASONIC[Panasonic Semiconductor]

	DN8797MS 	3 V operation Hall IC, One-way magnetic field operation
	Panasonic

	LTC2401 LTC2402 LTC2401CMS LTC2401IMS LTC2402I 240	1-/2-Channel 24-Bit uPower No Latency ADC in MSOP-10 1-/2-Channel 24位ADC的无延迟uPower采用MSOP - 10
18-Bit Universal Bus Driver With 3-State Outputs 56-TSSOP -40 to 85 1-/2-Channel 24位ADC的无延迟uPower采用MSOP - 10
1-/2-Channel 24-Bit uPower No Latency ADC in MSOP-10 2-CH 24-BIT DELTA-SIGMA ADC, SERIAL ACCESS, PDSO10
18-Bit Universal Bus Driver With 3-State Outputs 56-SSOP -40 to 85
1-/2-Channel 24-Bit mPower ADC
From old datasheet system
	Linear Technology, Corp.
Linear Technology Corporation
LINER[Linear Technology]

	MCP603T-E/ST MCP603T-I/ST MCP6022-I/SN MCP6022-I/S	MCP603 operational amplifier (op amp) has a gain bandwidth product of 2.8 MHz with low typical operating current of 230 and an offset ...
The MCP602 dual operational amplifier (op amp) has a gain bandwidth product of 2.8 MHz with low typical operating current of 230 ...
MCP601 operational amplifier (op amp) has a gain bandwidth product of 2.8 MHz with low typical operating current of 230 and an offset ...
The MCP604 quad operational amplifier (op amp) has a gain bandwidth product of 2.8 MHz with low typical operating current of 230. ...
	Microchip

	AQN121L AQN121V AQN321L AQN321VL AQN221L AQN221V A	TYPICAL APPLICATIONS
	Panasonic Semiconductor

	C2260 C226006 	Typical Applications
	Vectron International, Inc
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