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			 Related Part Number
	
					PART	Description	Maker
	BOURNSINC-PM40-390K PM40-1R8K PM40-120K PM40-271K 	Ferrite Bead Inductor; Series:PM40; Inductance:1.8uH; Inductance Tolerance: /- 10 %; Q Factor:50; Self Resonant Frequency:60MHz; Terminal Type:PCB Surface Mount; Core Material:Powdered Iron; Current Rating:390mA
Ferrite Bead Inductor; Series:PM40; Inductance:12uH; Inductance Tolerance: /- 10 %; Q Factor:50; Self Resonant Frequency:18MHz; Terminal Type:PCB Surface Mount; Core Material:Powdered Iron; Current Rating:225mA
Ferrite Bead Inductor; Series:PM40; Inductance:270uH; Inductance Tolerance: /- 10 %; Q Factor:30; Self Resonant Frequency:3MHz; Terminal Type:PCB Surface Mount; Core Material:Ferrite; Current Rating:92mA
Ferrite Bead Inductor; Series:PM40; Inductance:120uH; Inductance Tolerance: /- 10 %; Q Factor:40; Self Resonant Frequency:6MHz; Terminal Type:PCB Surface Mount; Core Material:Powdered Iron; Current Rating:110mA
Ferrite Bead Inductor; Series:PM40; Inductance:1.5uH; Inductance Tolerance: /- 10 %; Q Factor:50; Self Resonant Frequency:70MHz; Terminal Type:PCB Surface Mount; Core Material:Powdered Iron; Current Rating:410mA
Ferrite Bead Inductor; Series:PM40; Inductance:680nH; Inductance Tolerance: /- 20 %; Q Factor:30; Self Resonant Frequency:160MHz; Terminal Type:PCB Surface Mount; Current Rating:450mA; Leaded Process Compatible:No
1 ELEMENT, 0.27 uH, GENERAL PURPOSE INDUCTOR, SMD
	BOURNS INC

	PM3604-10-RC PM3602-33-B PM3602-100-RC PM3602-150-	Power Inductor; Series:PM3600; Inductance:100uH; Inductance Tolerance: /- 20 %; Terminal Type:PCB Surface Mount; Current Rating:Parallel 0.58, Series 0.29A; DC Resistance Max, Parallel:0.4ohm; DC Resistance Max, Series:1.6ohm
Power Inductor; Series:PM3600; Inductance:150uH; Inductance Tolerance: /- 20 %; Terminal Type:PCB Surface Mount; Current Rating:Parallel 111, Series 444A; DC Resistance Max, Parallel:0.6ohm; DC Resistance Max, Series:2.4ohm
	Bourns Inc.

	MR50X0-XXX MR5020-XXX MV60539.MP10 HLMP-47119.MP6 	PCB MOUNT LED INDICATORS
Pcb Mount Led Indicator. T-1 3/4 (5 mm) Vertical Standoff
Pcb Mount Led Indicator. T-1 3/4 (5 mm) - Side View
	QT Optoelectronics

	TPAM16S-480035 TPAM16D-050150 TPAM16D-120068 TPAM1	PCB-MOUNT UNIVERSAL INPUT AC-DC POWER SUPPLIES ENCAPSULATED MODULES 16-WATTS SINGLE AND DUAL OUTPUT TPAM16S AND TPAM16D SERIES
	http://
TOTAL-POWER[Total Power International]

	BOURNSINC-SRU1028-1R0Y SRU1028-3R3Y SRU1028-1R5Y 	Power Inductor; Series:SRU1028; Inductance:3.3uH; Inductance Tolerance: /- 30 %; DC Current Rating:4.60A; Q Factor:14; Self Resonant Frequency:55MHz; Package/Case:1028; Terminal Type:PCB Surface Mount; Core Material:Ferrite DR/RI
Power Inductor; Series:SRU1028; Inductance:1.5uH; Inductance Tolerance: /- 30 %; DC Current Rating:6.50A; Q Factor:12; Self Resonant Frequency:80MHz; Package/Case:1028; Terminal Type:PCB Surface Mount; Core Material:Ferrite DR/RI
	BOURNS INC

	PM1210-1R0J PM1210-1R2J PM1210-R18J 	SMD Inductor; Series:PM1210; Inductance:1uH; Inductance Tolerance: /- 5 %; Q Factor:28; Self Resonant Frequency:120MHz; Terminal Type:PCB Surface Mount; Core Material:Ferrite; Current Rating:400mA; Leaded Process Compatible:No
Inductor; Series:PM1210; Inductance:1.2uH; Inductance Tolerance: /- 5 %; Q Factor:28; Self Resonant Frequency:100MHz; Terminal Type:PCB Surface Mount; Core Material:Ferrite; Current Rating:390mA; Leaded Process Compatible:No
1 ELEMENT, 0.18 uH, FERRITE-CORE, GENERAL PURPOSE INDUCTOR, SMD
	BOURNS INC

	PM0805-3N3M-RC PM0805-10NM-RC PM0805-18NM-RC PM080	High Q Chip Inductors
Chip Inductor 1 ELEMENT, 0.0056 uH, ALUMINA-CORE, GENERAL PURPOSE INDUCTOR, SMD
SMD Inductor; Series:PM0805; Inductance:3.3nH; Inductance Tolerance: /- 20 %; Q Factor:50; Self Resonant Frequency:6GHz; Package/Case:0805; Terminal Type:PCB Surface Mount; Core Material:Ceramic; Current Rating:600mA
SMD Inductor; Series:PM0805; Inductance:6.8nH; Inductance Tolerance: /- 20 %; Q Factor:50; Self Resonant Frequency:5.5GHz; Package/Case:0805; Terminal Type:PCB Surface Mount; Core Material:Ceramic; Current Rating:600mA
	Bourns Electronic Solutions
Bourns, Inc.
BOURNS INC

	G618L G61XL G611L G619L 	Tantalum Molded   Capacitor; Capacitance: 470uF; Voltage: 2.5V; Case Size: 6x3.2 mm; Packaging: Tape & Reel
MULTI-ELEMENT LED LIGHT SOURCE
T-1, (3-mm) Round, PCB Mount Right Angle Array, G61XL Series
	Electronic Theatre Controls, Inc.
Instrument Design Engineering Associates
ETC[ETC]
List of Unclassifed Manufacturers

	PM3308-151M 	Inductor; Series:PM3308; Inductance:150uH; Inductance Tolerance: /- 20 %; Terminal Type:PCB Surface Mount; Core Material:Ferrite; Current Rating:0.5A; DC Resistance Max:1.2ohm; Leaded Process Compatible:No
	BOURNS INC

	MTA4064-G MTA4064-HR MTA4064-Y MTA2264-HRG MTA2264	Packaged LEDS/PCB Mount Indicators 封装LED / PCB安装指标
Marktech RT Angle Quad PCB MT 5mm LEDs
	MARKTECH[Marktech Corporate]
Marktech Optoelectronics

	MV60539.MP5 MV60539.MP6 MV60539.MP7 MV60539.MP8 MV	Variable Frequency Drive Composite Cable; Composite Conductor Types:3 Conductors   1 Pair; Number of Conductors:5; Conductor Size AWG:16-10; No. Strands x Strand Size:26 x 30, 105 x 30; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
RECTIFIER SCHOTTKY DUAL 15A 30V 150A-ifsm 0.84V-vf 0.1mA-ir TO-220AB 50/TUBE
N-Channel MOSFETs (20V…250V); Package: PG-TO263-3; Package: D2PAK (TO-263); VDS (max): 100.0 V; RDS (on) (max) (@10V): 33.0 mOhm; RDS (on) (max) (@4.5V): -; ID  (max): 27.0 A;
TRANS PREBIASED PNP 200MW SOT23
Circular Connector; No. of Contacts:55; Series:TVS06; Body Material:Metal; Connecting Termination:Crimp; Connector Shell Size:17; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:17-35
Circular Connector; No. of Contacts:26; Series:TVS06; Body Material:Metal; Connecting Termination:Crimp; Connector Shell Size:17; Circular Contact Gender:Pin; Circular Shell Style:Straight Plug; Insert Arrangement:17-26
PC PARALLEL ADAPTER, DB25F
N-Channel MOSFETs (20V…250V); Package: PG-TO263-3; Package: D2PAK (TO-263); VDS (max): 100.0 V; RDS (on) (max) (@10V): 33.0 mOhm; RDS (on) (max) (@4.5V): -; ID  (max): 27.0 A;
SLIMLINE DIN 8 M TO      DB9 MALE
PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED ARRAY, YELLOW, 5 mm
PCB MOUNT LED INDICATORS T-1 3/4 DUAL COLOR LED ARRAY, RED/GREEN, 5 mm
PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED, GREEN, 5 mm
PCB MOUNT LED INDICATORS T-1 SINGLE COLOR LED, GREEN, 3 mm
PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED, YELLOW, 5 mm
PTSE 5C 5#16 PIN PLUG T-1 SINGLE COLOR LED, RED, 3 mm
PCB MOUNT LED INDICATORS T-1 SINGLE COLOR LED, HIGH EFFICIENCY RED, 3 mm
PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED ARRAY, GREEN, 5 mm
TV 26C 26#20 PIN WALL RECP T-1 3/4 SINGLE COLOR LED, GREEN, 5 mm
PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED ARRAY, RED, 5 mm
PCB MOUNT LED INDICATORS T-1 DUAL COLOR LED ARRAY, BRIGHT RED/GREEN, 3 mm
CAP POLYPROPYLENE .0082UF 50V 2% T-1 3/4 SINGLE COLOR LED, RED, 5 mm
RECTIFIER SCHOTTKY DUAL 10A 80V 120A-ifsm 0.85V-vf 0.1mA-ir TO-220AB 50/TUBE T-1 3/4 SINGLE COLOR LED, RED, 5 mm
RECTIFIER SCHOTTKY SINGLE 16A 30V 150A-ifsm 0.63V-vf 0.2mA-ir TO220AC 50/TUBE T-1 3/4 SINGLE COLOR LED, RED, 5 mm
PCB MOUNT LED INDICATORS T-1 SINGLE COLOR LED ARRAY, YELLOW, 3 mm
PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED, HIGH EFFICIENCY RED, 5 mm
PCB MOUNT LED INDICATORS T-1 SINGLE COLOR LED, YELLOW, 3 mm
Filter Unit Analog P/H/G 400 cfm 115VAC RoHS Compliant: Yes T-1 3/4 SINGLE COLOR LED ARRAY, RED, 5 mm
PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED, RED, 5 mm
PCB MOUNT LED INDICATORS T-1 3/4 SINGLE COLOR LED ARRAY, HIGH EFFICIENCY RED, 5 mm
Variable Frequency Drive Composite Cable; Composite Conductor Types:3 Conductors  1 Pair; Number of Conductors:5; Conductor Size AWG:16-12; No. Strands x Strand Size:26 x 30, 65 x 30; Jacket Material:Polyvinylchloride (PVC) RoHS Compliant: Yes
   PCB MOUNT LED INDICATORS
	FAIRCHILD[Fairchild Semiconductor]
Fairchild Semiconductor Corporation
Fairchild Semiconductor, Corp.
QT Optoelectronics



				
	 
	 Related keyword From Full Text Search System
	

					
						UPD2415TPF-10 interrupt	
						UPD2415TPF-10 differential	
						UPD2415TPF-10 価格	
						UPD2415TPF-10 Product	
						UPD2415TPF-10 synchronous
	
						UPD2415TPF-10 Application	
						UPD2415TPF-10 mosi program	
						UPD2415TPF-10 Regulator	
						UPD2415TPF-10 device	
						UPD2415TPF-10 volts


				
	 



		 


	
		
Price & Availability of UPD2415TPF-10 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.18779683113098















