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			 Related Part Number
	
					PART	Description	Maker
	KAS21 	Surface Mount Package Ideally Suited for Automatic Insertion
	TY Semiconductor Co., Ltd

	REC-139L 	Precision Linear Transducers, Conductive Plastic, Robust, Side Actuation, Ideally Suited for Applications with Very Long Travels, Long Life, High Accuracy, Excellent Repeatability, Essentially Infinite Resolution
	Vishay

	1N5834 	Switchmode power rectifier schottky diode. Ideally suited for use as rectifiers in low voltage. High frequency invertors. Free wheeling diodes and polarity protection diodes. Vrrm = 40V. Vrsm = 48V.
	USHA India LTD

	1N5831 	Switchmode power rectifier schottky diode. Ideally suited for use as rectifiers in low voltage. High frequency invertors. Free wheeling diodes and polarity protection diodes. Vrrm = 40V. Vrsm = 48V.
	USHA India LTD

	AVS10 AVS10CB AVS10CBI SD1480 	AUTOMATIC VOLTAGE SWITCH (SMPS
ER 3C 3#8 SKT PLUG 自动电压开关开关电源00W
AUTOMATIC VOLTAGE SWITCH SMPS < 300W
AUTOMATIC VOLTAGE SWITCH SMPS < 300W
RF & MICROWAVE TRANSISTORS VHF APPLICATIONS
AUTOMATIC VOLTAGE SWITCH SMPS 300W
AUTOMATIC VOLTAGE SWITCH SMPS < 300W
	SGS Thomson Microelectronics
STMicroelectronics N.V.
STMICROELECTRONICS[STMicroelectronics]

	PLP75 PLP75-3000G PLP75-3001G PLP75-3003G PLP75-33	AC-DC power supplies suited for telecom
	Power-One

	HSD882S06 	The HSD882S is suited for the output stage of 0.75W audio, voltage regulator, and relay driver.
	Hi-Sincerity Mocroelectronics

	U5ZA48C 	ZENER DIODE SILICON DIFFUSED-JUNCTION TYPE  BEST SUITED FOR OVERVOLTAGE PROTECTION OF ELECTRONICSYSTEM
	TOSHIBA

	SN-V23030 6-1393801-2 7-1393801-2 6-1393801-3 7-13	n Low profile, therefore particularly suited for flat pack components grouping
   Low profile, therefore particularly suited for flat pack components grouping
   n Low profile, therefore particularly suited for flat pack components grouping
	TE Connectivity Ltd

	TCN75 TC74 TC77 	The TCN75 is a serially programmable temperature sensor that notifies the host controller when ambient temperature exceeds a user-programmed setpoint. Hysteresis is also programmable. The INT/CMPTR output is programmable as either a simple
The TC74 is a serially accessible digital temperature sensor particularly suited for low cost and small form-factor applications. Temperature data is converted from the on-board thermal sensing element and made available as an 8-bit digita
The TC77 is a serially accessible digital temperature sensor particularly suited for low cost and small form-factor applications. Temperature data is converted from the on-board thermal sensing element and made available at anytime as a 13
	Microchip

	LT3420 LT3420EMSTRPBF LT3420-1 	   Photoflash Capacitor Chargers with Automatic Refresh
Photoflash Capacitor Chargers with Automatic Refresh; Package: MSOP; No of Pins: 10; Temperature Range: -40&deg;C to  125&deg;C SPECIALTY ANALOG CIRCUIT, PDSO10
	Linear Technology, Corp.
Linear Technology Corporation
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