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			 Related Part Number
	
					PART	Description	Maker
	MAAPGM0069-DIE 	Variable Drain Voltage (6-10V) Operation
	Tyco Electronics

	AN79L05 AN79L05M AN79LXXM AN79L04 AN79L05_M AN79L0	   3-pin negative output voltage regulator (100 mA type)
3-pin negative output voltage regulator (100 mA type) 5 V FIXED NEGATIVE REGULATOR, PBCY3
3-pin negative output voltage regulator (100 mA type) 3针负输出电压调节器（100毫安型）
MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:75V; Continuous Drain Current, Id:60A; On-Resistance, Rds(on):7mohm; Rds(on) Test Voltage, Vgs:10V; Package/Case:5-D2-PAK; Leaded Process Compatible:No
MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:40V; Continuous Drain Current, Id:60A; On-Resistance, Rds(on):0.0065ohm; Rds(on) Test Voltage, Vgs:10V; Package/Case:5-D2-PAK; Leaded Process Compatible:No
MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:40V; Continuous Drain Current, Id:60A; On-Resistance, Rds(on):5.5mohm; Rds(on) Test Voltage, Vgs:10V; Package/Case:5-D2-PAK; Leaded Process Compatible:No
General-Purpose Linear IC - Voltage Regulater - 3-Pin Regulator
MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:30V; Continuous Drain Current, Id:50A; On-Resistance, Rds(on):0.017ohm; Rds(on) Test Voltage, Vgs:10V; Package/Case:5-D2-PAK; Leaded Process Compatible:No
	Panasonic, Corp.
Panasonic Corporation
PANASONIC[Panasonic Semiconductor]

	AMS431 AMS431A AMS431AL AMS431AM AMS431AN AMS431AS	PRECISION ADJUSTABLE SHUNT REGULATOR 精密可调并联稳压
MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:60V; Continuous Drain Current, Id:15A; On-Resistance, Rds(on):0.09ohm; Rds(on) Test Voltage, Vgs:10V; Package/Case:TO-252; Leaded Process Compatible:No 精密可调并联稳压
MOSFET; Transistor Polarity:P Channel; Drain Source Voltage, Vds:-60V; Continuous Drain Current, Id:10A; On-Resistance, Rds(on):0.28ohm; Rds(on) Test Voltage, Vgs:-10V; Package/Case:TO-252; Leaded Process Compatible:No 精密可调并联稳压
	Advanced Monolithic Systems, Inc.
ADMOS[Advanced Monolithic Systems]

	HCS05DMSR FN3557 HCS05MS HCS05D HCS05HMSR HCS05K H	Inverter, Hex, Open Drain, Rad-Hard, High-Speed, CMOS, Logic
From old datasheet system
JFET-N-CHANNEL SWITCH
Radiation Hardened Hex Inverter with Open Drain HC/UH SERIES, HEX 1-INPUT INVERT GATE, UUC14
JFET; Transistor Polarity:N Channel; Breakdown Voltage, V(br)gss:-30V; Zero Gate Voltage Drain Current Min, Idss:50mA; Gate-Source Cutoff Voltage Max, Vgs(off):-10V; Current Rating:50mA; Voltage Rating:30V
	INTERSIL[Intersil Corporation]
Intersil, Corp.
HARRIS SEMICONDUCTOR

	MAX680 MAX680C_D MAX680CPA MAX680CSA MAX680EPA MAX	 5V to 0V Voltage Converters
Octal Buffers And Line Drivers With 3-State Outputs 20-CDIP -55 to 125
30 AMP MINIATURE POWER RELAY
 5V to 【10V Voltage Converters
 5V to 10V Voltage Converters
 5V to ±10V Voltage Converters
	MAXIM - Dallas Semiconductor
Maxim Integrated Products, Inc.
MAXIM[Maxim Integrated Products]
Maxim Integrated Produc...

	ADM3491 ADM3491AR ADM3491AN ADM3491ARU 	3.3 V/ Full Duplex/ 840 uA 20 Mbps/ EIA RS-485 Transceiver
3.3 V, Full Duplex, 840 uA 20 Mbps, EIA RS-485 Transceiver
MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:90V; Continuous Drain Current, Id:0.86A; On-Resistance, Rds(on):4ohm; Rds(on) Test Voltage, Vgs:10V; Package/Case:TO-205AD; Drain-Source Breakdown Voltage:90V RoHS Compliant: No
3.3V, Full Duplex, 840uA, 20Mbps, EIA RS-485 Transceiver
	Analog Devices, Inc.

	PNP3055E 	PowerMOS transistor. Drain-source voltage 60 V. Drain current(DC) 12 A.
	Philips

	HCS04MS FN3046 HCS04D HCS04DMSR HCS04HMSR HCS04K H	From old datasheet system
Radiation Hardened Hex Inverter
JFET; Transistor Polarity:N Channel; Breakdown Voltage, V(br)gss:-50V; Zero Gate Voltage Drain Current Min, Idss:0.5mA; Zero Gate Voltage Drain Current Max, Idss:12mA; Gate-Source Cutoff Voltage Max, Vgs(off):-1.5V
	INTERSIL[Intersil Corporation]

	TC7660 TC7660MOA TC7660MOA713 	Charge Pump DC-to-DC Voltage Converter
The TC7660 is a pin-compatible replacement for the Industry standard TC7660 charge pump voltage converter. It converts a  1.5V to  10V input to a corresponding – 1.5V to -10V output using only two low-cost capacitors,eliminating indu
	http://
Microchip

	PST993 PST993C PST993D PST993E PST993F PST993G PST	MOSFET; Transistor Polarity:P Channel; Drain Source Voltage, Vds:-20V; Continuous Drain Current, Id:-2.2A; On-Resistance, Rds(on):0.1ohm; Rds(on) Test Voltage, Vgs:-4.5V; Package/Case:SOT-23; Leaded Process Compatible:No
MOSFET, P, SOT-23; Transistor type:MOSFET; Current, Id cont:2.2A; Resistance, Rds on:0.1R; Voltage, Vgs Rds on measurement:4.5V; Case style:SOT-23 (TO-236); Current, Id max:2.2A; Current, Idm pulse:10A; Marking, SMD:L1; Pins, No. RoHS Compliant: Yes
MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:20V; Continuous Drain Current, Id:2.1A; On-Resistance, Rds(on):0.085ohm; Rds(on) Test Voltage, Vgs:4.5V; Package/Case:SOT-23; Leaded Process Compatible:No
System Reset
	MITSUMI ELECTRIC CO LTD
ETC[ETC]
Mitsumi Electronics, Corp.

	ST662 ST662A ST662AB ST662ABD ST662ABN ST662AC ST6	From old datasheet system
DC-DC CONVERTER FROM 5V TO 12V, 0.03A FOR FLASH MEMORY PROGRAMMING SUPPLY
MOSFET; Transistor Polarity:N Channel; Drain Source Voltage, Vds:40V; Continuous Drain Current, Id:14A; On-Resistance, Rds(on):9mohm; Rds(on) Test
	http://
STMICROELECTRONICS[STMicroelectronics]
意法半导



				
	 
	 Related keyword From Full Text Search System
	

					
						MAAP-000064-SMB004 memory	
						MAAP-000064-SMB004 address	
						MAAP-000064-SMB004 schottky	
						MAAP-000064-SMB004 Fixed	
						MAAP-000064-SMB004 amplifier
	
						MAAP-000064-SMB004 motorola	
						MAAP-000064-SMB004 Epitaxial	
						MAAP-000064-SMB004 gdcy	
						MAAP-000064-SMB004 参数 封装	
						MAAP-000064-SMB004 Battery MCU


				
	 



		 


	
		
Price & Availability of MAAP-000064-SMB004 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	




.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 






	
0.23800110816956















