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			 Related Part Number
	
					PART	Description	Maker
	HW23-598 	IP65 Rated, NEMA 23 High Torque Step Motor
	List of Unclassifed Man...

	TSM17Q-3RG 	NEMA 17 Integrated StepSERVO?Motor w/ Q Programming & Modbus/RTU
	List of Unclassifed Man...

	B82500-C-A10 B82500-C-A2 B82500-C-A8 B82500-C-A5 	VHF chokes with ferrite core Rated voltage 250 V dc/ac Rated current 0,2 to 2 A Rated inductance 120 to 3900 mH
	EPCOS AG

	PB72Y11D3DJCIP65 PB72F11D3DJCIP65 PB72F33D3DJCIP65	Illuminated Pushbutton Switches IP40/IP65/IP67
	GREATECS

	C62122-A132-B95 B84115-E-A110 B84115-E-A30 B84115-	SIFI-E for high insertion loss Rated voltage 250 V~, 50/60 Hz Rated current 3 A to 10 A
	EPCOS AG
EPCOS[EPCOS]

	C62122-A132-B91 B84111-A-A10 B84111-A-A110 B84111-	SIFI-A for normal insertion loss Rated voltage 250 V~, 50/60 Hz Rated current 1 A to 20 A
	EPCOS[EPCOS]

	953BQW7KSF-F 953BQW7P5KSF-F 953BIW17P5KSF-F 	AC Rated, Radial Leaded Box, UL 810 Fail Safe, Rated 10,000 AFC
	Cornell Dubilier Electr...

	951CXP825K-SF-F 	AC Rated, Round Axial Leaded, UL 810 Fail Safe, Rated 10,000 AFCLMax.
	Cornell Dubilier Electr...

	B82432-T 	Size 1812 (EIA) or 4532 (IEC) Rated inductance 1,0 to 1000 mH Rated current 60 to 1300 mA
	EPCOS[EPCOS]

	B84110-B-A14 	Power line filter for single-phase systems Rated voltage 250 V~, 50/60 Hz Rated current 1,4 A
	EPCOS AG

	B84110-A-A60 B84110-A B84110-A-A10 B84110-A-A20 B8	Power line filters for single-phase systems Rated voltage 250 V~, 50/60 Hz Rated current 0,5 A to 6 A
	EPCOS[EPCOS]
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