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			 Related Part Number
	
					PART	Description	Maker
	8866002500 	Tinned copper conductor, conductive polyethylene (Korona-Guard) over inner conductor provides uniform
	List of Unclassifed Man...

	98990021000 9899005500 9899009500 9899010100 98990	Tinned copper conductor, PVC insulation
	List of Unclassifed Man...

	8916003500 	14 AWG stranded (41x30) tinned copper conductor, PVC insulation
	List of Unclassifed Man...

	11825-808 11825-818 FS6322-05 	Paired Cable; Number of Conductors:8; Conductor Size AWG:20; No. Strands x Strand Size:26 x 34; Jacket Material:Rubber; Features:Tinned Copper Braid; Impedance:52ohm; Temperature Max:90 C; Voltage Nom.:300V RoHS Compliant: Yes
Multiconductor Dual-Channel Audio Cable; Number of Conductors:2; Conductor Size AWG:25; No. Strands x Strand Size:7 x 38; Jacket Material:Polyvinylchloride (PVC); Shielding Material:Tinned Copper; Shielding Coverage:90% RoHS Compliant: Yes
Three-PLL Clock Generator IC
	AMI Semiconductor
Electronic Theatre Controls, Inc.
ETC[ETC]
List of Unclassifed Manufacturers

	9928009100 99280081000 	Tinned copper conductor, PVC insulation
   Tinned copper conductor, PVC insulation
	List of Unclassifed Man...

	9221010100 9221010U500 9221010500 	30 AWG stranded (7x38) .012 tinned copper conductor, foam HDPE insulation
	List of Unclassifed Man...

	1346742 	20 AWG stranded (19x32) .037 tinned copper conductor, foam FEP insulation
	List of Unclassifed Man...

	1032-90LJ 1032-80LT 1032-80LJ 1032-90LT 1032-60LG/	Multiconductor Cable; Number of Conductors:25; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Material:Polyethylene; Number of Pairs:12; Leaded Process Compatible:Yes; Conductor Material:Copper RoHS Compliant: Yes 高密度可编程逻辑
High-Density Programmable Logic
Shielded Paired Cable; Number of Conductors:36; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Material:Polyethylene; Number of Pairs:18; Drop Ship:Yes; Features:Alumunium Foil Polyester/Tinned Copper Braid RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:36; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Material:Polyethylene; Number of Pairs:18; Features:Alumunium Foil Polyester/Tinned Copper Braid; Impedance:120ohm RoHS Compliant: Yes
	Lattice Semiconductor, Corp.
Lattice Semiconductor Corporation

	C8101 	Tinned Copper conductor, FEP Insulation, twisted pairs, overall foil shied and FEP Jacketed Plenum Cable
	General Cable Technologies Corporation

	1032E-70LJ 1032E-70LJI 1032E-70LT 1032E-70LTI PLSI	High-Density Programmable Logic 高密度可编程逻辑
CABLE, 8163, 3PAIR, PER M; Cores, No. of:6; Conductor make-up:7/32AWG; Area, conductor CSA:0.2mm2; Diameter, External:9.12mm; Material, secondary insulation:PVC; Colour, secondary insulation:Chrome; Alpha type number:6317 RoHS Compliant: Yes 高密度可编程逻辑
Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyethylene; Number of Pairs:2; Leaded Process Compatible:Yes; Conductor Material:Copper RoHS Compliant: Yes 高密度可编程逻辑
2#24 TFE BRD PFA RoHS Compliant: No
CABLE, 8163, 3PAIR,  PER M; Cores, No. of:6; Conductor make-up:7/32AWG; Area, conductor CSA:0.2mm2; Diameter, External:9.12mm; Material, secondary insulation:PVC; Colour, secondary insulation:Chrome; Alpha type number:6317 RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:6; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyethylene; Number of Pairs:3; Features:Alumunium Foil Polyester/Tinned Copper Braid; Impedance:100ohm RoHS Compliant: Yes
COUPLING
Shielded Paired Cable; Number of Conductors:6; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyethylene; Number of Pairs:3; Leaded Process Compatible:Yes; Conductor Material:Copper RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:50; Conductor Size AWG:28; No. Strands x Strand Size:7 x 36; Jacket Material:Polyethylene; Number of Pairs:25; Features:Alumunium Foil Polyester/Tinned Copper Braid; Impedance:120ohm RoHS Compliant: Yes
CABLE, 8162, 2PAIR,  PER M; Cores, No. of:4; Conductor make-up:7/32AWG; Area, conductor CSA:0.2mm2; Diameter, External:8.71mm; Material, secondary insulation:PVC; Colour, secondary insulation:Chrome; Alpha type number:6316 RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyethylene; Number of Pairs:2; Features:Alumunium Foil Polyester/Tinned Copper Braid; Impedance:100ohm RoHS Compliant: Yes
	Lattice Semiconductor, Corp.
Lattice Semiconductor Corporation
LATTICE[Lattice Semiconductor]
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