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	Part: LQW18AN68NG00D
	Maker: MURATA
	Pack: N/A
	Stock: 10074
	Unit price 
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									50: $0.06
	  
									100: $0.06
	1000: 
									$0.05
	
									Email: oulindz@gmail.com

	
									
									
									
									Contact us



							


				





						
	Homepage	
						
	Download	[ 
						LQW18AN68NJ0ZB LQW18AN68NJ0ZD  Datasheet PDF Downlaod from IC-ON-LINE.CN ]

                                                 [ 
						LQW18AN68NJ0ZB LQW18AN68NJ0ZD  Datasheet PDF Downlaod from Datasheet.HK ]

						[LQW18AN68NJ0ZB LQW18AN68NJ0ZD  Datasheet PDF Downlaod from Maxim4U.com ] :-)


						

						[ View it Online ]
					  [ Search more for LQW18AN68NJ0ZB ] 


					[ Price & Availability of LQW18AN68NJ0ZB by FindChips.com ] 

						


				

				




		


		

	
 			 Full text search : Inductance   



		

	

	












			 Related Part Number
	
					PART	Description	Maker
	DFE18SANR47MG0-18 	When rated current is applied to the products, inductance will be within 30% of initial inductance value range
	Murata Manufacturing Co...

	S307 S30760 R30760 R30720 R30740 S30720 S30740 	Inductor; Inductor Type:Standard; Inductance:100nH; Inductance Tolerance: 5 %; Current Rating:300mA; Series:LG HK; Package/Case:0603; Core Material
Silicon Power Rectifier
	MICROSEMI[Microsemi Corporation]

	PM3316-150M 	Inductor; Series:PM3316; Inductance:15uH; Inductance Tolerance: /- 20 %; Terminal Type:PCB Surface Mount; Core Material:Ferrite; Current Rating:3.1A; Leaded Process Compatible:No; Mounting Type:Surface Mount; Packaging:Tape And Reel
	BOURNS INC

	PM105-271K-RC PM105-151K-RC 	Power Inductor; Series:PM105; Inductance:270uH; Inductance Tolerance: /- 10 %; Self Resonant Frequency:4MHz; Terminal Type:PCB Surface Mount; Core Material:Ferrite; Current Rating:0.57A; DC Resistance Max:0.97ohm
Power Inductor; Series:PM105; Inductance:150uH; Inductance Tolerance: /- 10 %; Self Resonant Frequency:5MHz; Terminal Type:PCB Surface Mount; Core Material:Ferrite; Current Rating:0.78A; DC Resistance Max:0.47ohm
	BOURNS INC

	HR30-6R-6S HR30-6R-6PC HR30-6RA-6SD HR30-6J-10P HR	Inductor; Inductor Type:High Frequency; Inductance:4.7nH; Inductance Tolerance: 10 %; Current Rating:500mA; Series:IFC; Package/Case:0805; Leaded Process Compatible:Yes; Mounting Type:Surface Mount; Packaging:Cut Tape RoHS Compliant: Yes 微型防水塑料连接
0.5 in Diameter, 200mA Single Deck Rotary Switch 微型防水塑料连接
Miniature Waterproof Plastic Connectors 微型防水塑料连接
Inductor; Series:IFC; Inductance:3.9nH; Inductance Tolerance: /- 10 %; Q Factor:15; Self Resonant Frequency:9GHz; Package/Case:0805; Terminal Type:PCB Surface Mount; Current Rating:500mA; Leaded Process Compatible:Yes
Inductor; Inductor Type:High Frequency; Inductance:8.2nH; Inductance Tolerance: 5 %; Current Rating:500mA; Series:IFC; Package/Case:0603; Leaded Process Compatible:Yes; Mounting Type:Surface Mount RoHS Compliant: Yes
	http://
Airborn, Inc.
HIROSE ELECTRIC Co., Ltd.
Hirose Electric USA, INC.
HIROSE[Hirose Electric]

	S3C8478 S3C8475 S3P8475 	S3C8478/C8475 MICROCONTROLLER
S3C8478/C8475 MICROCONTROLLER
Multi-Layer SMD Inductor; Series:LG HK; Inductance:3.9nH; Inductance Tolerance: /- 0.3 nH; Q Factor:8; Self Resonant Frequency:7GHz; Package/Case
	http://
SAMSUNG SEMICONDUCTOR CO. LTD.

	SRU1038-3R5Y 	Power Inductor; Inductor Type:Power; Inductance:3.5uH; Inductance Tolerance: 30 %; Current Rating:5.5A; Series:SRU1038; Package/Case:1038; Core Material:Ferrite DR/RI; DC Current Rating:5.50A; Leaded Process Compatible:Yes RoHS Compliant: Yes
	BOURNS INC

	PM0805-2N2M PM0805-R39K 	SMD Inductor; Series:PM0805; Inductance:2.2nH; Inductance Tolerance: /- 20 %; Q Factor:15; Self Resonant Frequency:6GHz; Package/Case:0805; Terminal Type:PCB Surface Mount; Core Material:Ceramic; Current Rating:600mA
SMD Inductor; Series:PM0805; Inductance:390nH; Inductance Tolerance: /- 10 %; Q Factor:40; Self Resonant Frequency:700MHz; Package/Case:0805; Terminal Type:PCB Surface Mount; Core Material:Ceramic; Current Rating:200mA
	BOURNS INC

	BY226G BY227G BY228G 	Standard silicon rectifier diodes 3 A, 450 V, SILICON, RECTIFIER DIODE, DO-201
Wirewound Inductor; Inductor Type:High Frequency; Inductance:3.9nH; Inductance Tolerance: /- 0.3 nH; Current Rating:450mA; Series:IMC; Package/Case:0603; Core Material:Ceramic; Leaded Process Compatible:Yes RoHS Compliant: Yes
	Semikron International
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