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			 Related Part Number
	
					PART	Description	Maker
	2230003 	IP66/IP67 rated with faceplate secured to the base
	PHOENIX CONTACT

	2230007 	IP66/IP67 rated with faceplate secured to the base
	PHOENIX CONTACT

	FCS-5061 	5-Megapixel (2592 x 1944) high-definition resolution Weatherproof IP66-rated with wide operating temperature (-40°C to 50°C) for harsh environments
	Level One

	PE45133 	N Female Connector Crimp/Solder Attachment 4 Hole Flange Mount for RG316, RG174, LMR-100 IP67 Rated
	Pasternack Enterprises,...

	WB89D 	Mini-Com 12-Port Modular Faceplate Patch Panels
	PANDUIT CORP.

	B82500-C-A8 B82500 B82500-C-A10 B82500-C-A2 B82500	VHF chokes with ferrite core Rated voltage 250 V dc/ac Rated current 0,2 to 2 A Rated inductance 120 to 3900 mH
	EPCOS[EPCOS]

	B84113-C-L60 B84113-C-A110 B84113-C-A30 B84113-C-A	SIFI-C for very high insertion loss Rated voltage 250 V~, 50/60 Hz Rated current 3 A to 10 A
	EPCOS[EPCOS]

	C62122-A132-B95 B84115-E-A110 B84115-E-A30 B84115-	SIFI-E for high insertion loss Rated voltage 250 V~, 50/60 Hz Rated current 3 A to 10 A
	EPCOS AG
EPCOS[EPCOS]

	B82134 B82111-E B82114 B82114-R-A1 B82114-R-A4 B82	VHF chokes for power line applications Rated voltage 500 V dc/ac Rated current max. 1 A
	EPCOS AG
EPCOS[EPCOS]

	B84102-K50 B84102-K B84102-K160 B84102-K30 B84102-	Power line filters for single-phase systems Rated voltage 250 V~, 50/60 Hz Rated current 1 to 6 A
	EPCOS[EPCOS]

	B82478-A1684-M B82478-A1103-M B82478-A1103-M_1 B82	Rated inductance 10 to 1000 mH Rated current 400 to 3500 mA
	EPCOS[EPCOS]

	B84102-K30 B84102-K40 B84102-K50 B84102-K160 	Power line filters for single-phase systems Rated voltage 250 V~, 50/60 Hz Rated current 1 to 6 A 单相额定电压250系统的电源线滤波器，50/60赫兹额定电流1
	EPCOS AG
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