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			 Related Part Number
	
					PART	Description	Maker
	ST232 	5V POWERED MULTI-CHANNEL RS-232 DRIVERS AND RECEIVERS
	STMicro

	ST202B 	(ST202B/C) 5V Powered multi-channel RS-232 drivers and receivers
	STMicroelectronics

	LCD24C LCD12C 	HIGH POWERED MULTI-LINE TVS ARRAY
	Protek Devices

	DA05CN 	High powered multi-line tvs array
	Protek Devices

	DA05L12 DA8 	HIGH POWERED MULTI-LINE TVS ARRAY
   High powered multi-line tvs array
	Protek Devices

	MAX1036 MAX1036EKA- MAX1036-MAX1039 MAX1037 MAX103	2.7-5.5V; low power, 4-/12-channel 2-wire serial 8-bit ADC. For hand-held portable applications, medical instrumnets, battery-powered test equipment, solar-powered remote systems, received-signal-strength indicators, system supervision
" 2.7V to 5.5V, Low-Power, 4-/12-Channel 2-Wire Serial 8-Bit ADCs"
-2.7V to 5.5V, Low-Power, 4-/12-Channel 2-Wire Serial 8-Bit ADCs
2.7V to 5.5V / Low-Power / 4-/12-Channel 2-Wire Serial 8-Bit ADCs
	MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	ISL97694A 	(ISL97692 - ISL97694A) Single Cell Li-ion Battery Powered 4-Channel and 6-Channel LED Drivers
	Intersil

	MAX1112-MAX1113 MAX1113EEET MAX1113CEET MAX1112EAP	 5V, Low-Power, Multi-Channel, Serial 8-Bit ADCs 8-CH 8-BIT SUCCESSIVE APPROXIMATION ADC, SERIAL ACCESS, PDSO20
 5V, Low-Power, Multi-Channel, Serial 8-Bit ADCs 5V，低功耗，多通道，串位ADC
 5V / Low-Power / Multi-Channel / Serial 8-Bit ADCs
	Maxim Integrated Products, Inc.

	MAX3483E MAX3483ECPA MAX3483ECSA MAX3483EEPA MAX34	Quad LVDS Receiver with -4 to 5V Common-mode Range 16-SOIC -40 to 85
3.3V-Powered, ??5kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
3.3V Powered, &#177;15kV ESD-Protected, 12Mbps, Slew-Rate-Limited True RS-485/RS-422 Transceivers
QVGA-VGA 27-Bit Display Serial Interface Receiver 48-BGA MICROSTAR JUNIOR -40 to 85 LINE TRANSCEIVER, PDSO8
3.3V-Powered, 5kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
QVGA-VGA 27-Bit Display Serial Interface Transmitter 48-BGA MICROSTAR JUNIOR -40 to 85
3.3V-Powered, ±15kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
3.3V-Powered, 15kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
3.3V-Powered, ±15kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS- 485/RS-422 Transceivers
3.3V-Powered 15kV ESD-Protected 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
3.3V-Powered, 【15kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
3.3V-Powered / 15kV ESD-Protected / 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
3.3V Powered, ±15kV ESD-Protected, 12Mbps, Slew-Rate-Limited True RS-485/RS-422 Transceivers
3.3V-Powered,  15,-15kV ESD-Protected, 12Mbps and Slew-Rate-Limited True RS-485/RS-422 Transceivers
3.3V-Powered,  15,15kV ESD-Protected, 12Mbps
	MAXIM INTEGRATED PRODUCTS INC
Maxim Integrated Products, Inc.
Maixm
MAXIM[Maxim Integrated Products]
MAXIM - Dallas Semiconductor

	TMUX1511 TMUX1511PWR 	&ltfont color=red>[Old version datasheet]</font>   Low-Capacitance, 1:1 (SPST) 4-Channel, Powered-Off Protected Switch with 1.8 V Logic
	TI store
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