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			 Related Part Number
	
					PART	Description	Maker
	1N1673 1N1660 1N2054 1N3270 1N3271 1N3272 1N3273 1	   SILICON POWER RECTIFIER
Standard Rectifier (trr more than 500ns) 标准整流器（花环率超00ns的）
Round Conductor Flat Cable, 2049/26 30 AWG, .025 (0.64) 275 A, 800 V, SILICON, RECTIFIER DIODE, DO-205AB
CLOTH CLEANING HI-PERF BLUE 275 A, 500 V, SILICON, RECTIFIER DIODE, DO-205AB
CABLE 100 COND .025 FLAT 100FT
Round Conductor Flat Cable, 2049/100 30 AWG, .025 (0.64)
Round Conductor Flat Cable, 2049/36 30 AWG, .025 (0.64)
Round Conductor Flat Cable, 2049/34 30 AWG, .025 (0.64)
Round Conductor Flat Cable, 2049/20 30 AWG, .025 (0.64)
Round Conductor Flat Cable, 2049/40 30 AWG, .025 (0.64)
Masking Tape; Tape Backing Material:Crepe Paper; Width:1"; Roll Length:60yard; Adhesive Material:Rubber; Leaded Process Compatible:No; Pack Quantity:1 RoHS Compliant: Yes 275 A, 1200 V, SILICON, RECTIFIER DIODE, DO-205AB
	Motorola Mobility Holdings, Inc.
Microsemi, Corp.
MICROSEMI[Microsemi Corporation]

	22-03-2131 22-03-2201 22-10-2231 22-10-2261 22-03-	Header Connector,PCB Mnt,RECEPT,13 Contacts,PIN,0.100 Pitch,PC TAIL Terminal 13 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
Header Connector,PCB Mnt,RECEPT,20 Contacts,PIN,0.1 Pitch,PC TAIL Terminal 20 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
KK 100 Hdr Flat Vert 20 Au 23Ckt 23 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
KK 100 Hdr Flat Vert 20 Au 26Ckt 26 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
KK 100 Hdr Flat Vert Tin 21Ckt 21 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
KK 100 Hdr Flat Vert 20 Au 17Ckt 17 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
HEADER,SQPIN0.1in10WAY 10 CONTACT(S), MALE, STRAIGHT TWO PART BOARD CONNECTOR, SOLDER
Header,  Vertical; No. of Contacts:16; Pitch Spacing:2.54mm; No. of Rows:1; Gender:Header; Series:4030; Body Material:PA Polyamide (Nylon) 6/6; Current Rating:4A; Voltage Rating:250V
KK 100 Hdr Flat Vert Tin 24Ckt
	TE Connectivity, Ltd.
Molex, Inc.
MOLEX INC

	8996-05-100B 0082265805 82-26-5805 	2.54mm (.100) Pitch Round Conductor Flat Cable - 26 AWG (7 x 34) Stranded,Topcoat, 5 Circuits, Reel 30.48m (100.0 ) Length
	Molex Electronics Ltd.

	AUR3852 	ENHANCED MULTI-TOUCH CAPACITIVE TOUCH SCREEN CONTROLLER
	BCD Semiconductor Manuf...
Diodes

	AP3860 AP3861 	SUPERIOR MULTI-TOUCH CAPACITIVE TOUCH SCREEN CONTROLLER
	Diodes

	0545614001 54561-4001 	2.54mm (.100) Pitch QF-50 Flat Cable Strain Relief, 40 Circuits
2.54mm (.100) Pitch QF-50?/a> Flat Cable Strain Relief, 40 Circuits
MOLEX Connector
	Molex Electronics Ltd.

	JV1-12V JV1PF-S-100V JV1PF-S-12V JV1PF-S-18V JV1PF	JV-relay. Flat type power relay. 1 form C. Coil voltage 100 V DC. Sealed type.
JV-relay. Flat type power relay. 1 form A, standard type. Coil voltage 100 V DC. Sealed type.
JV-relay. Flat type power relay. 1 form A, standard type. Coil voltage 100 V DC. Flux-resistant type.
JV-relay. Flat type power relay. 1 form A, hing capacity type. Coil voltage 100 V DC. Sealed type.
JV-relay. Flat type power relay. 1 form A, hing capacity type. Coil voltage 100 V DC. Flux-resistant type.
JV-relay. Flat type power relay. 1 form C. Coil voltage 100 V DC. Flux-resistant type.
	Nais(Matsushita Electri...
Mitsubishi Electric, Corp.
Honeywell International, Inc.
Nais(Matsushita Electric Works)
Matsushita Electric Works(Nais)

	7767-04-100B 82-28-6041 0082286041 	2.54mm (.100") Pitch Round Conductor Flat Cable
2.54mm (.100) Pitch Round Conductor Flat Cable
	Molex Electronics Ltd.

	82-22-6014 8867-14-100B 	2.54mm (.100) Pitch Round Conductor Flat Cable
	Molex Electronics Ltd.

	7307-18-100B 	2.54mm (.100") Pitch Round Conductor Flat Cable
2.54mm (.100) Pitch Round Conductor Flat Cable
	Molex Electronics Ltd.

	82-26-5703 7234-03-100B 	2.54mm (.100") Pitch Round Conductor Flat Cable
2.54mm (.100) Pitch Round Conductor Flat Cable
	Molex Electronics Ltd.
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