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			 Related Part Number
	
					PART	Description	Maker
	ATV04A360JB-G ATV04A580J-G ATV04A580JB-G ATV04A7V0	Transient Voltage Suppressor (TVS), P&ltsub&gtPPM</sub>=400Watts, V&ltsub&gtRWM</sub>=36V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=58V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=7V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=7.5V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=5V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=140V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=110V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=160V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=170V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=100V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=300V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=30V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=33V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=78V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=10V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=11V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=9V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=60V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=6V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=64V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=6.5V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=14V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=15V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=16V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=17V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=18V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=20V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=51V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=400Watts, V-RWM=54V, Tolerance=5%
	Comchip Technology

	1N5946B 1N5924B 1N5925B 1N5956B 1N5913B 1N5938B 1N	   1.5W SILICON ZENER DIODE
1.5 W, silicon zener diode. Zener voltage 12V. Test current 31.2 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 120 V. Test current 3.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 43V. Test current 8.7 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 39V. Test current 9.6 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.1V. Test current 73.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 27V. Test current 13.9 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 150 V. Test current 2.5 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 9.1V. Test current 41.2 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.6V. Test current 66.9 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 20V. Test current 18.7 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 91 V. Test current 4.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 56 V. Test current 6.7 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 56 V. Test current 6.7 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 15V. Test current 25 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 4.7V. Test current 79.8 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.9V. Test current 96.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 11V. Test current 34.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 6.2V. Test current 60.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 100 V. Test current 3.7 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 22V. Test current 17 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 13V. Test current 28.8 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 33V. Test current 11.4 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 30V. Test current 12.5 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 30V. Test current 12.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 47 V. Test current 8.0 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 22V. Test current 17 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 91 V. Test current 4.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 27V. Test current 13.9 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 36V. Test current 10.4 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.6V. Test current 66.9 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 130 V. Test current 2.9 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.1V. Test current 73.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 10V. Test current 37.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 22V. Test current 17 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 36V. Test current 10.4 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 130 V. Test current 2.9 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 56 V. Test current 6.7 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 150 V. Test current 2.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 6.8V. Test current 55.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 51 V. Test current 7.3 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 43V. Test current 8.7 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 68 V. Test current 5.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 68 V. Test current 5.5 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 4.3V. Test current 87.2 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 18V. Test current 20.8 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 12V. Test current 31.2 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.3V. Test current 113.6 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 24V. Test current 15.6 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 24V. Test current 15.6 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 16V. Test current 23.4 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 16V. Test current 23.4 mA.  -2% tolerance.
surface mount silicon Zener diodes
1.5 W, silicon zener diode. Zener voltage 24V. Test current 15.6 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 24V. Test current 15.6 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.3V. Test current 113.6 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.6V. Test current 104.2 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 18V. Test current 20.8 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 200 V. Test current 1.9 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 62 V. Test current 6.0 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 68 V. Test current 5.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 13V. Test current 28.8 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 4.3V. Test current 87.2 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 150 V. Test current 2.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 6.8V. Test current 55.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.9V. Test current 96.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 75 V. Test current 5.0 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 180 V. Test current 2.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 62 V. Test current 6.0 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 160 V. Test current 2.3 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 200 V. Test current 1.9 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 110 V. Test current 3.4 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 51 V. Test current 7.3 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 20V. Test current 18.7 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 180 V. Test current 2.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 36V. Test current 10.4 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 47 V. Test current 8.0 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 30V. Test current 12.5 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 7.5V. Test current 50 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.6V. Test current 66.9 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 27V. Test current 13.9 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 30V. Test current 12.5 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 33V. Test current 11.4 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 33V. Test current 11.4 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 160 V. Test current 2.3 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 22V. Test current 17 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 100 V. Test current 3.7 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 100 V. Test current 3.7 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 6.2V. Test current 60.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 11V. Test current 34.1 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 4.7V. Test current 79.8 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.6V. Test current 104.2 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 3.6V. Test current 104.2 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 15V. Test current 25 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 56 V. Test current 6.7 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 130 V. Test current 2.9 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 20V. Test current 18.7 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 20V. Test current 18.7 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 9.1V. Test current 41.2 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 10V. Test current 37.5 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 10V. Test current 37.5 mA.  -1% tolerance.
1.5 W, silicon zener diode. Zener voltage 27V. Test current 13.9 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 5.1V. Test current 73.5 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 47 V. Test current 8.0 mA.  -20% tolerance.
1.5 W, silicon zener diode. Zener voltage 43V. Test current 8.7 mA.  -10% tolerance.
1.5 W, silicon zener diode. Zener voltage 120 V. Test current 3.1 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 12V. Test current 31.2 mA.  -2% tolerance.
1.5 W, silicon zener diode. Zener voltage 15V. Test current 25 mA.  -1% tolerance.
	Jinan Gude Electronic D...
JGD[Jinan Gude Electronic Device]
济南固锝电子器件有限公司
娴???洪??靛??ㄤ欢??????

	ATV30C100J-HF ATV30C100JB-HF ATV30C101J-HF ATV30C1	Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=10V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=100V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=11V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=110V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=12V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=120V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=13V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=130V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=7.5V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=7V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=6V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=6.5V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=64V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=75V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=70V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=48V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=400V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=45V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=20V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=9V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=85V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=8V, Tolerance=5%
Halogen Free Transient Voltage Suppressor (TVS) Diodes, P-PPM=3000Watts, V-RWM=8.5V, Tolerance=5%
	Comchip Technology

	1N5222AUR-1 1N5222BUR-1 1N5253AUR-1 1N5267BUR-1 1N	Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.5 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.5 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 25 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 75 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 47 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 180 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 180 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 110 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 110 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.9 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 150 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 150 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 82 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 12 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 12 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 56 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 68 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 5.6 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 24 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 51 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.4 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.4 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.8 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.0 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.3 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 4.3 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.4 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.7 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 2.8 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.0 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.3 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.6 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.6 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 3.9 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 4.3 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 4.7 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 4.7 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 39 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 140 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 56 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 24 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 43 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 43 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 8.7 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 18 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 36 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 170 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 60 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 11 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 11 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 130 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 33 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 33 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 14 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 39 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 14 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 62 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 17 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 200 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 87 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 27 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 130 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.2 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 60 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 18 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 27 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 30 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 30 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 62 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 120 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 160 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 160 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 75 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 87 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.8 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 190 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.8 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 28 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 19 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 17 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 47 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 5.1 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 25 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 36 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 20 V.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.8 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 15 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 22 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 100 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 5.1 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 10 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 20 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 8.7 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 13 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.0 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 120 V. Tolerance  -5%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 10 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 20 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 91 V. Tolerance  -10%.
Metallurgically bonded glass surface mount 500 mW zener. Nominal zener voltage 6.2 V. Tolerance  -5%.
	Microsemi

	TV02W150B-G TV02W120B-G TV02W280B-G TV02W330B-G TV	Transient Voltage Suppressor (TVS), P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=15V, Tolerance=5%
Transient Voltage Suppressor (TVS), P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=12V, Tolerance=5%
Transient Voltage Suppressor (TVS), P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=28V, Tolerance=5%
Transient Voltage Suppressor (TVS), P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=33V, Tolerance=5%
Transient Voltage Suppressor (TVS), P&ltsub&gtPPM</sub>=200Watts, V&ltsub&gtRWM</sub>=30V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=200Watts, V-RWM=58V, Tolerance=5%
Transient Voltage Suppressor (TVS), P-PPM=200Watts, V-RWM=75V, Tolerance=5%
	Comchip Technology

	23J1K0E 23J4K5E 23JR10E 27J10RE 20J4K5E 21J10RE 21	Vitreous Enamel Conformal Axial Terminal Wirewound, 5% Tolerance Standard
	Ohmite Mfg. Co.

	21J250E 	Vitreous Enamel Conformal Axial Terminal Wirewound, 5% Tolerance Standard
	Ohmite Mfg. Co.

	R1140Q R1140Q151D-TL R1140Q281D-TL R1140Q151D-TR R	120mA LDO regulator IC. Output voltage 3.8V. Mask option without auto discharge function at OFF state. Taping type TL.
120mA LDO regulator IC. Output voltage 3.8V. Mask option with auto discharge function at OFF state. Taping type TL.
CAPACITOR, CASE S, 1UF, 35V; Application:Solid; Capacitance:1uF; Tolerance, capacitance:10%; Series:TAJ; Voltage, rating:35V; Capacitor dielectric type:Tantalum Electrolytic; Case style:S; Current, leakage:0.5uA; Depth, RoHS Compliant: Yes
SC82 120mA LDO REGULATOR 1.5 V FIXED POSITIVE LDO REGULATOR, 0.7 V DROPOUT, PDSO4
120mA LDO regulator IC. Output voltage 3.0V. Mask option without auto discharge function at OFF state. Taping type TL.
120mA LDO regulator IC. Output voltage 3.0V. Mask option without auto discharge function at OFF state. Standard taping type TR.
120mA LDO regulator IC. Output voltage 3.0V. Mask option with auto discharge function at OFF state. Taping type TL.
120mA LDO regulator IC. Output voltage 3.0V. Mask option with auto discharge function at OFF state. Standard taping type TR.
120mA LDO regulator IC. Output voltage 3.8V. Mask option with auto discharge function at OFF state. Standard taping type TR.
120mA LDO regulator IC. Output voltage 3.8V. Mask option without auto discharge function at OFF state. Standard taping type TR.
	RICOH electronics devic...
Ricoh Co., Ltd.

	20J500 20J1K0E 20J50KE 20JR10E 20J10RE 20J1R0E 20J	Vitreous Enamel Conformal Axial Terminal Wirewound, 5% Tolerance Standard
   Vitreous Enamel Conformal Axial Terminal Wirewound, 5% Tolerance Standard
	Ohmite Mfg. Co.

	XC6201 XC6201P XC6201P132 XC6201P182 XC6201P272 XC	250mA positive voltage regulator, tolerance 2%, output 6.0V
250mA positive voltage regulator, tolerance 2%, output 4.0V
Positive Voltage Regulators
250mA positive voltage regulator, tolerance 2%, output 1.3V
250mA positive voltage regulator, tolerance 2%, output 1.4V
250mA positive voltage regulator, tolerance 2%, output 4.1V
	TOREX[Torex Semiconductor]

	W3F45C2218AT1F W3F45C4718AT1F W3F41A4708AT1A 	Ceramic Multilayer Capacitor; Capacitance:220pF; Capacitance Tolerance: 50, -20 %; Working Voltage, DC:50V; Dielectric Characteristic:X7R; Package/Case:1206; Series:W3F; Leaded Process Compatible:Yes 1 FUNCTIONS, 50 V, 0.3 A, FEED THROUGH CAPACITOR
Ceramic Multilayer Capacitor; Capacitance:470pF; Capacitance Tolerance: 50, -20 %; Working Voltage, DC:50V; Dielectric Characteristic:X7R; Package/Case:1206; Series:W3F; Leaded Process Compatible:Yes 1 FUNCTIONS, 50 V, 0.3 A, FEED THROUGH CAPACITOR
FEEDTHRU CAP ARRAY,  47PF 100VFEEDTHRU CAP ARRAY,  47PF 100V; Capacitance:47pF; Voltage rating, DC:100V; Capacitor dielectric type:Ceramic Multi-Layer; Tolerance,  :50%; Tolerance, -:20%; Temp, op. max:125(degree C); Temp, op.
	AVX, Corp.
AVX CORP
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