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			 Related Part Number
	
					PART	Description	Maker
	PE9604 	Reverse Polarity SMA Male to Reverse Polarity TNC Female Adapter
	Pasternack Enterprises, Inc.

	REL-IR2-LDP-12DC 	Plug-in industrial relay with power contacts, 2 PDTs, test key, status LED, freewheeling diode, mechanical switch position indicator, polarity: A1 , A2-, input voltage 12 V DC
	PHOENIX CONTACT

	REL-IR4 	Plug-in industrial relay with power contacts, 4 changeover contacts, test key, mechanical switch position indicator, polarity: bipolar, input voltage: 24 V DC
	PHOENIX CONTACT

	CS5233-3-D CS5233-3/D CS5233-3GDP5 CS5233-3GDF8 CS	THREE-TERMINAL POSITIVE FIXED VOLTAGE REGULATORS
500 mA and 1.5 A, 3.3 V Dual Input Linear Regulator with Auxiliary Control
500 mA and 1.5 A3.3 V Dual Input Linear Regulator with Auxiliary Control
500毫安.5甲，与辅助控3.3伏双输入线性稳压器
	ON Semiconductor

	LT6557 LT6557CDHC LT6557IDHC LT6557IGN LT6557CGNPB	500MHz, 2200V/&#181;s Gain of 2, Single Supply Triple Video Amplifier with Input Bias Control; Package: SSOP; No of Pins: 16; Temperature Range: 0&deg;C to  70&deg;C 3 CHANNEL, VIDEO AMPLIFIER, PDSO16
500MHz, 2200V/μs Gain of 2, Single Supply Triple Video Amplifi er with Input Bias Control
500MHz, 2200V/楼矛s Gain of 2, Single Supply Triple Video Amplifi er with Input Bias Control
500MHz, 2200V/レs Gain of 2, Single Supply Triple Video Amplifi er with Input Bias Control
	Linear Technology, Corp.

	ML2037 ML2037CP ML2037CS ML2037IP ML2037IS 	MOSFET P-CHAN DUAL 50V SOT363
500kHz, Serial Input, Programmable Sine Wave Generator with Digital Gain Control
500kHz Serial Input Programmable Sine Wave Generator with Digital Gain Control
500kHz / Serial Input / Programmable Sine Wave Generator with Digital Gain Control
	Micro Linear Corporatio...
MICRO-LINEAR[Micro Linear Corporation]

	CS5233-3 CS5233-3GDF8 CS5233-3GDPR5 CS5233-3GDP5 C	500mA and 1.5A, 3.3V Dual Input Linear Regulator with Auxiliary Control
500 MA AND 1.5 A, 3.3 V DUAL INPUT LINEAR REGULATOR WITH AUXILIARY CONTROL
	ONSEMI[ON Semiconductor]

	LT6558IDHC LT6558CDHC LT6558CGN LT6558IDHCTRPBF 	550MHz, 2200V/楼矛s Gain of 1, Single Supply Triple Video Amplifi er with Input Bias Control
550MHz, 2200V/μs Gain of 1, Single Supply Triple Video Amplifi er with Input Bias Control
550MHz, 2200V/&#181;s Gain of 1, Single Supply Triple Video Amplifier with Input Bias Control; Package: DFN; No of Pins: 16; Temperature Range: -40&deg;C to  85&deg;C 3 CHANNEL, VIDEO AMPLIFIER, PDSO16
	Linear Technology, Corp.

	BYX96-1200R BYX96-300 BYX96-600 BYX96-600R BYX96 B	300V rectifier diode. Reverse polarity. For use in power rectifier applications.
300V rectifier diode. Normal polarity. For use in power rectifier applications.
1600V rectifier diode. Reverse polarity. For use in power rectifier applications.
1600V rectifier diode. Normal polarity. For use in power rectifier applications.
1200V rectifier diode. Reverse polarity. For use in power rectifier applications.
1200V rectifier diode. Normal polarity. For use in power rectifier applications.
RECTIFIER DIODES
	PHILIPS[Philips Semiconductors]
NXP Semiconductors

	2N2484 2N2920 2N2483 2N930 2C2484 	Chip Type 2C2484 Geometry 0307 Polarity NPN 片式2C2484几何0307极性npn
Supercapacitor; Capacitance:1F; Series:EDL; Voltage Rating:5.5VDC; Capacitor Dielectric Material:Carbon Aerogel Foam; Package/Case:Stacked Coin; Termination:Radial Leaded; ESR:50ohm; Lead Pitch:5mm; Operating Temp. Max:85 C RoHS Compliant: Yes
Type 2N2484 Geometry 0220 / 0307 Polarity NPN
	SEMICOA[Semicoa Semiconductor]

	DCR1595SW50 DCR1596SW DCR1595SW48 DCR1595SW47 DCR1	4900V phase control thyristor
5200V phase control thyristor
5100V phase control thyristor
5000V phase control thyristor
Phase Control Thyristor 4487 A, 4800 V, SCR
Phase Control Thyristor 相位控制晶闸
4700V phase control thyristor
	DYNEX[Dynex Semiconductor]
Dynex Semiconductor, Ltd.
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