

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						40DB70			SMBJ13C			SDXL010			TSOP21			ISL21			00095			IRFP3			89V564RD			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				BM0120 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		 BM0120
20W AUDIO CLASS D+
GENERAL DESCRIPTION
The BM0120 is one channel audio amplifier module, using unique close loop and feed forward compensation techniques (CLFFC--IP belong BM) to achieve better THD+N from 20Hz to 20KHz. The module can deliver output power up to 35W (RMS) @4ohm load. The module has mute function with logic high or low control. The voltage gain can be adjusted in the module via fix feedback resistor, the input signal is flexible. No other external components from input to output, and connect to speaker directly. Friendly analog input interface. Very high efficiency , do not need Heat-sink under 20W(RMS)
The BM0120 integrated mute circuit inside , it very suits for application in LCD TV , PDP TV , Projection TV and Car audio .
APPLICATIONS
Car audio -------2/4 channels PDP -------------2.1 channel Projection TV -----2.1 channel LCD TV--------2 channel DVD player
Features
Wide VDD input range of +9V ~ +26V Reduce system cost with no heat sink and save power Class D+ and CLFFC IP inside Excellent bass frequency without big bypass DC capacitor inside Internal thermal protection Connect to any passive 4 or 8 ohm speaker No mute on/off noise THD+N : b=46mm
Pin1 = Audio input Pin2 = A-GND Pin3 = GND Pin4 = +5V Pin5 = Mute control Pin6 = VDD (+9V ~ +25V) Pin7 =GND Pin8 = Out - Pin9 = Out+
a=31mm
1 2 3 4 5
Very slim size :
46mm*31mm
Gap between pin1 and a is 2.8mm Gap between pin1 and pin9 is 40.36mm
Gap between pin1(6) and pin2(7) is 2.54mm
Bookly Micro Electronic Limited Co
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BM0120
20W AUDIO CLASS D+
External application circuit:
Power supply (+5V and VDD)
+9V ~ +28V
VDD
+5V
3 2 1
0.47uF
220uF/35V
DGND
Note1:
keep +5V power up same as VDD or +5V earlier.
Mute="1"
Audio input
+5V
5
4
VDD
1
2
3
6
8
9
7
SPEAKER 4/8 ohm
AGND
GND
GND
Note2:
Mute = 1 , un-Mute = 0 or open Audio input capacitor has been filled in this module, external couple capacitor is not necessary.
Bookly Micro Electronic Limited Co
BM0120
20W AUDIO CLASS D+
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when application in over 25W , a small heat-sink is expected
Bookly Micro Electronic Limited Co



		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of BM0120 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























