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		 147 Central Avenue Hackensack, New Jersey 07601 Tel: 201-489-8989 * Fax: 201-489-6911
CHICAGO MINIATURE LAMP, INC.
WHERE INNOVATION COMES TO LIGHT
5330H Series Variable Height LED T-1 3/4 (5mm) Lamp Assembly
DESCRIPTION AND FEATURES
.220 MIN.
.260
.130 MAX. T OP P ANE L
Features *Block mounting design and spacing-alignment saves assembly cost and time. *Super Brite T-1 3/4 diffused LED-wide angle viewing. *Press-in mounting pin secures assembly to PC board while being soldered. *Standoffs prevent flux entrapment. Housing: Black Nylon, UL94V-O Mounting hole pattern on page 1-X6.
DIM "A"
DIM "B "
.020 S T AND-OF F F OR P OS T C LE ANING
.100
.150 MIN. P C B OAR D
ANODE (+) O.290
ANODE (+)
All dimensions in inches.
ELECTRO-OPTICAL CHARACTERISTICS AND RATINGS
Part Number
5330H1 5330H3 5330H5 5330H7 5330H1LC 5330H5LC 5330H7LC 5330H1-5V 5330H3-5V 5330H5-5V 5335H1 5335H3 5335H5 5335H7 5335H1LC 5335H1LC 5335H1LC 5335H1-5V 5335H3-5V 5335H5-5V
Color
Red Amber Green Yellow Red Green Yellow Red Amber Green Red Amber Green Yellow Red Green Yellow Red Amber Green
Typ. Intensity (mcd)
30 20 30 25 2.0 2.5 2.0 6.0 7.0 10.0 30 20 30 25 2.0 2.5 2.0 6.0 7.0 10.0
Rated Current (mA)
20 20 20 20 2 2 2 10 10 10 20 20 20 20 2 2 2 10 10 10
Continuous Forward Forward Peak Forward Forward Current Max. Voltage Typ. Voltage Max. Current @ 1ms300pps (A) (V) (V) (mA) 35 35 30 35 7 7 7 15 15 15 35 35 30 35 7 7 7 15 15 15 2.0 2.0 2.2 2.2 1.8 1.8 1.9 5 5 5 2.0 2.0 2.2 2.2 1.8 1.8 1.9 5 5 5 3.0 3.0 3.0 3.0 2.2 2.2 2.7 7.5 7.5 7.5 3.0 3.0 3.0 3.0 3.3 3.3 3.7 7.5 7.5 7.5 1.0 1.0 .09 1.0 .007 .007 .007 1.0 1.0 .09 1.0 .007 .007 .007 -
Reverse Break-down Voltage Min. (V) 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5 5
Peak Wavelength (nm) 635 608 562 585 635 562 585 635 583 565 635 603 562 585 635 562 585 635 583 562
DIM A (inches) .870 .870 .870 .870 .870 .870 .870 .870 .870 .870 .570 .570 .570 .570 .570 .570 .570 .570 .570 .570
DIM B (inches) .750 .750 .750 .750 .750 .750 .750 .750 .750 .750 .450 .450 .450 .450 .450 .450 .450 .450 .450 .450
Chicago Miniature Lamp reserves the right to make specification revisions that enhance the design and/or performance of the product
1-126



		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of 5330H1 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























