

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						15W10			24002			RS1PJ			NY2313			50004			CY221312			CP20C60			2022C			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				QRE0620001 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		 QRE0620001
Powerex, Inc., 200 Hillis St., Youngwood 15697 (724) 925-7272 Three Phase Full Wave Bridge 200 Amperes/600 Volts
Description:
Powerex Three-Phase Full Wave Bridge Module designed specially for customer applications. Each module consists of six diodes connected in a three-phase bridge configuration. The modules are isolated for easy mounting with other components on a common heatsink.
Features:
Fast Recovery Diode Copper Base Plate Isolated Mounting (2) 100 Amps Chips per Bridge Element
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QRE0620001
Powerex, Inc., 200 Hillis St., Youngwood 15697 (724) 925-7272 Three Phase Full Wave Bridge 200 Amperes/600 Volts
Absolute Maximum Ratings, TJ=25C unless otherwise specified 
Characteristics Repetitive Peak Reverse Blocking Voltage Non-Repetitive Peak Reverse Blocking Voltage DC Output Current Peak Half Cycle Non-Repetitive Surge Current I2t for Fusing for One Cycle Operating Junction Temperature Storage Temperature Maximum Mounting Torque, M5 Mounting Screw Maximum Terminal Torque, M4 Terminal Screw Module Weight (Typical) V Isolation Conditions Three phase full wave, TC=96C t = 8.3mS, 100%VRRM Reapplied t = 8.3mS, 100%VRRM Reapplied 60 Hz, circuit to base, all terminals shorted, t = 1 sec Symbol VRRM VRSM IO IFSM I2t TJ TSTG VRMS QRE0620001 600 VRRM + 100 200 1670 11620 -40 to 150 -40 to 125 31 15 570 3000 Units Volts Volts Amperes Amperes A2sec C C In.-lb. In.-lb. Grams Volts
Electrical Characteristics, TJ=25C unless otherwise specified 
Characteristics Peak Reverse Leakage Current Peak On-State Voltage Reverse Recovery Time Reverse Recovery Charge Symbol IRRM VFM trr Qrr Test Conditions Rated VRRM IFM=200A IFM=67A IFM = 200A, di/dt = -400A/s IFM =200A, di/dt = -400A/s Min. Typ. 2.0 1.3 0.54 Max 5 2.8 110 Units mA Volts ns C
Thermal Characteristics, TJ=25C unless otherwise specified 
Characteristics Thermal Resistance, Junction to Case Thermal Resistance, Case to Sink Lubricated Symbol RJC RCS Per Module Per Module Min. Typ. 0.018 Max. 0.10 Units C/Watt C/Watt
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QRE0620001
Powerex, Inc., 200 Hillis St., Youngwood 15697 (724) 925-7272 Three Phase Full Wave Bridge 200 Amperes/600 Volts
MAXIMUM TRANSIENT THERMAL IMPEDANCE
0.12 0.10
Thermal Impedance - Rjc - C/W
(Junction To Case)
0.08 0.06 0.04 0.02 0.00 0.001
0.01
0.1
1
10
Time - t - Seconds
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