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		 RC-160
Industrial Chassis
Full-size Wallmount Chassis with 6-slot Backplane & 250W P/S
35.62 30.62 25.62 1.3
17.72
0.52
28.26
29.8
26.0
40.6 40.77
40.6
 6-slot space for ISA, PCI-ISA, PICMG Bus SBC  FCC/CE/UL/TUV 250W AC input range 85~265VAC power supply  One anti-shock crowbar for secured mounting of addon card, two adjustable positions  One 5.25" CD-ROM and one 3.5" FDD; one 3.5" HDD spaces  One 9cm ball bearing cooling fan  FCC/CE industrial Class A approval
Features
*Chassis: 6-slot full-size industrial chassis *Drive Space: One 3.5" FDD, one 5.25" CD-ROM; one 3.5" HDD spaces *Thermal Solution: One 9cm ball bearing cooling fan *Altitude: 15,000 feet *Power Supply: 250W AC input range 85~265VAC power supply *Temperature: 0~50oC (operating); 0~70oC (storage) *Humidity: 5~95%; non-condensing *Safety Standard: FCC/CE on chassis and FCC/CE/UL/TUV on power supply *Dimensions: 40.77(L) x 17.2(W) x 26.0(H) cm
Specifications
Front Side Description
At the front side, the RC-160 provides one power switch, two LED indicators, one reset switch, one fan switch and one keyboard connector. One 9cm ball bearing cooling fan also provides ventilation in the chassis from the front side. The RC-160 front panel also provides one 3.5" FDD and one 5.25" CD-ROM drive spaces.
Ordering Guide
 RC-160W Full-size Wallmount Chassis  RC-160W-6S RC-160W Chassis w/HPCI-6S B/P  RC-160WA-6S RC-160W Chassis w/HPCI-6S B/P, MPI-925A P/S  RC-160WB-6S RC-160W Chassis w/HPCI-6S B/P, ZKS-250AE P/S
26.0
ISO 9001
Certification
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South Africa TEL: 011 4621320 FAX: 011 7043421
Brasil ShangHai/BeiJing TEL: +55 51 21293003 TEL: 021 51098750 FAX: +55 51 21293017 FAX: 021 63456286



		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of RC-160WB-6S 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























