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		 ADSL Transformer< SMD Type: CEP Series>
Type: CEP1311
 Product Description
17.7x13.5mm Max.(LxW),12.3mm Max. Height.
 Feature
xDSL line transformer. Ideally used in ADSL customer premises equipment, SHDSL&HDSL, splitter and VDSL. Approved by TI, Silicon Labs, Broadcom and Conexant. RoHS Compliance.
 Dimensions (mm)
13.5 MAX [.531]
6 10
12.3 MAX [.484]
8x2.50.25 [.098.010]
10 6
sumida
17.7 MAX [.697]
Part Number
Country of Origin Date Code
5 1 1 5
10x0.650.20 [.026.008]
 Land Pattern (mm)
10.0 [.394] 2.54 [.100]
Schematics(Bottom)
1
Line
2.5 [.098]
8 5 7 Chip (A) 6
3 2 4
19.05 [.750]
1
Line
11.3 [.445] 1.3 [.051]
8 5 7 Chip 6 (B)
3 2 4
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ADSL Transformer< SMD Type: CEP Series>
Type: CEP1311
 Specification
Part No. C10100 C10108 C10120 C10122 C10136 C10166 C10192 C10193 C10194 C13100 4367-T135 C15111 C15112 C14111 C14112 C14114 C14116 C14121 C14122 Inductance (nom. H) 440 1500 1500 409 100 400 500 750 1000 3000 3019 4000 5000 400 750 1000 470 100 750 Turns ratio 2:1 2:1 2:1 2:1 2:1 2.35:1 2:1 2:1 2:1 5.4:1 2.25:2.25:1 1:1 1:1 2.8:1 5.33:1 1:1 1.33:1 2.8:1 2:1 -90(100K,5V) -75(25K,2V) -85(25K,2V) -83(25K,2V) -90.9(100K,4V) -77(25K,2V) Supplementary Supplementary Supplementary Supplementary Supplementary Supplementary -84 Max.(30K,5.3V) -84 (30K,5.3V) -84 (30K,2.22V) -92.7 (100K,2.25V) -92.5 (30K,5.3V) -90 (50K,4.3V) -90 (50K,4.3V) -99.4 (50K,4.3V) -78(5kHz 4V) -86(5kHz 1V) THD (dB) (TYP.) Insulation Supplementary Supplementary Supplementary Supplementary Supplementary Supplementary Supplementary Supplementary Supplementary Supplementary Supplementary Application ADSL CPE ADSL CPE ADSL CPE ADSL CPE ADSL CPE ADSL CPE ADSL CPE ADSL CPE ADSL CPE SHDSL HDSL SHDSL HDSL Splitter Splitter VDSL VDSL VDSL VDSL VDSL VDSL & &
Please refer to the sales offices on our website for a representative near you
www.sumida.com
2/2



		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of CEP1311 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























