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		 Radial Lead Mini Inductors
HIGH INDUCTANCE - LOW CURRENT Designed for Noise, Spike & Filtering applications.
Electrical Specifications at 25OC L (1) DCR + 10% Part Nom. ( H ) Number ( m ) I (2) Max. (A)
Coils finished with UL rated varnish. Variations on electrical parameters of parts listed are available - Please contact factory.
Size Code
L-61100 L-61101 L-61102 L-61103 L-61104 L-61105 L-61106 L-61107 L-61108 L-61109 L-61110 L-61111 L-61112 L-61113 L-61200 L-61201 L-61202 L-61203 L-61204 L-61205 L-61206 L-61207 L-61208 L-61209 L-61210 L-61211 L-61212 L-61300 L-61301 L-61302 L-61303 L-61304 L-61305 L-61306 L-61307 L-61308 L-61309 L-61310 L-61311 L-61312
10 15 22 33 47 68 100 150 220 330 470 680 1000 3.3 22 33 47 68 100 150 220 330 470 680 1000 1500 2200 47 68 100 150 220 330 470 680 1000 1500 2200 3300 4700
60 70 90 100 170 250 300 400 600 1200 1100 1900 2900 40 40 60 100 110 150 240 390 600 700 1000 1600 2600 3600 50 70 100 150 200 300 400 700 1000 1600 2600 4100 5800
1.80 1.50 1.20 1.00 0.90 0.85 0.75 0.60 0.50 0.40 0.35 0.30 0.20 2.0 1.80 1.50 1.20 1.00 0.80 0.65 0.55 0.45 0.38 0.31 0.25 0.20 0.17 1.90 1.60 1.30 1.00 0.88 0.70 0.60 0.50 0.40 0.33 0.27 0.22 0.19
A A A A A A A A A A A A A A B B B B B B B B B B B B B C C C C C C C C C C C C C
H
L
P
DIA.
Height dimensions are without solder joint or coatings LEADS ARE # 22 AWG
Size Reference Dimensions in Inches (mm) Code H DIA. P L A B C .29 (7.5) .39 (10.0) .43 (11.0) .23 (6.0) .31 (8.0) .39 (10.0) .13 (3.5) .19 (5.0) .27 (7.0) .79 (20.0) .79 (20.0) .79 (20.0)
1. Tested at 1 kHz & 100 mV 2. DC Current which produces a 10% drop in Inductance. Specifications are subject to change without notice RADLVRT - 5/97
Rhombus Industries Inc.
Transformers & Magnetic Products
31
15801 Chemical Lane Huntington Beach, California 92649-1595 Phone: (714) 898-0960 z FAX: (714) 896-0971



		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of L-61312 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























