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		  Datasheet File OCR Text:


		  www.advantech.com/products online download features rohs compliant 2002/95/ec ordering information PCI-1723   16-bit, 8-ch non-isolated analog output pci card pcl-10168-1   68-pin scsi shielded cable, 1 m pcl-10168-2   68-pin scsi shielded cable, 2 m adam-3968   68-pin din-rail scsi wiring board pin assignments ? ? ? ? auto calibration function a 16-bit dac is equipped for each analog output channel synchronized output function keeps the output settings and values after system hot reset 2-port (16-channel) user-defned digital input/output channels boardid? switch ? ? ? ? ? ? PCI-1723 introduction PCI-1723 is a non-isolated multiple channel analog output card for the pci bus, and each analog output channel is equipped with a 16-bit, double-buffered dac. it also features an  auto-calibration function and a boardid? switch. the PCI-1723 is an ideal solution for industrial applications where multiple analog output channels are required. 16-bit, 8-ch analog output pci card  with 16-ch digital i/o specifcations analog output channels   8 resolution   16 bits output rate   static update output range  (software programmable) internal reference bipolar (v) 10 current loop (ma) 0 ~ 20, 4 ~ 20 driving capability   5 ma output impedance   0.1  w  max. operation modes   software polling, synchronized output accuracy   relative: 6 lsb   differential non-linearity: 6 lsb (monotonic) digital input/output channels   16 (shared by input/output) compatibility   5 v/ttl input voltage   logic 0: 0.8 v max.   logic 1: 2.0 v min. output capability   sink: 0.5 v @ 24 ma   source: 2.0 v @ -15 ma general bus type   pci v2.2 i/o connectors   1 x 68-pin scsi female connector dimensions (l x h)   175 x 100 mm (6.9" x 3.9") power consumption   typical: +5 v @ 850 ma, +12 v @ 600 ma   max.: +5 v @ 1 a, +12 v @ 700 ma operating temperature   0 ~ 60 c (32 ~ 158 f) (iec 68-2-1, 2) storage temperature   -20 ~ 85 c (-4 ~ 185 f) storage humidity   5 ~ 95 % rh non-condensing (iec 68-2-3) certifcations   ce ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ?
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