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		  Datasheet File OCR Text:


		   power inductors  < smd type > outline by using the square wire, power inductors can be used for large currents with low profile and low resistance. shielded type bottom view dimensions (mm) construction land patterns (mm) connection cdep145 ( 0.56  h - 6.1  h ) bottom view dimensions (mm) construction land patterns (mm) connection cdep134 ( 0.3  h - 8.0  h ) power inductors  < smd type > cdep series new 2 1 3 9.6 2.5 2.6 2.6 7.2 4.9max. 13.9max. 13.9max. 2.6 15.0 9.4 10.0 4.4 2.6 2.6 9.0 14.9max. 6.0max. 14.9max. 2.5 10.2 2 1 3 2.8 15.5 10.2 12.0 6.0 ?a ??? 
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?
go power inductors  < smd type > type : cdep145 (standard type),  cdep145 (high power type) parts no. l (h) cdep145 (standard type) cdep145 (high power type) 0r5 0r6 1r2 1r5 2r2 2r7 3r5 4r2 5r0 6r1 0.56  0.68  1.2  1.5  2.2  2.7  3.5  4.2  5.0  6.1  30.0 19.8 15.2 12.3 10.4 25.6 17.0 13.0 10.6   8.8 23.0 19.5 15.0 12.0    9.5 1.7m(  1.4m) 3.0m(  2.5m) 4.6m(  3.8m) 7.4m(  6.2m) 10.8m(  9.0m) d.c.r.( ? ) : max.(typ.) saturation rated current (a)  *b 20   c 100   c te mperature rise current (typ.) (a)   *iv 36.0 25.0 19.2 15.4 13.1 31.2 20.8 16.0 13.0 10.8 23.0 19.5 15.0 12.0   9.5 1.7m( 1.4m) 3.0m( 2.5m) 4.6m( 3.8m) 7.4m( 6.2m) 10.8m( 9.0m) d.c.r.( ? ) : max.(typ.) saturation rated current (a)  *b 20   c 100   c te mperature rise current (typ.) (a)   *iv measuring freq. (l) t olerance of inductance other cdep145(s) cdep145(h) cdep145(s) cdep145(h) 100khz 100khz 0.68  h ?6.1  h    20% (m) 0.56  h ?5.0  h    20% (m) *iv  temperature rise current (typ.) : the actual current when temperature of coil becomes  ? t=40   c. (ta=20   c) *b  saturation rated current : the current when the inductance becomes 25% lower than its nominal value.(ta=20   c) ordering code cdep145 -  -  : parts no. : tolerance of inductance      m (20%)       n (30%) : packing      c (carrier tape)      b (box) :   nothing (standard type)   h           (high power type) fw ???????) ??????	*t
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?
go type : cdep134 (standard type),  cdep134 (high power type) parts no. l (h) cdep134 (standard type) cdep134 (high power type) 0r3 0r4 0r6 0r9 1r2 1r6 1r8 2r5 2r7 3r6 4r8 6r0 6r4 8r0 0.3  0.4  0.66  0.9  1.2  1.6  1.8  2.5  2.7  3.6  4.8  6.0  6.4  8.0  32.0 21.6 16.0 12.8 10.9 9.3 8.0 7.2 27.0 18.4 13.8 11.0 9.1 8.0 6.8 6.1  18.5  17.0  15.0  10.5  8.0  7.5  7.0  6.5 1.9m(  1.6m) 2.5m(  2.1m) 3.7m(  3.1m) 6.6m(  5.5m) 10.8m(  9.0m) 12.0m(10.0m) 16.3m(13.6m) 18.4m(15.3m) d.c.r.( ? ) : max.(typ.) saturation rated current (a)  *e 20   c 100   c te mperature rise current (typ.) (a)   *iv 35.0 29.6 21.0 17.6 14.7 12.5 11.0  9.6 32.0 24.0 17.6 14.4 12.0 10.2 9.0 8.0 18.5 17.0 15.0 10.5 8.0 7.5 7.0 6.5 1.9m( 1.6m) 2.5m( 2.1m) 3.7m( 3.1m) 6.6m( 5.5m) 10.8m( 9.0m) 12.0m(10.0m) 16.3m(13.6m) 18.4m(15.3m) d.c.r.( ? ) : max.(typ.) saturation rated current (a)  *e 20   c 100   c te mperature rise current (typ.) (a)   *iv measuring freq. (l) t olerance of inductance other cdep134(s) cdep134(h) cdep134(s) cdep134(h) 100khz 100khz 0.4  h    30% (n), 0.9  h ?8.0  h    20% (m) 0.3  h ?0.66  h    30% (n), 1.2  h ?6.0  h    20% (m) *iv  temperature rise current (typ.) : the actual current when temperature of coil becomes  ? t=40   c. (ta=20   c) *e  saturation rated current : the current either the inductance value becomes 35% (tolerance    30%) lower than its nominal value or becomes 25% (tolerance    20%) lower than its nominal         value.(ta=20   c) ordering code cdep134 -  -  : parts no. : tolerance of inductance      m (20%)       n (30%) : packing      c (carrier tape)      b (box) :   nothing (standard type)   h           (high power type) 
a
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